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1. Introduction
This CR proposes a new NS value and additional spurious emissions requirements for n255 to meet regulatory requirements in the US in TS 38.101-5 [1]. The regulatory requirements are documented in [2].
2. Reference
1. TS 38.101-5 v0.0.1, User Equipment (UE) radio transmission and reception; Part 5: Satellite access Radio Frequency (RF) and performance requirements (Release 17) 
1. R4-2205043, TP for TR 38.863: Unwanted emissions for NTN satellite UEs transmitting in 1626.5 to 1660.5 MHz
3. Change Proposals
[bookmark: _Toc523749799][bookmark: _Toc523750864][bookmark: _Toc527979877][bookmark: historyclause]<Change 1>
[bookmark: _Toc92440302][bookmark: _Toc92440315][bookmark: _Toc523749803][bookmark: _Toc523750868][bookmark: _Toc527979881][bookmark: _Hlk523749210]6.2.3	UE additional maximum output power reduction 
Additional emission requirements can be signalled by the network. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band, the IE field freqBandIndicatorNR and an associated value of additionalSpectrumEmission in the relevant RRC information elements [7].
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1-1. Unless stated otherwise, the total reduction to UE maximum output power is max(MPR, A-MPR) where MPR is defined in clause 6.2.2. Outer and inner allocation notation used in clause 6.2.3 is defined in clause 6.2.2 In absence of modulation and waveform types the A-MPR applies to all modulation and waveform types.
Table 6.2.3.1-1 specifies the additional requirements with their associated network signalling values and the allowed A-MPR and applicable operating band(s) for each NS value. In case of a power class 3 UE, when IE powerBoostPi2BPSK  is set to 1, power class 2 A-MPR values apply. The mapping of NR frequency band numbers and values of the additionalSpectrumEmission to network signalling labels is specified in Table 6.2.3.1-1A. 
For almost contiguous allocations in CP-OFDM waveforms in power class 3, the allowed A-MPR defined in clause 6.2.3 is increased by CEIL{ 10 log10(1 + NRB_gap / NRB_alloc), 0.5 } dB, where NRB_gap is the total number of unallocated RBs between allocated RBs and NRB_alloc is the total number of allocated RBs, and the parameter LCRB is replaced by NRB_alloc + NRB_gap in specifying the RB allocation regions.
Unless otherwise specified, pi/2 BPSK in following A-MPR tables refers to both variants of pi/2 BPSK referenced in 6.2.2 tables 6.2.2-1.
[bookmark: _Hlk516051685]Table 6.2.3.1-1: Additional maximum power reduction (A-MPR)
	Network signalling label
	Requirements (clause)
	NR Band
	Channel bandwidth (MHz)
	Resources blocks (NRB)
	A-MPR (dB)

	NS_01
	
	Table 5.2-1
	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	Table 5.3.2-1
	N/A

	NS_57
	6.5.3.3.1
	n255
	5, 10, 15, 20
	
	N/A


[The NS_01 label with the field additionalPmax [7] absent is default for all NR bands.]

Table 6.2.3.1-1A: Mapping of network signalling label
	NR band
	Value of additionalSpectrumEmission

	
	0
	1
	2
	3
	4
	5
	6
	7

	n255
	NS_01
	NS_57
	
	
	
	
	
	

	NOTE:	additionalSpectrumEmission corresponds to an information element of the same name defined in clause 6.3.2 of TS 38.331 [7].




<Change 2>

6.5.3	Spurious emissions

[bookmark: _Toc21344368][bookmark: _Toc29801854][bookmark: _Toc29802278][bookmark: _Toc29802903][bookmark: _Toc36107645][bookmark: _Toc37251411][bookmark: _Toc45888291][bookmark: _Toc45888890][bookmark: _Toc61367584][bookmark: _Toc61372967][bookmark: _Toc68230915][bookmark: _Toc69084328][bookmark: _Toc75467338][bookmark: _Toc76509360][bookmark: _Toc76718350][bookmark: _Toc83580689][bookmark: _Toc84405198][bookmark: _Toc84413807]6.5.3.3	Additional spurious emissions
These requirements are specified in terms of an additional spectrum emission requirement. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.

[bookmark: _Toc21344369][bookmark: _Toc29801855][bookmark: _Toc29802279][bookmark: _Toc29802904][bookmark: _Toc37251412][bookmark: _Toc45888292][bookmark: _Toc45888891][bookmark: _Toc61367585][bookmark: _Toc61372968][bookmark: _Toc68230916][bookmark: _Toc69084329][bookmark: _Toc75467339][bookmark: _Toc76509361][bookmark: _Toc76718351][bookmark: _Toc83580690][bookmark: _Toc84405199][bookmark: _Toc84413808]6.5.3.3.1	Requirement for network signalling value "NS_57"
When "NS 57" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.1-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.

Table 6.5.3.3.1-1: Additional requirements for "NS_57"
	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit1 (dBW)
	Measurement bandwidth 
	NOTE

	
	5 MHz, 10 MHz, 15 MHz, 20 MHz
	
	

	1559≤ f ≤ 1605
	-80
	700 Hz
	Averaged over any 2 millisecond active transmission interval

	1605≤ f ≤ 1610
	-80 + 24/5 (f-1605)
	700Hz
	

	1559 ≤ f ≤ 1605
	-70
	1MHz
	Averaged over any 2 millisecond active transmission interval

	1605≤ f ≤ 1610
	-70 + 24/5 (f-1605)
	1MHz
	

	NOTE 1:		The EIRP requirement in regulation is converted to conducted requirement using a 0 dBi antenna.




<End of Change Proposals>

