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Introduction
The WID for NR DC was updated in RAN #94e meeting. This contribution provides a TP for TR 37.717-31-11 to finish the UE RF requirements for the band combination. 
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Text Proposal
<TP for TR 37.717-31-11>
[bookmark: _Toc49522621][bookmark: _Toc49523044][bookmark: _Toc87780892][bookmark: _Toc87782109][bookmark: _Toc49522622]5.1.18	DC_3-7-32_n78
[bookmark: _Toc49523045][bookmark: _Toc87780893][bookmark: _Toc87782110]5.1.18.1	Configuration for EN-DC
Table 5.1.18.1-1: Band combinations EN-DC (four bands)
	EN-DC band configuration
	UL configuration(s)

	DC_3A-7A-32A_n78A
DC_3C-7A-32A_n78A
	DC_3A_n78A
DC_3C_n78A
DC_7A_n78A



[bookmark: _Toc49522623][bookmark: _Toc49523046][bookmark: _Toc87780894][bookmark: _Toc87782111]5.1.18.2	∆TIB and ∆RIB values
Table 5.1.18.2.-1: ΔTIB,c due to EN-DC (four bands)
	EN-DC band
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_3-7-32_n78
	3
	0.6

	
	7
	0.6

	
	n78
	0.8



Table 5.1.18.2.-1: ΔRIB,c due to EN-DC (four bands)
	EN-DC band
	E-UTRA and NR Band
	ΔRIB,c (dB)

	DC_3-7-32_n78
	3
	0.2

	
	7
	0.2

	
	32
	0

	
	n78
	0.5



[bookmark: _Toc49522624][bookmark: _Toc49523047][bookmark: _Toc87780895][bookmark: _Toc87782112]5.1.18.3	Reference sensitivity exceptions
Exceptions for IMD hits on B32 are TBDhave been solved by fallback band combinations DC_3A-32A_n78A and DC_7A-32A_n78A.
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