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[bookmark: OLE_LINK6][bookmark: OLE_LINK7]<<Start of Change>>
[bookmark: _Toc21098343][bookmark: _Toc29470570][bookmark: _Toc37141938][bookmark: _Toc37141989][bookmark: _Toc37142041][bookmark: _Toc37269044][bookmark: _Toc37269087][bookmark: _Toc45907610][bookmark: _Toc52564792][bookmark: _Toc60857168][bookmark: _Toc60857239][bookmark: _Toc61185239][bookmark: _Toc61185319][bookmark: _Toc61185367][bookmark: _Toc66390471][bookmark: _Toc66390573][bookmark: _Toc68701983][bookmark: _Toc68702470][bookmark: _Toc68702588][bookmark: _Toc68702693][bookmark: _Toc68702772][bookmark: _Toc74643108][bookmark: _Toc76540672][bookmark: _Toc82415021][bookmark: _Toc89937922]5.2	Additional NR CA configurations for NR frequency range 1
[bookmark: _Toc21098344][bookmark: _Toc29470571][bookmark: _Toc37141939][bookmark: _Toc37141990][bookmark: _Toc37142042][bookmark: _Toc37269045][bookmark: _Toc37269088][bookmark: _Toc45907611][bookmark: _Toc52564793][bookmark: _Toc60857169][bookmark: _Toc60857240][bookmark: _Toc61185240][bookmark: _Toc61185320][bookmark: _Toc61185368][bookmark: _Toc66390472][bookmark: _Toc66390574][bookmark: _Toc68701984][bookmark: _Toc68702471][bookmark: _Toc68702589][bookmark: _Toc68702694][bookmark: _Toc68702773][bookmark: _Toc74643109][bookmark: _Toc76540673][bookmark: _Toc82415022][bookmark: _Toc89937923]5.2.1	Intraband CA
Requirements for a Rel-16 UE for additional NR intraband CA configurations within FR1 compared to TS 38.101-1 of Rel-16 [2] are introduced via this clause.
Table 5.2.1-1: NR intraband CA within FR1
	Feature
	DL/UL
	CA BW Class
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Intra-band contiguous CA configurations within FR1
	DL
	B, C, D, E, F, G, H, I, J, K, L
	FDD,TDD
	Rel-15
	Table B.4.2-1

	
	UL
	A,B,C
	FDD,TDD
	Rel-15
	

	NOTE 1: Configurations with BCSs other than BCS5 are release independent from Rel-15. However, configurations with BCS5 are Release independent from Rel-17


Table 5.2.1-2: NR intraband non-contiguous CA within FR1
	Feature
	DL/UL
	number of sub-blocks
	maximum number of CCs within a sub-block
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Intra-band non-contiguous CA configurations within FR1
	DL
	2
	1
	FDD, TDD
	Rel-15
	Table B.4.2-1

	
	
	3
	1
	TDD
	Rel-15
	

	
	
	4
	1
	TDD
	Rel-15
	

	NOTE 1: Configurations with BCSs other than BCS5 are release independent from Rel-15. However, configurations with BCS5 are Release independent from Rel-17.



[bookmark: _Toc21098345][bookmark: _Toc29470572][bookmark: _Toc37141940][bookmark: _Toc37141991][bookmark: _Toc37142043][bookmark: _Toc37269046][bookmark: _Toc37269089][bookmark: _Toc45907612][bookmark: _Toc52564794][bookmark: _Toc60857170][bookmark: _Toc60857241][bookmark: _Toc61185241][bookmark: _Toc61185321][bookmark: _Toc61185369][bookmark: _Toc66390473][bookmark: _Toc66390575][bookmark: _Toc68701985][bookmark: _Toc68702472][bookmark: _Toc68702590][bookmark: _Toc68702695][bookmark: _Toc68702774][bookmark: _Toc74643110][bookmark: _Toc76540674][bookmark: _Toc82415023][bookmark: _Toc89937924]5.2.2	Interband CA
[bookmark: OLE_LINK27]Requirements for a Rel-16 UE for additional NR interband CA configurations within FR1 compared to TS 38.101-1 of Rel-16 [2] are introduced via this clause.
Table 5.2.2-0: NR interband CA UE power class within FR1
	Feature
	Duplex-mode
	Release
independent from
	Requirements to be fulfilled
(see TS 38.307 of the release in which the power class was introduced)

	Interband CA Power Class 2
	TDD, FDD and TDD
	Rel-15
	Table B.4.2-1

	Interband CA Power Class 3
	FDD, TDD, SDL and TDD, FDD and TDD
	Rel-15
	



Table 5.2.2-1: NR interband CA within FR1
	Feature
	DL/UL
	Maximum number of bands
	number of CCs
	CA BW Classes
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Inter-band CA configurations within NR FR1
	DL
	4
	5
	A, B, C
	TDD, FDD, SDL and FDD, SDL and TDD, FDD and TDD
	Rel-15
	Table B.4.2-1

	
	UL
	2
	2
	A
	TDD, FDD, FDD and TDD
	Rel-15
	

	NOTE 1: Configurations with BCSs other than BCS5 are release independent from Rel-15. However, configurations with BCS5 are Release independent from Rel-17.



[bookmark: _Toc21098346][bookmark: _Toc29470573][bookmark: _Toc37141941][bookmark: _Toc37141992][bookmark: _Toc37142044][bookmark: _Toc37269047][bookmark: _Toc37269090][bookmark: _Toc45907613][bookmark: _Toc52564795][bookmark: _Toc60857171][bookmark: _Toc60857242][bookmark: _Toc61185242][bookmark: _Toc61185322][bookmark: _Toc61185370][bookmark: _Toc66390474][bookmark: _Toc66390576][bookmark: _Toc68701986][bookmark: _Toc68702473][bookmark: _Toc68702591][bookmark: _Toc68702696][bookmark: _Toc68702775][bookmark: _Toc74643111][bookmark: _Toc76540675][bookmark: _Toc82415024][bookmark: _Toc89937925]5.3	Additional NR SUL configurations for NR frequency range 1
Requirements for a Rel-16 UE for additional NR SUL configurations within FR1 compared to TS 38.101-1 of Rel-16 [2] are introduced via this clause.
When a UE is configured with both NR UL and NR SUL carriers in a serving cell with active transmission either on the UL carrier or SUL carrier, the release independent features in clause 5.1 are applicable for the UL carrier and the SUL carrier, respectively.
Table 5.3-1: NR SUL within FR1
	Feature
	DL/UL
	number of bands
	number of CCs
	CA BW Classes
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the SUL configuration was introduced)

	Inter-band SUL configurations within NR FR1
	DL
	1
	2
	A
	TDD
	Rel-15
	Table B.4.3-1

	
	UL
	2
	2
	A
	TDD and SUL
	Rel-15
	

	NOTE 1: Configurations with BCSs other than BCS5 are release independent from Rel-15. However, configurations with BCS5 are Release independent from Rel-17.


<<Next of Change>>
[bookmark: _Toc21098351][bookmark: _Toc29470578][bookmark: _Toc37141946][bookmark: _Toc37141997][bookmark: _Toc37142049][bookmark: _Toc37269052][bookmark: _Toc37269095][bookmark: _Toc45907618][bookmark: _Toc52564800][bookmark: _Toc60857179][bookmark: _Toc60857250][bookmark: _Toc61185249][bookmark: _Toc61185329][bookmark: _Toc61185377][bookmark: _Toc66390481][bookmark: _Toc66390583][bookmark: _Toc68701993][bookmark: _Toc68702480][bookmark: _Toc68702598][bookmark: _Toc68702703][bookmark: _Toc68702782][bookmark: _Toc74643118][bookmark: _Toc76540682][bookmark: _Toc82415031][bookmark: _Toc89937934]7	Release independent features for NR interworking between NR frequency range 1 and NR frequency range 2
[bookmark: _Toc21098352][bookmark: _Toc29470579][bookmark: _Toc37141947][bookmark: _Toc37141998][bookmark: _Toc37142050][bookmark: _Toc37269053][bookmark: _Toc37269096][bookmark: _Toc45907619][bookmark: _Toc52564801][bookmark: _Toc60857180][bookmark: _Toc60857251][bookmark: _Toc61185250][bookmark: _Toc61185330][bookmark: _Toc61185378][bookmark: _Toc66390482][bookmark: _Toc66390584][bookmark: _Toc68701994][bookmark: _Toc68702481][bookmark: _Toc68702599][bookmark: _Toc68702704][bookmark: _Toc68702783][bookmark: _Toc74643119][bookmark: _Toc76540683][bookmark: _Toc82415032][bookmark: _Toc89937935]7.1	Additional NR interband CA configurations between frequency range 1 and frequency range 2
Requirements for a Rel-16 UE for additional NR interband CA configurations between FR1 and FR2 compared to TS 38.101-3 of Rel-16 [4] are introduced via this clause.
Table 7.1-1: NR interband CA between FR1 and FR2
	Feature
	DL/UL
	number of bands
	maximum number of CCs
	CA BW Classes
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Inter-band CA configurations for NR interworking between FR1 and FR2
	DL FR1
	3
	4
	A, C
	FDD, TDD, FDD and TDD
	Rel-15
	Table B.4.4-1

	
	DL FR2
	1
	4
	A, D, E, F, G, H, I, J, K, L, M
	TDD
	Rel-15
	

	
	UL FR1
	1
	1
	A
	FDD, TDD
	Rel-15
	

	
	UL FR2
	1
	1
	A, D, G, H, I, J, K, L,M
	TDD
	Rel-15
	

	NOTE 1: Configurations with BCSs other than BCS5 are release independent from Rel-15. However, configurations with BCS5 are Release independent from Rel-17.



[bookmark: _Toc21098353][bookmark: _Toc29470580][bookmark: _Toc37141948][bookmark: _Toc37141999][bookmark: _Toc37142051][bookmark: _Toc37269054][bookmark: _Toc37269097][bookmark: _Toc45907620][bookmark: _Toc52564802][bookmark: _Toc60857181][bookmark: _Toc60857252][bookmark: _Toc61185251][bookmark: _Toc61185331][bookmark: _Toc61185379][bookmark: _Toc66390483][bookmark: _Toc66390585][bookmark: _Toc68701995][bookmark: _Toc68702482][bookmark: _Toc68702600][bookmark: _Toc68702705][bookmark: _Toc68702784][bookmark: _Toc74643120][bookmark: _Toc76540684][bookmark: _Toc82415033][bookmark: _Toc89937936]7.2	Additional Inter-band NR-DC configurations between frequency range 1 and frequency range 2
Requirements for a Rel-16 UE for additional Inter-band NR-DC configurations between FR1 and FR2 compared to TS 38.101-3 of Rel-16 [4] are introduced via this clause.
Table 7.2-1: Inter-band NR-DC between FR1 and FR2
	Feature
	DL/UL
	number of bands
	maximum number of CCs
	CA BW Classes
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Inter-band DC configurations for NR interworking between FR1 and FR2
	DL FR1
	3
	4
	A, C
	FDD, TDD, FDD and TDD
	Rel-15
	Table B.4.5-1

	
	DL FR2
	1
	8
	A, D, E, F, G, H, I, J, K, L, M
	TDD
	Rel-15
	

	
	UL FR1
	1
	1
	A
	FDD,
	Rel-15
	

	
	UL FR2
	1
	1
	A, D, G, H, I, J, K, L,M
	TDD
	Rel-15
	

	NOTE 1: Configurations with BCSs other than BCS5 are release independent from Rel-15. However, configurations with BCS5 are Release independent from Rel-17.



<<End of Change>>

