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1	Introduction 
We provided a text proposal for Output RF spectrum emissions for satellite access in this paper.
2	Text Proposal
<< Start of text proposal for 38.101-5 >>
[bookmark: _Toc92440312]6.5	Output RF spectrum emissions

[bookmark: _Toc92440313]6.5.1	Occupied bandwidth
The definition and requirements for occupied bandwidth specified in sub-clause 6.5.1 from TS 38.101-1 are applicable to the UEs for satellite access for channel bandwidths 5MHz, 10MHz, 15MHz and 20MHz.
[bookmark: _Toc92440314]6.5.2	Out of band emission 
[bookmark: _Toc21344351][bookmark: _Toc29801837][bookmark: _Toc29802261][bookmark: _Toc29802886][bookmark: _Toc36107628][bookmark: _Toc37251394][bookmark: _Toc45888274][bookmark: _Toc45888873][bookmark: _Toc61367567][bookmark: _Toc61372950][bookmark: _Toc68230898][bookmark: _Toc69084311][bookmark: _Toc75467321][bookmark: _Toc76509343][bookmark: _Toc76718333][bookmark: _Toc83580672][bookmark: _Toc84405181][bookmark: _Toc84413790]6.5.2.1	General
The definition for out of band emissions and the clarification for measurement specified in sub-clause 6.5.2.1 from TS 38.101-1 are applicable to the UEs for satellite access.
6.5.2.2	Spectrum emission mask
[To be updated]
6.5.2.3	“Reserved”

6.5.2.4	Adjacent channel leakage ratio
The definition for Adjacent Channel Leakage power Ratio and the clarification for measurement specified in sub-clause 6.5.2.4 from TS 38.101-1 are applicable to the UEs for satellite access.
The minimum requirements specified in sub-clause 6.5.4.2.1 from TS 38.101-1 for power class 3 are applicable to the UEs for satellite access. It’s noted that the NR ACLR measurement bandwidths specified in table 6.5.2.4.1-1 from TS 38.101-1 for 5MHz, 10MHz, 15MHz and 20MHz are applicable to the UEs for satellite access.

[bookmark: _Toc92440315]6.5.3	Spurious emission
6.5.3.1	General spurious emissions
The general spurious emissions limits specified in TS 38.101-1 sub-clause 6.5.3.1 are applicable to the UEs for satellite access.

[bookmark: _Toc92440316]6.5.4	Transmit intermodulation
The transmit intermodulation limits specified in TS 38.101-1 sub-clause 6.5.4 are applicable to the UEs for satellite access.
<< end of text proposal  >>
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