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<Start of Change>
[bookmark: _Toc45888228][bookmark: _Toc45888827][bookmark: _Toc61367492][bookmark: _Toc61372875][bookmark: _Toc68230822][bookmark: _Toc69084235][bookmark: _Toc75467245][bookmark: _Toc76509267][bookmark: _Toc76718257][bookmark: _Toc83580578][bookmark: _Toc84405087][bookmark: _Toc84413696]6.3E.3.4	Transmit ON/OFF time mask for V2X inter-band con-current operation
For the inter-band con-current NR V2X operation, the requirements specified in clause 6.3.3 shall apply for the uplink in licensed band and the requirements specified in clause 6.3E.3 shall apply for the sidelink in licensed band or Band n47.

[bookmark: _GoBack]6.3E.3.4	Transmit ON/OFF time mask for V2X intra-band con-current operation
For the intra-band con-current NR V2X operation, the switching time mask requirements specified in this clause are applied for same carrier and different carriers respectively.
Requriements in Figure 6.3E.3.5-1 and 6.3E.3.5-2 are for same carrier case.
[image: ]
Figure 6.3E.3.5-1: Time mask for same carrier where switching occurs in NR SL slot
[image: ]
Figure 6.3E.3.5-2: Time mask for same carrier where switching occurs in NR UL slot
Requriements in Figure 6.3E.3.5-3 and 6.3E.3.5-4 are for different carrier case.
[image: ]
Figure 6.3E.3.5-3: Time mask for different carriers where switching occurs in NR SL slot
[image: ]
Figure 6.3E.3.5-4: Time mask for different carriers where switching occurs in NR UL slot
<End of Change>
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