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[bookmark: _Hlk19883175]The performance requirements in Table 5.1.1.3-1 shall apply for UEs which support optional UE features only.
Table 5.1.1.3-1: Requirements applicability for optional UE features
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	SU-MIMO Interference Mitigation advanced receiver
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.1 (Test 3-1)

Clause 5.2.3.1.1 (Test 5-1)
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.1 (Test 3-1)

Clause 5.2.3.2.1 (Test 5-1)
	

	Inter cell Interference Mitigation advanced receiver
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.15 (Test xxxx)
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.15 (Test xxxx)
	

	Alternative additional DMRS position for co-existence with LTE CRS (additionalDMRS-DL-Alt)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.4 (Test 1-2)

Clause 5.2.3.1.4 (Test 1-2)
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.4 (Test 1-2)

Clause 5.2.3.2.4 (Test 1-2)
	

	Basic DL NR-NR CA operation (supportedBandCombinationList)
	NR CA
	SDR
	Clause 5.5A.1
	1)Up to 16 DL carriers
2)Same numerology across carrier for data/control channel at a given time

	Enhanced demodulation processing for HST-SFN joint transmission scheme with velocity up to 500km/h
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.9 (Test 1-1)

Clause 5.2.3.1.9 (Test 1-1)
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.9 (Test 1-1)

Clause 5.2.3.2.9 (Test 1-1)
	

	Alternative 64QAM MCS table for PDSCHNew 64QAM MCS table for PDSCH (dl-64QAM-MCS-TableAlt)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.5
Clause 5.2.3.1.5
Clause 5.2.2.1.6
Clause 5.2.3.1.6
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.5
Clause 5.2.3.2.5
Clause 5.2.2.2.6
Clause 5.2.3.2.6
	

	CQI table with target BLER of 10^-5New CQI table (cqi-TableAlt)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.5
Clause 5.2.3.1.5
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.5
Clause 5.2.3.2.5
	

	PDSCH repetitions over multiple slots (pdsch-RepetitionMultiSlots) 
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.6
Clause 5.2.3.1.6
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.6
Clause 5.2.3.2.6
	

	UE PDSCH processing capability #2 (pdsch-ProcessingType2)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.7
Clause 5.2.3.1.7
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.7
Clause 5.2.3.2.7
	

	Pre-emption indication for DL (pre-EmptIndication-DL)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.8
Clause 5.2.3.1.8
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.8
Clause 5.2.3.2.8
	

	Single DCI based SDM transmission for multi-TRxP (singleDCI-SDM-scheme-r16)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.11
Clause 5.2.3.1.11
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.11
Clause 5.2.3.2.11
	

	Multi DCI based multi-TRxP support (multiDCI-MultiTRP-r16)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.12
Clause 5.2.3.1.12
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.12
Clause 5.2.3.2.12
	

	Single DCI based FDM Scheme-A for multi-TRxP(supportFDM-SchemeA-r16)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.13
Clause 5.2.3.1.13
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.13
Clause 5.2.3.2.13
	

	Single DCI based inter-slot TDM for multi-TRxP (supportInter-slotTDM-r16)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.14
Clause 5.2.3.1.14
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.14
Clause 5.2.3.2.14
	

	Maximum number of TCI states in Single-DCI based inter-slot TDM (maxNumberTCI-states-r16)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.14
Clause 5.2.3.1.14
	The requirements apply only when maxNumberTCI-states-r16 = 2.

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.14
Clause 5.2.3.2.14
	

	DRX Adaptation (drx-Adaptation-r16)
	FR1 FDD
	PDCCH
	Clause 5.3.2.1.3
	If the Test 1 in Clause 5.3.2.1.3 is passed, the test coverage can be considered fulfilled without executing Test 3 in clause 5.3.2.1.1.

	
	FR1 TDD
	PDCCH
	Clause 5.3.2.2.3
	If the Test 1 in Clause 5.3.2.2.3 is passed, the test coverage can be considered fulfilled without executing Test 2 in clause 5.3.2.2.1.

	
	FR1 FDD
	PDCCH
	Clause 5.3.3.1.3
	If the Test 1 in Clause 5.3.3.1.3 is passed, the test coverage can be considered fulfilled without executing Test 3 in clause 5.3.3.1.1.

	
	FR1 TDD
	PDCCH
	Clause 5.3.3.2.3
	If the Test 1 in Clause 5.3.3.2.3 is passed, the test coverage can be considered fulfilled without executing Test 2 in clause 5.3.3.2.1.

	Validating P/SP-CSI-RS reception (periodicAndSemi-PersistentCSI-RS-r16)
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.15
Clause 5.2.3.2.15
Clause 5.2A.2.3
Clause 5.2A.3.3

	The requirements apply only in case tested UE supporting operations in shared spectrum access and validation of P/SP-CSI-RS reception based on DCI

	Supported UL channels for dynamic channel access mode (ul-DynamicChAccess-r16) or UL channel access for semi-static channel access mode (ul-Semi-StaticChAccess-r16) or both
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.15
Clause 5.2.3.2.15
	The requirements apply only in case tested UE supports one of UL channels for dynamic channel access mode and UL channel access for semi-static channel access mode



5.1.1.10	Applicability of requirements for Enhanced type A receiver 
	Tests
	Applicability notes
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The performance requirements in Table 6.1.1.3-1 shall apply for UEs which support optional UE features with capability signalling only.
Table 6.1.1.3-1: Requirements applicability for optional features with UE capability signalling
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	CQI table with target BLER of 10^-5New CQI table (cqi-TableAlt)
	FR1 FDD
	CQI
	Clause 6.2.2.1.1.2
Clause 6.2.3.1.1.2
	

	
	FR1 TDD
	CQI
	Clause 6.2.2.2.1.2
Clause 6.2.3.2.1.2
	

	Alternative 64QAM MCS table for PDSCH New 64QAM MCS table for PDSCH (dl-64QAM-MCS-TableAlt)
	FR1 FDD
	CQI
	Clause 6.2.2.1.1.2
Clause 6.2.3.1.1.2
	

	
	FR1 TDD
	CQI
	Clause 6.2.2.2.1.2
Clause 6.2.3.2.1.2
	

	Validating P/SP-CSI-RS reception (periodicAndSemi-PersistentCSI-RS-r16)
	FR1 TDD
	CQI
	Clause 6.2.2.2.1.4
Clause 6.2.3.2.1.4
Clause 6.2A.3.1.2
Clause 6.2A.4.1.1
	The requirements apply only in case tested UE supporting operations in shared spectrum access and validation of P/SP-CSI-RS reception based on DCI

	Supported UL channels for dynamic channel access mode (ul-DynamicChAccess-r16 ) or UL channel access for semi-static channel access mode (ul-Semi-StaticChAccess-r16) or both
	FR1 TDD
	CQI
	Clause 6.2.2.2.1.4
Clause 6.2.3.2.1.4

	The requirements apply only in case tested UE supports one of UL channels for dynamic channel access mode and  UL channel access for semi-static channel access mode



The performance requirements in Table 6.1.1.3-2 shall apply for UEs which support optional UE features only.
Table 6.1.1.3-2: Requirements applicability for optional UE features
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	Support of Type II codebook
(CodebookParameters contains type2, supportedCSI-RS-ResourceList, parameterLx, amplitudeScalingType, amplitudeSubsetRestriction)
	FR1 FDD
	PMI
	Clause 6.3.2.1.5
Clause 6.3.3.1.5
	

	
	FR1 TDD
	PMI
	Clause 6.3.2.2.5
Clause 6.3.3.2.5
	

	Support of Enhanced Type II codebook with at least 16 ports per CSI-RS resource(codebookParametersAddition-r16 contains etype2R1-r16, supportedCSI-RS-ResourceListAdd-r16, maxNumberTxPortsPerResource)
	FR1 FDD
	PMI
	Clause 6.3.2.1.6
Clause 6.3.3.1.6
	

	
	FR1 TDD
	PMI
	Cluase 6.3.2.2.6
Cluase 6.3.3.2.6
	

	Inter cell Interference Mitigation advanced receiver	
	FR1 FDD
	CQI
	Clause 6.2.2.1.3
Clause 6.2.3.1.3
	

	
	FR1 TDD
	CQI
	Clause 6.2.2.2.3
Clause 6.2.3.2.3
	



<End of Change 1>




