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---------- start of changes----------
[bookmark: _Toc21020073][bookmark: _Toc29763766][bookmark: _Toc45870752][bookmark: _Toc61113399][bookmark: _Toc74844336][bookmark: _Toc76504023]9.2	RF electromagnetic field (80 MHz - 6000 MHz)
[bookmark: _Ref371906578]The test shall be performed on a representative configuration of the equipment, the associated ancillary equipment, or representative configuration of the combination of radio and ancillary equipment.
[bookmark: _Toc21020074][bookmark: _Toc29763767][bookmark: _Toc45870753][bookmark: _Toc61113400][bookmark: _Toc74844337][bookmark: _Toc76504024]9.2.1	Definition
This test assesses the ability of radio equipment and ancillary equipment to operate as intended in the presence of a radio frequency electromagnetic field disturbance at the enclosure.
[bookmark: _Ref371906548][bookmark: _Toc21020075][bookmark: _Toc29763768][bookmark: _Toc45870754][bookmark: _Toc61113401][bookmark: _Toc74844338][bookmark: _Toc76504025]9.2.2	Test method and level
The test method shall be in accordance with IEC 61000‑4‑3 [23], which specifies test methodology based on anechoic chamber. The use of reverberation chamber test method according to IEC 61000-4-21 [40], clause 6.1 and Annex D as alternative method. is allowed:
-	for transmitters, receivers and transceivers tThe following requirements shall apply:
-	the test level shall be 3 V/m amplitude modulated to a depth of 80 % by a sinusoidal audio signal of 1 kHz;
-	the stepped frequency increments shall be 1 % of the momentary frequency;
-	the test shall be performed over the frequency range 80 MHz - 6000 MHz with the exception of the exclusion band for receivers (see subclause 4.4);
-	responses in stand-alone receivers or receivers which are part of transceivers occurring at discrete frequencies which are narrow band responses, shall be disregarded, see subclause 4.3;
-	the frequencies selected during the test shall be recorded in the test report.
[bookmark: _Ref371906560][bookmark: _Toc21020076][bookmark: _Toc29763769][bookmark: _Toc45870755][bookmark: _Toc61113402][bookmark: _Toc74844339][bookmark: _Toc76504026]9.2.3	Performance criteria
Base station:
	The performance criteria of subclause 6.1 shall apply.
Ancillary equipment:
	The performance criteria of subclause 6.3 shall apply.
[bookmark: _Toc21020077][bookmark: _Toc29763770][bookmark: _Toc45870756][bookmark: _Toc61113403][bookmark: _Toc74844340][bookmark: _Toc76504027]9.3	Electrostatic discharge
[bookmark: _Ref371906641]The test shall be performed on a representative configuration of the radio equipment, the associated ancillary equipment, or representative configuration of the combination of radio and ancillary equipment.
[bookmark: _Ref371906595][bookmark: _Toc21020078][bookmark: _Toc29763771][bookmark: _Toc45870757][bookmark: _Toc61113404][bookmark: _Toc74844341][bookmark: _Toc76504028]9.3.1	Definition
This test assesses the ability of radio equipment and ancillary equipment to operate as intended in the event of an electrostatic discharge.
[bookmark: _Ref371906607][bookmark: _Toc21020079][bookmark: _Toc29763772][bookmark: _Toc45870758][bookmark: _Toc61113405][bookmark: _Toc74844342][bookmark: _Toc76504029]9.3.2	Test method and level
The test method shall be in accordance with IEC 61000‑4‑2 [24]:
-	for contact discharge, the equipment shall pass at ±4 kV;
-	for air discharge shall pass at ±8 kV;
-	electrostatic discharge shall be applied to all exposed surfaces of the EUT except where the user documentation specially indicates a requirement for appropriate protective measures.
NOTE:	Ensure that the EUT is fully discharged between each ESD exposure.
[bookmark: _Ref371906626][bookmark: _Toc21020080][bookmark: _Toc29763773][bookmark: _Toc45870759][bookmark: _Toc61113406][bookmark: _Toc74844343][bookmark: _Toc76504030]9.3.3	Performance criteria
Base station:
	The performance criteria of subclause 6.2 shall apply.
Ancillary equipment:
	The performance criteria of subclause 6.4 shall apply.
[bookmark: _Toc21020081][bookmark: _Toc29763774][bookmark: _Toc45870760][bookmark: _Toc61113407][bookmark: _Toc74844344][bookmark: _Toc76504031]9.4	Fast transients common mode
[bookmark: _Ref371906662]The test shall be performed on AC mains power input ports.
This test shall be performed on signal ports, telecommunication ports, control ports and DC power input/output ports if the cables may be longer than 3 m.
Where this test is not carried out on a port or any other ports because the manufacturer declares that it is not intended to be used with cables longer than 3 m, a list of ports which were not tested for this reason shall be included in the test report.
This test shall be performed on a representative configuration of the equipment, the associated ancillary equipment, or representative configuration of the combination of radio and ancillary equipment.
[bookmark: _Toc21020082][bookmark: _Toc29763775][bookmark: _Toc45870761][bookmark: _Toc61113408][bookmark: _Toc74844345][bookmark: _Toc76504032]9.4.1	Definition
This test assesses the ability of radio equipment and ancillary equipment to operate as intended in the event of fast transients present on one of the input/output ports.
[bookmark: _Ref371906679][bookmark: _Toc21020083][bookmark: _Toc29763776][bookmark: _Toc45870762][bookmark: _Toc61113409][bookmark: _Toc74844346][bookmark: _Toc76504033]9.4.2	Test method and level
The test method shall be in accordance with IEC 61000‑4‑4 [25]:
-	the test level for signal ports, telecommunication ports and control ports shall be 0,5 kV open circuit voltage as given in IEC 61000‑4‑4 [25];
-	the test level for DC power input/output ports shall be 0.5 kV open circuit voltage as given in IEC 61000‑4‑4 [25];
-	the test level for AC mains power input ports shall be 1 kV open circuit voltage as given in IEC 61000‑4‑4 [25].
For AC and DC power input ports the transients shall be applied (in parallel) to all the conductors in the cable with reference to the cabinet reference earth (true common mode) and the source impedance shall be 50 .
[bookmark: _Ref371906698][bookmark: _Toc21020084][bookmark: _Toc29763777][bookmark: _Toc45870763][bookmark: _Toc61113410][bookmark: _Toc74844347][bookmark: _Toc76504034]9.4.3	Performance criteria
Base station:
	The performance criteria of subclause 6.2 shall apply.
Ancillary equipment:
	The performance criteria of subclause 6.4 shall apply.
[bookmark: _Ref371906712][bookmark: _Toc21020085][bookmark: _Toc29763778][bookmark: _Toc45870764][bookmark: _Toc61113411][bookmark: _Toc74844348][bookmark: _Toc76504035]9.5	RF common mode (0,15 MHz - 80 MHz)
The test shall be performed on AC mains power input/output ports.
This test shall be performed on signal ports, telecommunication ports, control and DC power input/output ports, which may have cables longer than 3 m.
Where this test is not carried out on a port or any other ports because the manufacturer declares that it is not intended to be used with cables longer than stated above, a list of ports which were not tested shall be included in the test report.
This test shall be performed on a representative configuration of the equipment, the associated ancillary equipment, or representative configuration of the combination of radio and ancillary equipment.
NOTE:	This test can also be performed using the intrusive method, where appropriate, see IEC 61000‑4‑6 [26].
[bookmark: _Ref371906726][bookmark: _Toc21020086][bookmark: _Toc29763779][bookmark: _Toc45870765][bookmark: _Toc61113412][bookmark: _Toc74844349][bookmark: _Toc76504036]9.5.1	Definition
This test assesses the ability of radio equipment and ancillary equipment to operate as intended in the presence of a radio frequency electromagnetic disturbance.

----------end of changes----------

