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1. Overall Description
RAN1 would like to thank RAN4 for the LS on UE capability for supporting single DCI transmission schemes for multi-TRP operation. RAN1 would like to provide the answer to the following question.
Q: RAN4 requests RAN1 to clarify if explicit signaling of maxNumberActiveTCI-PerBWP other than n1 is required for single DCI FDM and SDM transmission schemes or the UE capability of supportFDM-SchemeA-r16 or singleDCI-SDM-scheme-r16 is sufficient. 
A: In a CC/band, if a UE supports any of 
· Single-DCI Multi-TRP SDM, i.e., singleDCI-SDM-scheme-r16
· Single-DCI Multi-TRP fdmSchemeA, i.e., supportFDM-SchemeA-r16
· Single-DCI Multi-TRP fdmSchemeB, i.e., supportFDM-SchemeB-r16
· Single-DCI Multi-TRP tdmSchemeA, i.e., supportTDM-SchemeA-r16
It is RAN1’s understanding that 
· The UE is required to support at least 2 active TCI states in the corresponding CC/band
· The UE is not required to explicitly signal maxNumberActiveTCI-PerBWP greater than n1 in the corresponding band

3. Actions:
To: RAN4
RAN1 respectfully asks RAN4 to take the above information into account for future work. 

4. Date of Next RAN1 Meetings:
TSG RAN WG1   Meeting #109-e            	   May. 16 – 27, 2021          	Online
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