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Background
This contribution provides text proposal on the NR CA band combination CA_n46-n48-n96 as defined in revised WID on Rel-17 NR Inter-band Carrier Aggregation/Dual Connectivity for 3 bands DL with 1 band UL RP-213299[1].


Text Proposal
[bookmark: _Toc405202255]---Start of changes---
[bookmark: _Toc27619]6.X	CA_ n46-n48-n96
[bookmark: _Toc16675]6.X.1	Operating bands for CA
Table 6.X.1-1: 3DL Inter-band CA operating bands
	NR CA Band Combination
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_ n46-n48-n96
	n46
	5150 MHz
	–
	5925 MHz
	5150 MHz
	–
	5925 MHz
	TDD

	
	n48
	3550 MHz
	–
	3700 MHz
	3550 MHz
	–
	3700 MHz
	TDD

	
	n96
	5925 MHz 
	–
	7125 MHz
	5925 MHz 
	–
	7125 MHz
	TDD






[bookmark: _Toc10408]6.X.1.2	Channel bandwidths per operating band for CA
Table 6.X.1.2-1: Supported bandwidths per CA band combination of band n46 + n48 + n96
	NR CA configuration
	Uplink CA 
configuration
	NR Band
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	Bandwidth combination set

	CA_n46A-n48A-n96A
	-
	n46
	 
	10
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	0

	
	
	n48
	5
	10
	15
	20
	 
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n96
	 
	 
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	

	CA_n46B-n48A-n96A
	-
	n46
	See CA_n46B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	5
	10
	15
	20
	 
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n96
	 
	 
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	

	CA_n46C-n48A-n96A
	-
	n46
	See CA_n46C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	5
	10
	15
	20
	 
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n96
	 
	 
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	

	CA_n46D-n48A-n96A
	-
	n46
	See CA_n46D Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	5
	10
	15
	20
	 
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n96
	 
	 
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	

	CA_n46N-n48A-n96A
	-
	n46
	See CA_n46N Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	5
	10
	15
	20
	 
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n96
	 
	 
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	

	CA_n46A-n48B-n96A
	CA_n48B
	n46
	 
	10
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	 
	 
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	

	CA_n46B-n48B-n96A
	CA_n48B
	n46
	See CA_n46B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	 
	 
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	

	CA_n46C-n48B-n96A
	CA_n48B
	n46
	See CA_n46C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	 
	 
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	

	CA_n46D-n48B-n96A


	 CA_n48B
 
 
	n46
	See CA_n46D Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	 
	 
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	

	CA_n46N-n48B-n96A
	 CA_n48B
	n46
	See CA_n46N Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	 
	 
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	

	CA_n46A-n48C-n96A
	CA_n48B
	n46
	 
	10
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	 
	 
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	

	CA_n46B-n48C-n96A
	CA_n48B
	n46
	See CA_n46B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	 
	 
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	

	CA_n46C-n48C-n96A
	CA_n48B
	n46
	See CA_n46C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	 
	 
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	

	CA_n46D-n48C-n96A
	 CA_n48B
	n46
	See CA_n46D Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	 
	 
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	

	CA_n46N-n48C-n96A
	CA_n48B
	n46
	See CA_n46N Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	 
	 
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	

	CA_n46A-n48A-n96B
	-
	n46
	 
	10
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	0

	
	
	n48
	5
	10
	15
	20
	 
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n96
	See CA_n96B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46B-n48A-n96B
	-
	n46
	See CA_n46B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	5
	10
	15
	20
	 
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n96
	See CA_n96B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46C-n48A-n96B
	-
	n46
	See CA_n46C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	5
	10
	15
	20
	 
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n96
	See CA_n96B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46D-n48A-n96B
	-
	n46
	See CA_n46D Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	5
	10
	15
	20
	 
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n96
	See CA_n96B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46N-n48A-n96B
	-
	n46
	See CA_n46N Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	5
	10
	15
	20
	 
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n96
	See CA_n96B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46A-n48B-n96C
	 CA_n48B
	n46
	 
	10
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	See CA_n96C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46B-n48B-n96C
	CA_n48B
	n46
	See CA_n46B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	See CA_n96C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46C-n48B-n96C
	CA_n48B
	n46
	See CA_n46C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	See CA_n96C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46D-n48B-n96C
	CA_n48B
	n46
	See CA_n46D Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	See CA_n96C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46N-n48B-n96C
	 CA_n48B
	n46
	See CA_n46N Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	See CA_n96C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46A-n48C-n96D
	CA_n48B
	n46
	 
	10
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	See CA_n96D Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46B-n48C-n96D
	CA_n48B
	n46
	See CA_n46B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	See CA_n96D Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46C-n48C-n96D
	 CA_n48B
	n46
	See CA_n46C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	See CA_n96D Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46D-n48C-n96D
	CA_n48B
	n46
	See CA_n46D Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	See CA_n96D Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46N-n48C-n96D
	CA_n48B
	n46
	See CA_n46N Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	See CA_n96D Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46A-n48C-n96E
	CA_n48B
	n46
	 
	10
	 
	20
	 
	 
	40
	 
	60
	 
	80
	 
	 
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	See CA_n96E Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46B-n48C-n96E
	CA_n48B
	n46
	See CA_n46B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	See CA_n96E Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46C-n48C-n96E
	CA_n48B
	n46
	See CA_n46C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	See CA_n96E Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46D-n48C-n96E
	 CA_n48B
	n46
	See CA_n46D Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	See CA_n96E Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n46N-n48C-n96E
	CA_n48B
	n46
	See CA_n46N Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n96
	See CA_n96E Bandwidth Combination Set 0 in Table 5.5A.1-1
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6.X.1.4  ∆TIB,c and ∆RIB,c values
For three simultaneous DLs and one UL of Band n46, n48 and n96, the TIB,c and RIB,c values are shown in table 6.X.1.4-1 and table 6.X.1.4-2, respectively.
Table 6.X.1.4-1: ΔTIB,c for 3DL aggregation
	Inter-band CA Configuration
	NR Band
	ΔTIB,c [dB]

	CA_n46-n48-n96
	n46
	0.5

	
	n48
	0.8

	
	n96
	0.6



Table 6.X.1.4-2: ΔRIB,c for 3DL aggregation
	Inter-band CA Configuration
	NR Band
	ΔRIB,c [dB]

	CA_n46-n48-n96
	n46
	0.5

	
	n48
	0.5

	
	n96
	0.6
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---End of changes---
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