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<start of change>
5.2A.2	Inter-band CA
NR inter-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.2.1-1, 5.2A.2.2-1 and Table 5.2A.2.3-1, where all operating bands are within FR1.
Table 5.2A.2-1: Void
Table 5.2A.2-2: Void
Table 5.2A.2-3: Void
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Table 5.2A.2.1-1: Inter-band CA operating bands involving FR1 (two bands)
	NR CA Band
	NR Band
(Table 5.2-1)
	DL interruption allowed (Note 8)
	Mandatory simultaneous Rx/Tx

	CA_n1-n3
	n1, n3
	
	Yes

	CA_n1-n5
	n1, n5
	
	Yes

	CA_n1-n7
	n1, n7
	
	Yes

	CA_n1-n8
	n1, n8
	
	Yes

	CA_n1-n18
	n1, n18
	
	Yes

	CA_n1-n20
	n1, n20
	
	Yes

	CA_n1-n28
	n1, n28
	
	Yes

	CA_n1-n40
	n1, n40
	
	

	CA_n1-n411
	n1, n41
	
	Yes

	CA_n1-n74
	n1, n74
	
	Yes

	CA_n1-n771
	n1, n77
	No
	Yes

	CA_n1-n781
	n1, n78
	No
	Yes

	CA_n1-n791
	n1, n79
	No
	Yes

	CA_n2-n5
	n2, n5
	
	Yes

	CA_n2-n7
	n2, n7
	
	Yes

	CA_n2-n12
	n2, n12
	
	Yes

	CA_n2-n14
	n2, n14
	
	Yes

	CA_n2-n29
	n2, n29
	
	

	CA_n2-n30
	n2, n30
	
	Yes

	CA_n2-n48
	n2, n48
	
	

	CA_n2-n66
	n2, n66
	
	Yes

	CA_n2-n77
	n2, n77
	
	

	CA_n2-n78
	n2, n78
	
	

	CA_n3-n5
	n3, n5
	
	Yes

	CA_n3-n7
	n3, n7
	
	Yes

	CA_n3-n8
	n3, n8
	
	Yes

	CA_n3-n18
	n3, n18
	
	Yes

	CA_n3-n20
	n3, n20
	
	Yes

	CA_n3-n28
	n3, n28
	
	Yes

	CA_n3-n341
	n3, n34
	
	Yes

	CA_n3-n38
	n3, n38
	
	

	CA_n3-n401
	n3, n40
	No
	Yes

	CA_n3-n411
	n3, n41
	No
	Yes

	CA_n3-n74
	n3, n74
	
	

	CA_n3-n771
	n3, n77
	No
	Yes

	CA_n3-n781
	n3, n78
	No
	Yes

	CA_n3-n791
	n3, n79
	No
	Yes

	CA_n5-n7
	n5, n7
	
	Yes

	CA_n5-n12
	n5, n12
	
	Yes

	CA_n5-n14
	n5, n14
	
	Yes

	CA_n5-n25
	n5, n25
	
	Yes

	CA_n5-n282
	n5, n28
	
	Yes

	CA_n5-n29
	n5, n29
	
	

	CA_n5-n30
	n5, n30
	
	Yes

	CA_n5-n48
	n5, n48
	
	

	CA_n5-n66
	n5, n66
	
	Yes

	CA_n5-n771
	n5, n77
	
	Yes

	CA_n5-n781
	n5, n78
	No
	Yes

	CA_n5-n791
	n5, n79
	No
	Yes

	CA_n7-n8
	n7, n8
	
	Yes

	CA_n7-n25
	n7, n25
	
	Yes

	CA_n7-n28
	n7, n28
	
	Yes

	CA_n7-n46
	n7, n46
	
	

	CA_n7-n66
	n7, n66
	
	

	CA_n7-n77
	n7, n77
	
	

	CA_n7-n781
	n7, n78
	
	Yes

	CA_n8-n20
	n8, n20
	
	Yes

	CA_n8-n28
	n8, n28
	
	Yes

	CA_n8-n341
	n8, n34
	
	Yes

	CA_n8-n391
	n8, n39
	
	Yes

	CA_n8-n401
	n8, n40
	
	Yes

	CA_n8-n411
	n8, n41
	No
	Yes

	CA_n8-n751
	n8, n75
	
	Yes

	CA_n8-n77
	n8, n77
	
	

	CA n8-n781
	n8, n78
	No
	Yes

	CA_n8-n791
	n8, n79
	No
	Yes

	CA_n12-n25
	n12, n25
	
	Yes

	CA_n12-n30
	n12, n30
	
	Yes

	CA_n12-n48
	n12, n48
	
	

	CA_n12-n66
	n12, n66
	
	Yes

	CA_n12-n71
	n12, n71
	
	Yes

	CA_n12-n77
	n12, n77
	
	

	CA_n13-n25
	n13, n25
	
	Yes

	CA_n13-n66
	n13, n66
	
	Yes

	CA_n13-n77
	n13, n77
	
	

	CA_n14-n30
	n14, n30
	
	Yes

	CA_n14-n66
	n14, n66
	
	Yes

	CA_n14-n77
	n14, n77
	
	

	CA_n18-n28
	n18, n28
	
	Yes

	CA_n18-n41
	n18, n41
	
	

	CA_n18-n74
	n18, n74
	
	Yes

	CA_n18-n7710
	n18, n77
	
	

	CA_n18-n7811
	n18, n78
	
	

	CA_n20-n282
	n20, n28
	
	Yes

	CA_n20-n75
	n20, n75
	
	

	CA_n20-n78
	n20, n78
	
	

	CA_n24-n41
	n24, n41
	
	

	CA_n24-n48
	n24, n48
	
	

	CA_n24-n77
	n24, n77
	
	

	CA_n25-n29
	n25, n29
	
	Yes

	CA_n25-n38
	n25, n38
	
	

	CA_n25-n41
	n25, n41
	
	

	CA_n25-n466
	n25, n46
	
	

	CA_n25-n48
	n25, n48
	
	

	CA_n25-n66
	n25, n66
	
	Yes

	CA_n25-n71
	n25, n71
	
	Yes

	CA_n25-n77
	n25, n77
	
	

	CA_n25-n78
	n25,n78
	
	

	CA_n26-n66
	n26, n66
	
	Yes

	CA_n26-n70
	n26, n70
	
	Yes

	CA_n28-n40
	n28, n40
	
	

	CA_n28-n411
	n28, n41
	
	Yes

	CA_n28-n46
	n28, n46
	
	

	CA_n28-n50
	n28, n50
	
	

	CA_n28-n7112
	n28, n71
	
	Yes

	CA_n28-n74
	n28, n74
	
	Yes

	CA_n28-n752
	n28, n75
	
	

	CA_n28-n771
	n28, n77
	No
	Yes

	CA_n28-n781
	n28, n78
	No
	Yes

	CA_n28-n791
	n28, n79
	
	Yes

	CA_n29-n30
	n29, n30
	
	Yes

	CA_n29-n66
	n29, n66
	
	Yes

	CA_n29-n70
	n29, n70
	
	Yes

	CA_n29-n77
	n29, n77
	
	

	CA_n30-n66
	n30, n66
	
	Yes

	CA_n30-n77
	n30, n77
	
	

	CA_n34-n40
	n34, n40
	
	

	CA_n34-n791
	n34, n79
	
	Yes

	CA_n38-n66
	n38, n66
	
	

	CA_n38-n781
	n38, n78
	
	Yes

	CA_n39-n40
	n39, n40
	
	

	CA_n39-n41
	n39, n41
	No
	

	CA_n39-n791
	n39, n79
	No
	Yes

	CA_n40-n41
	n40, n41
	
	

	CA_n40-n78
	n40, n78
	
	

	CA_n40-n791,4
	n40, n79
	No
	Yes

	CA_n41-n481
	n41, n48
	
	Yes

	CA_n41-n501
	n41, n50
	
	Yes

	CA_n41-n66
	n41, n66
	
	

	CA_n41-n711
	n41, n71
	
	Yes

	CA_n41-n74
	n41, n74
	
	

	CA_n41-n771
	n41, n77
	
	Yes

	CA_n41-n78
	n41, n78
	
	

	CA_n41-n791,3
	n41, n79
	No
	Yes

	CA_n46-n486
	n46, n48
	
	

	CA_n46-n666
	n46, n66
	
	

	CA_n46-n781,6
	n46, n78
	
	

	CA_n48-n539
	n48, n53
	
	

	CA_n48-n66
	n48, n66
	
	

	CA_n48-n70
	n48, n70
	
	

	CA_n48-n71
	n48, n71
	
	

	CA_n48-n7713,14
	n48, n77
	
	

	CA_n48-n969
	n48, n96
	
	

	CA_n50-n78
	n50, n78
	
	

	CA_n66-n70
	n66, n70
	
	Yes

	CA_n66-n71
	n66, n71
	
	Yes

	CA_n66-n77
	n66, n77
	
	

	CA_n66-n78
	n66, n78
	
	

	CA_n70-n71
	n70, n71
	
	Yes

	CA_n71-n77
	n71, n77
	
	

	CA_n71-n78
	n71, n78
	
	

	CA_n74-n771
	n74, n77
	
	Yes

	CA_n74-n781
	n74, n78
	
	Yes

	CA_n75-n781
	n75, n78
	
	Yes

	CA_n76-n781
	n76, n78
	
	Yes

	CA_n77-n795,7
	n77, n79
	
	

	CA_n78-n795
	n78, n79
	
	

	CA_n78-n92
	n78, n92
	
	

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.Void
NOTE 2:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
NOTE 3:	The frequency range below 2506 MHz for Band n41 is not used in this combination.
NOTE 4:	Applicable for frequency range above 4800 MHz for Band n79 in this combination.
NOTE 5:	For UEs supporting band n77, the minimum requirements apply only when there is non-simultaneous Rx/Tx operation between n78-n79 NR carriers. This restriction applies also for these carriers when applicable NR CA configuration is part of a higher order configuration.
NOTE 6:	The PCell is allocated in the licensed band in this combination.
NOTE 7:	The minimum requirements apply only when there is non-simultaneous Rx/Tx operation between n77-n79 NR carriers. This restriction applies also for these carriers when applicable NR CA configuration is part of a higher order configuration.
NOTE 8:	Applicable when dynamic Tx switching is conducted. The DL interruption requirement is specified in clause 8.2.2.2.10 of 38.133 [13].
NOTE 9:	Only applicable for UE supporting inter-band carrier aggregation without simultaneous Rx/Tx.
NOTE 10	The frequency range in band n77 is restricted for this band combination to 3520-3560 MHz, 3700-3800 MHz, 4000-4100 MHz.
NOTE 11:	The frequency range in band n78 is restricted for this band combination to 3520 -3560 MHz and 3700– 3800 MHz.
NOTE 12:	The implementation with 4 antennas is targeted for FWA form factor for this band combination.
NOTE 13:	Simultaneous Rx/Tx capability for TDD combinations does not apply for UEs supporting band n48 with an n77 implementation.
NOTE 14:	The band n48 and n77 will synchronize their uplink and downlink configurations and in commonly TDD network coordination
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	NR CA Band
	NR Band
(Table 5.2-1)
	DL interruption allowed 
(Note 4)
	Mandatory simultaneous Rx/Tx

	CA_n1-n3-n5
	n1, n3, n5
	
	Yes

	CA_n1-n3-n7
	n1, n3, n7
	
	Yes

	CA_n1-n3-n8
	n1, n3, n8
	
	Yes

	CA_n1-n3-n20
	n1, n3, n20
	
	Yes

	CA_n1-n3-n28
	n1, n3, n28
	
	Yes

	CA_n1-n3-n413
	n1, n3, n41
	
	Yes

	CA_n1-n3-n77
	n1, n3, n77
	
	

	CA_n1-n3-n783
	n1, n3, n78
	No for CA_n1-n78, CA_n3-n78
	Yes

	CA_n1-n3-n793
	n1, n3, n79
	
	Yes

	CA_n1-n5-n7
	n1, n5, n7
	
	Yes

	CA_n1-n5-n28
	n1, n5, n28
	
	Yes

	CA_n1-n5-n78
	n1, n5, n78
	
	

	CA_n1-n7-n8
	n1, n7, n8
	
	Yes

	CA_n1-n7-n28
	n1, n7, n28
	
	Yes

	CA_n1-n7-n783
	n1，n7, n78
	
	Yes

	CA_n1-n8-n28
	n1, n8, n28
	
	Yes

	CA_n1-n8-n77
	n1, n8, n77
	
	

	CA_n1-n8-n783
	n1, n8, n78
	
	Yes

	CA_n1-n8-n79
	n1, n8, n79
	
	

	CA_n1-n20-n78
	n1, n20, n78
	
	

	CA_n1A-n28A-n40
	n1, n28, n40
	
	

	CA_n1-n28-n413
	n1, n28, n41
	
	Yes

	CA_n1-n28-n773
	n1, n28, n77
	
	Yes

	CA_n1-n28-n793
	n1, n28, n79
	
	Yes

	CA_n1-n28-n783
	n1, n28, n78
	
	Yes

	CA_n1-n40-n78
	n1, n40, n78
	
	

	CA_n1-n41-n773
	n1, n41, n77
	
	Yes

	CA_n1-n77-n79
	n1, n77, n79
	
	

	CA_n1-n78-n79
	n1, n78, n79
	
	

	CA_n2-n5-n30
	n2, n5, n30
	
	Yes

	CA_n2-n5-n48
	n2, n5, n48
	
	

	CA_n2-n5-n66
	n2, n5, n66
	
	Yes

	CA_n2-n5-n77
	n2, n5, n77
	
	

	CA_n2-n12-n77
	n2, n12, n77
	
	

	CA_n2-n14-n30
	n2, n14, n30
	
	Yes

	CA_n2-n14-n66
	n2, n14, n66
	
	Yes

	CA_n2-n14-n77
	n2, n14, n77
	
	

	CA_n2-n29-n77
	n2, n29, n77
	
	

	CA_n2-n30-n66
	n2, n30, n66
	
	Yes

	CA_n2-n30-n77
	n2, n30, n77
	
	

	CA_n2-n48-n66
	n2, n48, n66
	
	

	CA_n2-n48-n77
	n2, n48, n77
	
	

	CA_n2-n66-n77
	n2, n66, n77
	
	

	CA_n3-n5-n7
	n3, n5, n7
	
	Yes

	CA_n3-n5-n28
	n3, n5, n28
	
	Yes

	CA_n3-n5-n78
	n3, n5, n78
	
	

	CA_n3-n7-n8
	n3, n7, n8
	
	Yes

	CA_n3-n7-n28
	n3, n7, n28
	
	Yes

	CA_n3-n7-n783
	n3, n7, n78
	
	Yes

	CA_n3-n8-n28
	n3, n8, n28
	
	Yes

	CA_n3-n8-n77
	n3, n8, n77
	
	

	CA_n3-n8-n783
	n3, n8, n78
	
	Yes

	CA_n3-n18-n41
	n3, n18, n41
	
	

	CA_n3-n20-n78
	n3, n20, n78
	
	

	CA_n3-n28-n413
	n3, n28, n41
	
	Yes

	CA_n3-n28-n773
	n3, n28, n77
	
	Yes

	CA_n3-n28-n783
	n3, n28, n78
	
	Yes

	CA_n3-n28-n793
	n3, n28, n79
	
	Yes

	CA_n3-n40-n41
	n3, n40, n41
	No for CA n3-n40, CA n3-n41
	

	CA_n3-n41-n77
	n3, n41, n77
	
	

	CA_n3-n41-n78
	n3, n41, n78
	
	

	CA_n3-n41-n793
	n3, n41, n79
	No
	Yes

	CA_n3-n77-n79
	n3, n77, n79
	
	

	CA_n5-n7-n28
	n5, n7, n28
	
	Yes

	CA_n5-n7-n78
	n5, n7, n78
	
	

	CA_n5-n12-n77
	n5, n12, n77
	
	

	CA_n5-n14-n77
	n5, n14, n77
	
	

	CA_n5-n25-n66
	n5, n25, n66
	
	Yes

	CA_n5-n25-n77
	n5, n25, n77
	
	

	CA_n5-n25-n78
	n5, n25, n78
	
	

	CA_n5-n29-n77
	n5, n29, n77
	
	

	CA_n5-n30-n66
	n5, n30, n66
	
	Yes

	CA_n5-n30-n77
	n5, n30, n77
	
	

	CA_n5-n48-n77
	n5, n48, n77
	
	

	CA_n5-n48-n66
	n5, n48, n66
	
	

	CA_n5-n66-n77
	n5, n66, n77
	
	

	CA_n5-n66-n78
	n5, n66, n78
	
	

	CA_n7-n8-n28
	n7, n8, n28
	
	Yes

	CA_n7-n8-n78
	n7, n8, n78
	
	

	CA_n7-n25-n66
	n7, n25, n66
	
	Yes

	CA_n7-n25-n77
	n7, n25, n77
	
	

	CA_n7-n25-n78
	n7, n25, n78
	
	

	CA_n7-n28-n78
	n7, n28, n78
	
	

	CA_n7-n46-n78
	n7, n46, n78
	
	

	CA_n7-n66-n78
	n7, n66, n78
	
	

	CA_n7-n66-n77
	n7, n66, n77
	
	

	CA_n8-n28-n783
	n8, n28, n78
	
	Yes

	CA_n8-n39-n41
	n8, n39, n41
	No for CA n8-n41, CA n39-n41
	

	CA_n8-n40-n41
	n8, n40, n41
	
	

	CA_n8-n41-n793
	n8, n41, n79
	No
	Yes

	CA_n8-n78-n79
	n8, n78, n79
	
	

	CA_n12-n30-n77
	n12, n30, n77
	
	

	CA_n12-n66-n77
	n12, n66, n77
	
	

	CA_n13-n25-n66
	n13, n25, n66
	
	Yes

	CA_n13-n25-n77
	n13, n25, n77
	
	

	CA_n13-n66-n77
	n13, n66, n77
	
	

	CA_n14-n30-n66
	n14, n30, n66
	
	Yes

	CA_n14-n30-n77
	n14, n30, n77
	
	

	CA_n14-n66-n77
	n14, n66, n77
	
	

	CA_n20-n28-n78
	n20, n28, n78
	
	

	CA_n24-n41-n48
	n24, n41, n48
	
	

	CA_n24-n41-n77
	n24, n41, n77
	
	

	CA_n24-n48-n77
	n24, n48, n77
	
	

	CA_n25-n41-n77
	n25, n41, n77
	
	

	CA_n25-n29-n66
	n25, n29, n66
	
	

	CA_n25-n38-n78
	n25, n38, n78
	
	

	CA_n25-n41-n66
	n25, n41, n66
	
	

	CA_n25-n41-n71
	n25, n41, n71
	
	

	CA_n25-n41-n77
	n25, n41, n77
	No for CA_n1-n78, CA_n3-n78
	

	CA_n25-n41-n78
	n25, n41, n78
	
	

	CA_n25-n48-n66
	n25, n48, n66
	
	

	CA_n25-n66-n71
	n25, n66, n71
	
	Yes

	CA_n25-n66-n77
	n25, n66, n77
	
	

	CA_n25-n66-n78
	n25, n66, n78
	
	

	CA_n25-n71-n77
	n25, n71, n77
	
	

	CA_n25-n71-n78
	n25, n71, n78
	
	

	CA_n26-n66-n70
	n26, n66, n70
	
	Yes

	CA_n28-n40-n79
	n28, n40, n79
	
	

	CA_n28-n41-n793
	n28, n41, n79
	
	

	CA_n28-n46-n78
	n28, n46, n78
	
	

	CA_n28-n77-n79
	n28, n77, n79
	
	

	CA_n28-n78-n79
	n28, n78, n79
	
	

	CA_n28-n40-n78
	n28, n40, n78
	
	

	CA_n28-n41-n77
	n28, n41, n77
	
	

	CA_n28-n41-n78
	n28, n41, n78
	
	

	CA_n29-n30-n77
	n29, n30, n77
	
	

	CA_n29-n66-n70
	n29, n66, n70
	
	

	CA_n29-n66-n77
	n29, n66, n77
	
	

	CA_n30-n66-n77
	n30, n66, n77
	
	

	CA_n38-n66-n78
	n38, n66, n78
	
	

	CA_n39-n40-n41
	n39, n40, n41
	
	

	CA_n39-n40-n79
	n39, n40, n79
	
	

	CA_n39-n41-n79
	n39, n41, n79
	No
	

	CA_n40-n41-n791,2
	n40, n41, n79
	No for CA n40-n79, CA n41-n79
	

	CA_ n41-n66-n71
	n41, n66, n71
	
	

	CA_n41-n66-n78
	n41, n66, n78
	
	

	CA_ n41-n66-n77
	n41, n66, n77
	
	

	CA_n41-n71-n77
	n41, n71, n77
	
	

	CA_n41-n71-n78
	n41, n71, n78
	
	

	CA_n48-n66-n70
	n48, n66, n70
	
	

	CA_n48-n66-n71
	n48, n66, n71
	
	

	CA_n48-n66-n77
	n48, n66, n77
	
	

	CA_n48-n70-n71
	n48, n70, n71
	
	

	CA_n66-n70-n71
	n66, n70, n71
	
	

	CA_n66-n71-n77
	n66, n71, n77
	
	

	CA_n66-n71-n78
	n66, n71, n78
	
	

	NOTE 1:	The frequency range below 2506 MHz for Band n41 is not used in this band combination.
NOTE 2:	Applicable for frequency range above 4800 MHz for Band n79 in this band combination.
NOTE 3:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capabilityVoid
NOTE 4:	Applicable when dynamic Tx switching is conducted. The DL interruption requirement is specified in clause 8.2.2.2.10 of 38.133 [13].



[bookmark: _Toc83580309][bookmark: _Toc84404818][bookmark: _Toc84413427]5.2A.2.3	Inter-band CA (four bands)
Table 5.2A.2.3-1: Inter-band CA operating bands involving FR1 (four bands)
	NR CA Band
	NR Band
(Table 5.2-1)
	Mandatory simultaneous Rx/Tx

	CA_n1-n3-n5-n7
	n1, n3, n5, n7
	Yes

	CA_n1-n3-n5-n78
	n1, n3, n5, n78
	

	CA_n1-n3-n7-n28
	n1, n3, n7, n28
	Yes

	CA_n1-n3-n7-n78
	n1, n3, n7, n78
	

	CA_n1-n3-n8-n77
	n1, n3, n8, n77
	

	CA_n1-n3-n8-n78
	n1, n3, n8, n78
	

	CA_n1-n3-n28-n78
	n1, n3, n28, n78
	

	CA_n1-n5-n7-n78
	n1, n5, n7, n78
	

	CA_n1-n7-n28-n78
	n1, n7, n28, n78
	

	CA_n1-n8-n78-n79
	n1, n8, n78, n79
	

	CA_n1-n28-n40-n78
	n1, n28, n40, n78
	

	CA_n2-n5-n30-n66
	n2, n5, n30, n66
	Yes

	CA_n2-n5-n48-n66
	n2, n5, n48, n66
	

	CA_n2-n5-n48-n77
	n2, n5, n48, n77
	

	CA_n2-n5-n66-n77
	n2, n5, n66, n77
	

	CA_n2-n14-n30-n66
	n2, n14, n30, n66
	Yes

	CA_n2-n48-n66-n77
	n2, n48, n66, n77
	

	CA_n3-n5-n7-n78
	n3, n5, n7, n78
	

	CA_n3-n7-n28-n78
	n3, n7, n28, n78
	

	CA_n3-n28-n41-n77
	n3, n28, n41, n77
	

	CA_n3-n28-n77-n79
	n3, n28, n77, n79
	

	CA_n3-n28-n41-n78
	n3, n28, n41, n78
	

	CA_n5-n25-n66-n78
	n5, n25, n66, n78
	

	CA_n5-n48-n66-n77
	n5, n48, n66, n77
	

	CA_n7-n25-n66-n77
	n7, n25, n66, n77
	

	CA_n7-n25-n66-n78
	n7, n25, n66, n78
	

	CA_n13-n25-n66-n77
	n13, n25, n66, n77
	

	CA_n25-n41-n66-n71
	n25, n41, n66, n71
	

	CA_n25-n41-n66-n77
	n25, n41, n66, n77
	

	CA_n25-n41-n66-n78
	n25, n41, n66, n78
	

	CA_n25-n41-n71-n77
	n25, n41, n71, n77
	

	CA_n25-n66-n71-n77
	n25, n66, n71, n77
	

	CA_n41-n66-n71-n77
	n41, n66, n71, n77
	

	CA_n41-n66-n71-n78
	n41, n66, n71, n78
	

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.Void



[bookmark: _Toc75466988][bookmark: _Toc76509010][bookmark: _Toc76718000][bookmark: _Toc83580310][bookmark: _Toc84404819][bookmark: _Toc84413428]5.2A.2.4	Inter-band CA (five bands)
Table 5.2A.2.4-1: Inter-band CA operating bands involving FR1 (five bands)
	NR CA Band
	NR Band
(Table 5.2-1)
	Mandatory simultaneous Rx/Tx

	CA_n1-n3-n5-n7-n78
	n1, n3, n5, n7, n78
	

	CA_n1-n3-n7-n28-n78
	n1, n3, n7, n28, n78
	



[bookmark: _Toc45888007][bookmark: _Toc45888606][bookmark: _Toc61367246][bookmark: _Toc61372629][bookmark: _Toc68230569][bookmark: _Toc69083982][bookmark: _Toc75466989][bookmark: _Toc76509011][bookmark: _Toc76718001][bookmark: _Toc83580311][bookmark: _Toc84404820][bookmark: _Toc84413429]5.2B	Operating bands for DC
[bookmark: _Toc45888008][bookmark: _Toc45888607][bookmark: _Toc21344192][bookmark: _Toc29801676][bookmark: _Toc29802100][bookmark: _Toc29802725][bookmark: _Toc36107467][bookmark: _Toc37251226]The operating bands are specified in clause 5.5B for operation with NR dual connectivity configured, where all operating bands are within FR1.
[bookmark: _Toc61367247][bookmark: _Toc61372630][bookmark: _Toc68230570][bookmark: _Toc69083983][bookmark: _Toc75466990][bookmark: _Toc76509012][bookmark: _Toc76718002][bookmark: _Toc83580312][bookmark: _Toc84404821][bookmark: _Toc84413430]5.2C	Operating band combination for SUL
NR operation is designed to operate in the operating band combination defined in Table 5.2C-1, Table 5.2C-2, Table 5.2C-3 and Table 5.2C-4, where all operating bands are within FR1.
Table 5.2C-1: Operating band combination for SUL in FR1
	NR Band combination for SUL
	NR Band
(Table 5.2-1)
	Mandatory simultaneous Rx/Tx

	SUL_n24-n992
	n24, n99
	Yes

	SUL_n41-n80
	n41, n80
	

	SUL_n41-n81
	n41, n81
	

	SUL_n41-n832
	n41, n83
	Yes

	[bookmark: OLE_LINK82]SUL_n41-n952
	n41, n95
	Yes

	SUL_n41-n972
	n41, n97
	Yes

	[bookmark: OLE_LINK83][bookmark: OLE_LINK84]SUL_n41-n982
	n41, n98
	Yes

	SUL_n41-n992
	n41, n99
	Yes

	SUL_n48-n992
	n48, n99
	Yes

	SUL_n77-n802
	n77, n80
	Yes

	SUL_n77-n842
	n77, n84
	Yes

	SUL_n77-n992
	n77, n99
	Yes

	SUL_n78-n802
	n78, n80
	Yes

	SUL_n78-n812
	n78, n81
	Yes

	SUL_n78-n822
	n78, n82
	Yes

	SUL_n78-n832
	n78, n83
	Yes

	SUL_n78-n842
	n78, n84
	Yes

	SUL_n78-n862
	n78, n86
	Yes

	SUL_n79-n802
	n79, n80
	Yes

	SUL_n79-n812
	n79, n81
	Yes

	SUL_n79-n832
	n79, n83
	Yes

	SUL_n79-n84
	n79, n84
	

	[bookmark: OLE_LINK85]SUL_n79-n952
	n79, n95
	Yes

	[bookmark: OLE_LINK86]SUL_n79-n972
	n79, n97
	Yes

	[bookmark: OLE_LINK87]SUL_n79-n982
	n79, n98
	Yes

	NOTE 1:	If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier is 0 us.
NOTE 2:	For UE supporting SUL band combination simultaneous Rx/Tx capability is mandatoryVoid.




Table 5.2C-2: Operating SUL band combination with intra-band non-contiguous CA in FR1
	NR Band combination for SUL
	NR Band
(Table 5.2-1)
	Mandatory simultaneous Rx/Tx

	SUL_n41(*)-n992
	n41, n99
	Yes

	SUL_n48(*)-n992
	n48, n99
	Yes

	SUL_n77(*)-n992
	n77, n99
	Yes

	SUL_n78(*)-n862
	n78, n86
	Yes

	NOTE 1:	If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier is 0 us.
NOTE 2:	For UE supporting SUL band combination simultaneous Rx/Tx capability is mandatory.
NOTE 3:	The notation CA_nX(*) in this table indicates intra-band non-contiguous CA for band nX. The configurations for each band are in table 5.5C-2.



Table 5.2C-3: Operating SUL band combination with intra-band contiguous CA in FR1
	NR Band combination for SUL
	NR Band
(Table 5.2-1)
	Mandatory simultaneous Rx/Tx

	SUL_n41-n80
	n41, n80
	

	SUL_n41-n83
	n41, n83
	

	SUL_n41-n95
	n41, n95
	

	SUL_n78-n80
	n78, n80
	

	SUL_n78-n84
	n78, n84
	

	SUL_n79-n80
	n79, n80
	

	SUL_n79-n83
	n79, n83
	

	SUL_n79-n95
	n79, n95
	

	NOTE 1:	If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier is 0 us.
NOTE 2:	For UE supporting SUL band combination simultaneous Rx/Tx capability is mandatoryVoid.



Table 5.2C-4: Operating SUL band combination with inter-band CA in FR1
	NR Band combination for SUL
	NR Band
(Table 5.2-1)
	Mandatory simultaneous Rx/Tx

	CA_n1_SUL_n78-n80
	n1, n78, n80
	

	CA_n1_SUL_n78-n84
	n1, n78, n84
	

	CA_n3_SUL_n41-n80
	n3, n41, n80
	

	CA_n3_SUL_n78-n80
	n3, n78, n80
	

	CA_n3_SUL_n79-n80
	n3, n79, n80
	

	CA_n28_SUL_n41-n83
	n28, n41, n83
	

	CA_n28_SUL_n79-n83
	n28, n79, n83
	

	CA_n41_SUL_n79-n80
	n41, n79, n80
	

	CA_n41_SUL_n79-n83
	n41, n79, n83
	

	CA_n79_SUL_n41-n80
	n41, n79, n80
	

	CA_n79_SUL_n41-n83
	n41, n79, n83
	

	NOTE 1:	If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier is 0 us.
NOTE 2:	For UE supporting SUL band combination simultaneous Rx/Tx capability is mandatoryVoid.



<end of change>
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