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The requirements in this clause shall apply for the UE configured with multiple deactivated downlink SCells and PUCCH is configured for a SCell, and when PUCCH SCell with downlink SCell(s) are activated by one MAC command.
Upon receiving SCell activation command in slot n for PUCCH SCell with multiple downlink SCell(s), for PUCCH Scell
If the UE has a valid TA for transmitting on a PUCCH SCell then the UE shall be able to transmit valid CSI report and apply actions related to the SCell activation command as specified in [7] for the SCell being activated on the PUCCH SCell no later than in slot n+ Tactivate_total. 
Where:
-	A TA is considered to be valid provided that the TimeAlignmentTimer [2] associated with the TAG containing the PUCCH SCell is running.
-	Tactivate_total is FFS.
If the UE does not have a valid TA for transmitting on an SCell then the UE shall be capable to perform downlink actions related to the SCell activation command as specified in [7] for the SCell being activated on the PUCCH SCell no later than in slot n+Tactivate_basic, and shall be capable to perform uplink actions related to the SCell activation command as specified in [7] for the SCell being activated on the PUCCH SCell no later than in slot n+Tdelay_PUCCH_multiple_SCells and shall transmit valid CSI report for the SCell being activated on the PUCCH SCell no later than in slot n+Tdelay_PUCCH_multiple_SCells,where Tdelay_PUCCH_multiple_SCells = FFS. 
For each of other to-be-activated downlink SCell, the UE shall be capable to transmit valid CSI report and apply actions related to the activation command for the SCell being activated no later than in slot n+Tactivate_basic, where Tactivate_total = FFS. 


The interruption on the PCell specified in section 8.2.2.2.7 shall meet.

