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==========================Start of first change =============================
9.12	L1-RSRP measurements for a cell with different PCI from serving cell
9.12.1	Introduction
When configured by the network, the UE shall be able to perform L1-RSRP measurements of configured measurement resources from cell with different PCI in addition to serving cell (including PCells and SCells), with the measurement resources configured as SSBs the cell with different PCI. 
For the requirements defined in this clause, the SSB resource(s) for L1-RSRP measurement on cell(s) with different PCI should meet the following conditions
· associated with PCI indices different from PCell PCI indicated in physCellId
· the same center frequency, SCS and sfn-SSB-Offset as the SSB from PCell
· indicated by the csi-SSB-ResourceSet within the CSI-ResourceConfig settings configured for L1-RSRP
· completely contained in the active BWP or associated with initial downlink BWP of the UE
[and the number of SSB resources does not exceed [X]].
Editor’s Note: pending on ongoing discussion in RAN1 and RAN2, RAN4 further study the value of [X], e.g. [X] is the higher layer parameter [NumberOfAdditionalPCI] or is UE capability indicated by beamManagementSSB-CSI-RS.
The UE shall report the measurement quantity (reportQuantity) and send periodic, semi-persistent or aperiodic reports, according to the higher layer parameter reportConfigType of each reporting setting CSI-ReportConfig for the active BWP.
The requirements defined in this clause are applicable to NR SA operation mode.
==========================End of first change =============================

