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<Start of Change 1>
7.1.2.1	Gradual timing adjustment

<Unmodified text omitted >

Table 7.1.2.1-1: Tq Maximum Autonomous Time Adjustment Step and Tp Minimum Aggregate Adjustment rate
	Frequency Range
	SCS of uplink signals (kHz)
	Tq
	Tp 

	1
	15
	5.5*64*Tc
	5.5*64*Tc

	
	30
	5.5*64*Tc
	5.5*64*Tc

	
	60
	5.5*64*Tc
	5.5*64*Tc

	2
	60
	2.5K*64*Tc
	2.5*64*Tc

	
	120
	2.5K*64*Tc
	2.5*64*Tc

	NOTE 1:	Tc is the basic timing unit defined in TS 38.211 [6]
NOTE 2:	When [highSpeedMeasFlagFR2-r17] is configured for UE supporting power class 6, K = [4.5]; otherwise, when [highSpeedMeasFlagFR2-r17] is not configured K = 2.5.



<End of Change 1>


<Start of Change 2>

7.1.2.2	Void
Table 7.1.2.2-1: Void
7.1.2.3	One shot large UL timing adjustment for FR2 Power Class 6 UE
When [largeOneStepUL-timingFR2-r17] is enabled for UE suppporting FR2 power class 6,
The requirement in clause 7.1.2.1 doesn’t apply to the first UL transmission after a TCI state switch
The UE transmit timing immediately after TCI state switch shall be , where
-	 (in  units) is the DL timing defined as the time when UE receives downlink frame with new target TCI state.
-	 (in  units) is the DL timing defined as the time when UE receives downlink frame with old source TCI state.
The UE UL transmittion timing error after the TCI state switching procedure shall be less than or equal to ±[9]*64*Tc, and the reference point shall be the downlink timing of the new cell minus .

<End of Change 2>
