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Introduction
In the contribution, the draft CR text is proposed for NR NTN UE blocking characteristics.  

Draft proposed CR text compared with TS 38.101-1

<Start of change>

[bookmark: _Toc92440324]7.6	Blocking characteristics
[bookmark: _Toc21344470][bookmark: _Toc29801958][bookmark: _Toc29802382][bookmark: _Toc29803007][bookmark: _Toc36107749][bookmark: _Toc37251523][bookmark: _Toc45888443][bookmark: _Toc45889042][bookmark: _Toc61367771][bookmark: _Toc61373154][bookmark: _Toc68231104][bookmark: _Toc69084517][bookmark: _Toc75467530][bookmark: _Toc76509552][bookmark: _Toc76718542][bookmark: _Toc83580889][bookmark: _Toc84405398][bookmark: _Toc84414007]7.6.1	General
The blocking characteristic is a measure of the receiver's ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the adjacent channels, without this unwanted input signal causing a degradation of the performance of the receiver beyond a specified limit. The blocking performance shall apply at all frequencies except those at which a spurious response occurs.
In release 17, channel bandwidth less than 25MHz are applicable. 
[bookmark: _Toc21344471][bookmark: _Toc29801959][bookmark: _Toc29802383][bookmark: _Toc29803008][bookmark: _Toc36107750][bookmark: _Toc37251524][bookmark: _Toc45888444][bookmark: _Toc45889043][bookmark: _Toc61367772][bookmark: _Toc61373155][bookmark: _Toc68231105][bookmark: _Toc69084518][bookmark: _Toc75467531][bookmark: _Toc76509553][bookmark: _Toc76718543][bookmark: _Toc83580890][bookmark: _Toc84405399][bookmark: _Toc84414008]7.6.2	In-band blocking
For NR satellite bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz in-band blocking (IBB) is defined for an unwanted interfering signal falling into the UE receive band or into the first 15 MHz below or above the UE receive band.  
The throughput of the wanted signal shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in TS 38.101-1 Annexes A.2.2, A.3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.6.2-1 and Table 7.6.2-2. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal. 

Table 7.6.2-1: In-band blocking parameters for NR satellite bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	RX parameter
	Units
	Channel bandwidth (MHz)

	
	
	5, 10
	15 
	20

	Power in transmission bandwidth configuration3
	dBm
	REFSENS + 6 dB
	REFSENS + 7 dB
	REFSENS + 9 dB 

	BWinterferer
	MHz
	5

	FIoffset, case 1
	MHz
	7.5

	FIoffset, case 2
	MHz
	12.5

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in clause 7.3.2 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	The interferer consists of the RMC specified in TS 38.101-1 Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1 and 15 kHz SCS. 
NOTE 3:   Power in transmission bandwidth configuration shall be rounded to the next higher 0.5dB value.



Table 7.6.2-2: In-band blocking for NR satellite bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	
	Parameter
	Unit
	Case 1
	Case 2

	
	Pinterferer
	dBm
	-56
	-44

	
	Finterferer (offset)
	MHz
	-BWChannel/2 – 
FIoffset, case 1
and
BWChannel/2 + 
FIoffset, case 1
	≤ -BWChannel/2 – 
FIoffset, case 2
and
≥ BWChannel/2 + 
FIoffset, case 2

	n255,
n256
	Finterferer
	MHz
	NOTE 2
	FDL_low – 15
to
FDL_high + 15

	
NOTE 1:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 2:	For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -BWChannel/2 – FIoffset, case 1; b: BWChannel/2 + FIoffset, case 1




[bookmark: _Toc21344472][bookmark: _Toc29801960][bookmark: _Toc29802384][bookmark: _Toc29803009][bookmark: _Toc36107751][bookmark: _Toc37251525][bookmark: _Toc45888445][bookmark: _Toc45889044][bookmark: _Toc61367773][bookmark: _Toc61373156][bookmark: _Toc68231106][bookmark: _Toc69084519][bookmark: _Toc75467532][bookmark: _Toc76509554][bookmark: _Toc76718544][bookmark: _Toc83580891][bookmark: _Toc84405400][bookmark: _Toc84414009]7.6.3	Out-of-band blocking
For NR satellite bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz out-of-band band blocking is defined for an unwanted CW interfering signal falling outside a frequency range 15 MHz below or above the UE receive band. 
The throughput of the wanted signal shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in TS 38.101-1 Annexes A.2.2, A.3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.6.3-1 and Table 7.6.3-2. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal. 

Table 7.6.3-1: Out-of-band blocking parameters for NR satellite bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	RX parameter
	Units
	Channel bandwidth (MHz)

	
	
	5, 10
	15
	20

	Power in transmission bandwidth configuration2
	dBm
	REFSENS + 6 dB
	REFSENS + 7 dB
	 REFSENS + 9 dB

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in clause 7.3.2 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:  Power in transmission bandwidth configuration shall be rounded to the next higher 0.5dB value.



Table 7.6.3-2: Out of-band blocking for NR satellite bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	
	Parameter
	Unit
	Range 1
	Range 2
	Range 3

	
	Pinterferer
	dBm
	-44
	-30
	-15

	n255,
n256
	Finterferer (CW)
	MHz
	-60 < f – FDL_low < -15
or
15 < f – FDL_high < 60
	-85 < f – FDL_low ≤ -60
or
60 ≤ f – FDL_high < 85
	1 ≤ f ≤ FDL_low – 85
or
FDL_high + 85 ≤ f
≤ 12750

	NOTE 1:	For band n256 in Range 2 requirement, the applicable lower frequency range should be modified as  -[145]  < f – FDL_low ≤ -60.
NOTE 2:	For band n256 in Range 3 requirement, the applicable lower frequency range should be modified as 1 ≤ f ≤ FDL_low – [145]
NOTE 3:	For band n256 in Range 2 requirement, the Pinterferer should be modified as [-30]
NOTE 4:	For band n256 in Range 3 requirement, the Pinterferer should be modified as [-15]




For interferer frequencies across ranges 1, 2 and 3 in Table 7.6.3-1, a maximum of

	


exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a step size of  MHz withthe number of resource blocks in the downlink transmission bandwidth configuration, BWChannel the bandwidth of the frequency channel in MHz and n = 1, 2, 3 for SCS = 15, 30, 60 kHz, respectively. For these exceptions, the requirements in clause 7.7 apply.
[bookmark: _Toc21344473][bookmark: _Toc29801961][bookmark: _Toc29802385][bookmark: _Toc29803010][bookmark: _Toc36107752][bookmark: _Toc37251526][bookmark: _Toc45888446][bookmark: _Toc45889045][bookmark: _Toc61367774][bookmark: _Toc61373157][bookmark: _Toc68231107][bookmark: _Toc69084520][bookmark: _Toc75467533][bookmark: _Toc76509555][bookmark: _Toc76718545][bookmark: _Toc83580892][bookmark: _Toc84405401][bookmark: _Toc84414010]7.6.4	Narrow band blocking
This requirement is measure of a receiver's ability to receive a NR signal at its assigned channel frequency in the presence of an unwanted narrow band CW interferer at a frequency, which is less than the nominal channel spacing. The relative throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in TS 38.101-1 Annexes A.2.2, A.3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.6.4-1. 
Table 7.6.4-1: Narrow Band Blocking
	
	Parameter
	Unit
	Channel Bandwidth (MHz)

	
	
	
	5
	10
	15
	20

	n255, 
n256
	Pw
	dBm
	PREFSENS + channel-bandwidth specific value below

	
	
	
	16
	13
	14
	16

	
	Puw (CW)
	dBm
	-55

	
	Fuw (offset SCS= 15 kHz) 4
	MHz
	

	
	Fuw (offset SCS= 30 kHz)4
	MHz
	NA

	NOTE 1:	The transmitter shall be set a 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in clause 7.3.2 with PCMAX_L,f,c defined in clause 6.2.4
NOTE 2:	The PREFSENS power level is specified in clause 7.3.2. 
NOTE 3:  Fuw shall be rounded to half of SCS.







<End of change>
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