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[bookmark: _Toc61367741][bookmark: _Toc61373124][bookmark: _Toc68231074][bookmark: _Toc69084487][bookmark: _Toc75467499][bookmark: _Toc76509521][bookmark: _Toc76718511][bookmark: _Toc83580858][bookmark: _Toc84405367][bookmark: _Toc84413976]7.3F.2	Reference sensitivity power level
The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2.2, A3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3F.2-1, Table 7.3F.2-2, and Table 7.3F.2-3.
Table 7.3F.2-1: Two antenna port reference sensitivity QPSK PREFSENS
	Operating band / SCS / Channel bandwidth / REFSENS

	Operating band
	SCS
kHz
	Channel bandwidth (MHz)
	REFSENS (dBm)8
	Duplex Mode

	n46
	15
	20, 40
	-89.7 + 10log10(NRB/106)
	TDD

	
	30
	20, 40, 60, 80, 100
	-89.9 + 10log10(NRB/51)
	

	
	60
	60, 80, 100
	-90.1 + 10log10(NRB/24)
	

	n96, n102
	15
	20, 40
	-89.2 + 10log10(NRB/106)
	TDD

	
	30
	20, 40, 60, 80, 100
	-89.4 + 10log10(NRB/51)
	

	
	60
	60, 80, 100
	-89.6 + 10log10(NRB/24)
	

	NOTE 1:	The REFSENS value is rounded to the nearest number down to one decimal point. “NRB” in REFSENS formula is the maximum transmission bandwidth configuration as defined in Table 5.3.2-1.



For UE(s) equipped with 4 Rx antenna ports, reference sensitivity for 2Rx antenna ports in Table 7.3F.2-1 shall be modified by the amount given in ΔRIB,4R in Table 7.3F.2-2 for the applicable operating bands.
Table 7.3F.2-2: Four antenna port reference sensitivity allowance ΔRIB,4R
	Operating band
	ΔRIB,4R (dB)

	n46, n96, n102
	-2.2



The reference receive sensitivity (REFSENS) requirement specified in Table 7.3F.2-1 and Table 7.3F.2-2 shall be met with uplink transmission bandwidth less than or equal to that specified in Table 7.3F.2-3.
Table 7.3F.2-3: Uplink configuration for reference sensitivity
	Operating band / SCS / Channel bandwidth

	Operating Band
	SCS kHz
	20 MHz (dBm)
	40 MHz (dBm)
	60 MHz (dBm)
	80 MHz (dBm)
	100 MHz (dBm)

	n46
	15
	100
	216
	
	
	

	
	30
	50
	100
	162
	216
	273270

	
	60
	24
	50
	75
	100
	135

	n96, n102
	15
	100
	216
	
	
	

	
	30
	50
	100
	162
	216
	273270

	
	60
	24
	50
	75
	100
	135



Unless given by Table 7.3F.2-4, the minimum requirements specified in Tables 7.3F.2-1 and 7.3F.2-2 shall be verified with the network signalling value NS_01 (Table 6.2F.3.1-1) configured.
Table 7.3F.2-4: Network signaling value for reference sensitivity
	Operating band
	Network Signalling value

	n46
	NS_01

	n96
	NS_53

	n102
	NS_01
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