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<Start of Change 1>
A.3.Y	NR sidelink discovery
A.3.Y.1	Introduction
This clause also defines the principle and the reference configurations that are applicable to test cases verifying RRM core requirements for NR sidelink discovery.
A.3.Y.2	Reference resource pool configurations for NR Sidelink Discovery

Table A.3.Y.2-1: SL-BWP configuration for NR sidelink discovery
	Field
	Value
	Comment

	SL-BWP-ConfigCommon-r16
	
	

	sl-BWP-Generic-r16
	
	

	sl-LengthSymbols-r16
	sym14
	All 14 symbols in a slot without S-SSB are used for sidelink

	sl-StartSymbol-r16
	sym0
	Symbol #0 is the starting symbol used for sidelink in a slot without S-SSB

	sl-BWP-DiscPoolConfigCommon-r17
	
	

	sl-DiscRxPool-r17
	
	Indicates the resource pool for reception on the configured BWP.
1 entry

	SL-ResourcePool-r16[1]
	Set according to Table A.3.21.2-2
	Entry 1

	sl-DiscTxPoolSelected-r17
	
	Indicates the resources pool for mode 2 sidelink communication on the configured BWP.
1 entry

	SL-ResourcePoolConfig-r16[1]
	
	Entry 1

	sl-ResourcePool-r16
	Set according to Table A.3.21.2-2
	



A.3.Y.3	Principle of Testing
The UE capable of both V2X sidelink communication and NR sidelink discovery does not have to pass the test for interruption at NR sidelink discovery configuration defined in clause 9.1.6.X, if this UE has already passed the test case for interruption due to V2X sidelink communication defined in clause 9.1.6.1.
<End of Change 1>

