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[bookmark: _Toc83580313][bookmark: _Toc84404822][bookmark: _Toc84413431][bookmark: _Toc45888009][bookmark: _Toc45888608][bookmark: _Toc61367248][bookmark: _Toc61372631][bookmark: _Toc68230571][bookmark: _Toc69083984][bookmark: _Toc75466991][bookmark: _Toc76509013][bookmark: _Toc76718003]===================Start of 1st changes=================
5.2D	Operating bands for UL MIMO
NR is designed to support UL MIMO where all of the operating bands are in FR1 defined in Table 5.2D-1.
Table 5.2D-1: NR operating bands for UL MIMO in FR1
	NR operating band

	n1

	n2

	n3

	n7

	n24

	n25

	n282

	n301

	n34

	n38

	n39

	n40

	n41

	n46

	n48

	n66

	n70

	n712

	n77

	n78

	n79

	n80

	n84

	n95

	n96

	n97

	n98

	n99

	n102

	NOTE 1:	Uplink transmission is not allowed at this band for UE with external vehicle-mounted antennas.
NOTE 2:	UL MIMO is targeted for FWA form factor.



===================End of 1st changes=================
===================Start of 2nd changes=================
[bookmark: _Toc21344281][bookmark: _Toc29801767][bookmark: _Toc29802191][bookmark: _Toc29802816][bookmark: _Toc36107558][bookmark: _Toc37251324][bookmark: _Toc45888139][bookmark: _Toc45888738][bookmark: _Toc61367383][bookmark: _Toc61372766][bookmark: _Toc68230707][bookmark: _Toc69084120][bookmark: _Toc75467130][bookmark: _Toc76509152][bookmark: _Toc76718142][bookmark: _Toc83580452][bookmark: _Toc84404961][bookmark: _Toc84413570]6.2D	Transmitter power for UL MIMO
[bookmark: _Toc21344282][bookmark: _Toc29801768][bookmark: _Toc29802192][bookmark: _Toc29802817][bookmark: _Toc36107559][bookmark: _Toc37251325][bookmark: _Toc45888140][bookmark: _Toc45888739][bookmark: _Toc61367384][bookmark: _Toc61372767][bookmark: _Toc68230708][bookmark: _Toc69084121][bookmark: _Toc75467131][bookmark: _Toc76509153][bookmark: _Toc76718143][bookmark: _Toc83580453][bookmark: _Toc84404962][bookmark: _Toc84413571]6.2D.1	UE maximum output power for UL MIMO
For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the maximum output power for any transmission bandwidth within the channel bandwidth is specified in Table 6.2D.1-1. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1-2. For UE supporting UL MIMO, the maximum output power is defined as the sum of the maximum output power from both UE antenna connectors. The period of measurement shall be at least one sub frame (1 ms).
The requirements shall be met with the UL MIMO configurations of using 2-layer UL MIMO transmission with codebook of[image: ]. DCI Format for UE configured in PUSCH transmission mode for uplink single-user MIMO shall be used.
Table 6.2D.1-1: UE Power Class for UL MIMO in closed loop spatial multiplexing scheme
	NR band
	Class 1.5 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	n1
	
	
	
	
	23
	+2/-3
	
	

	n2
	
	
	
	
	23
	+2/-31
	
	

	n3
	
	
	
	
	23
	+2/-31
	
	

	n7
	
	
	
	
	23
	+2/-31
	
	

	n24
	
	
	
	
	23
	+2/-41
	
	

	n25
	
	
	
	
	23
	+2/-31
	
	

	n28
	
	
	
	
	23
	+2/-3
	
	

	n30
	
	
	
	
	23
	+2/-3
	
	

	n34
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n38
	
	
	
	
	23
	+2/-3
	
	

	n39
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n40
	
	
	
	
	23
	+2/-3
	
	

	n41
	29
	+2/-31
	26
	+2/-31
	23
	+2/-31
	
	

	n48
	
	
	
	
	23
	+2/-3
	
	

	n66
	
	
	
	
	23
	+2/-3
	
	

	n70
	
	
	
	
	23
	+2/-3
	
	

	n71
	
	
	
	
	23
	+2/-3
	
	

	n77
	29
	+2/-3
	26
	+2/-3
	23
	+2/-3
	
	

	n78
	29
	+2/-3
	26
	+2/-3
	23
	+2/-3
	
	

	n79
	29
	+2/-3
	26
	+2/-3
	23
	+2/-3
	
	

	n80
	
	
	
	
	23
	+2/-31
	
	

	n84
	
	
	
	
	23
	+2/-3
	
	

	n95
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n97
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n98
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n99
	
	
	
	
	23
	+2/-41
	
	

	NOTE 1:	The transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:	Power class 3 is the default power class unless otherwise stated



Table 6.2D.1-2: UL MIMO configuration in closed-loop spatial multiplexing scheme
	Transmission scheme
	DCI format 
	Number of layers
	TPMI index

	Codebook based uplink
	DCI format 0_1
	2
	0

	NOTE 1:	The UE is configured with one SRS resource with the parameter nrofSRS-Ports set to 2.



For UE support uplink full power transmission (ULFPTx) for UL MIMO, the maximum output power requirements specified in Table 6.2D.1-1 shall be met with the PUSCH configurations specified in Table 6.2D.1-3, based upon UE’s support of uplink full power transmission mode. 
Table 6.2D.1-3: PUSCH Configuration for uplink full power transmission (ULFPTx)
	ULFPTx Mode
	Transmission scheme
	DCI format 
	Modulation
	Number of layers
	Number of Tx Port
	TPMI index

	Mode-1
	Codebook based uplink
	DCI format 0_1
	DFT-s-OFDM, CP-OFDM NOTE3
	1
	2
	2

	Mode-2
	Codebook based uplink
	DCI format 0_1
	DFT-s-OFDM, CP-OFDM
	1
	2
	0 or 1NOTE2

	Mode-full power
	Codebook based uplink
	DCI format 0_1
	DFT-s-OFDM, CP-OFDM
	1
	2
	0,1

	NOTE 1:	The UE is configured with one SRS resource with the parameter nrofSRS-Ports set to 2.
NOTE 2:	TPMI index selected shall be based upon the full power TPMI reported by the UE [8, TS 38.213].
NOTE 3:	For PUSCH configured with ULFPTxModes set to Mode-1, all the transmitter requirement for CP-OFDM based modulation is not needed to be verified if the requirement for UL MIMO has been validated.



If the UE is scheduled for single antenna-port PUSCH transmission by DCI format 0_0 or by DCI format 0_1 for single antenna port codebook based transmission, the requirements in clause 6.2 apply for at least one antenna connector for the power class as indicated by the ue-PowerClass field in capability signalling with the following exception: for UEs indicating txDiversity-r16, the requirements in clause 6.2G for the power class indicated by the ue-PowerClass. 
A UE indicating the feature ul-FullPwrMode-r16 or ul-FullPwrMode2-TPMIGroup-r16 for a band shall meet the requirement in clause 6.2 for at least one antenna connector when scheduled for single antenna-port transmission by DCI format 0_0 or by DCI format 0_1 for codebook-based transmission on a single antenna port.
====================End of 2nd changes=================
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