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For the combination of intra-band and inter-band carrier aggregation, the intra-band CA relaxation, ΔRIB, is also applied according to the clause 7.3A.2.1 and 7.3A.2.2.

However, the descriptions of maximum input level, ACS, and IBB for inter-band CA in sections 7.4A.3, 7.5A.3, 7.6A.2.3 seem unclear whether it supports FR2 DL the combination of intra-band and inter-band CA case.
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For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the maximum input level is defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.4 for each component carrier while all downlink carriers are active.
For the combination of intra-band and inter-band carrier aggregation and uplink carrier(s) assigned to one NR band, the requirement is defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.4A.1 and 7.4A.2 for each band while all downlink carriers are active.

<Unchaged sections are omitted>
[bookmark: _Toc37322986][bookmark: _Toc37324392][bookmark: _Toc45889916][bookmark: _Toc52196596][bookmark: _Toc52197576][bookmark: _Toc53173299][bookmark: _Toc53173668][bookmark: _Toc61118936][bookmark: _Toc61119318][bookmark: _Toc61119699][bookmark: _Toc67923890][bookmark: _Toc75294702][bookmark: _Toc76510465][bookmark: _Toc83130429][bookmark: _Toc90590014][bookmark: _Toc98869588]7.5A.3	Adjacent channel selectivity for Inter-band CA
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the adjacent channel requirements are defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.5 for each component carrier while all downlink carriers are active.
For the combination of intra-band and inter-band carrier aggregation and uplink carrier(s) assigned to one NR band, the requirement is defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clauses 7.5A.1 and 7.5A.2 for each band while all downlink carriers are active.
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For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the in-band blocking requirements are defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.6.2 for each component carrier while all downlink carriers are active.
For the combination of intra-band and inter-band carrier aggregation and uplink carrier(s) assigned to one NR band, the requirement is defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clauses 7.6A.2.1 and 7.6A.2.2 for each band while all downlink carriers are active.
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