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<Start of change>
[bookmark: _Toc75165225][bookmark: _Toc75334010][bookmark: _Toc75508202][bookmark: _Toc75815941][bookmark: _Toc76541099][bookmark: _Toc76541666][bookmark: _Toc82429555][bookmark: _Toc89939806][bookmark: _Toc98754132][bookmark: _Toc106177946]6.5	OTA transmit ON/OFF power
[bookmark: _Toc75334011][bookmark: _Toc75508203][bookmark: _Toc75815942][bookmark: _Toc76541100][bookmark: _Toc76541667][bookmark: _Toc82429556][bookmark: _Toc89939807][bookmark: _Toc98754133][bookmark: _Toc106177947]6.5.1	OTA transmitter OFF power
[bookmark: _Toc75334012][bookmark: _Toc75508204][bookmark: _Toc75815943][bookmark: _Toc76541101][bookmark: _Toc76541668][bookmark: _Toc82429557][bookmark: _Toc89939808][bookmark: _Toc98754134][bookmark: _Toc106177948]6.5.1.1	Definition and applicability
OTA transmitter OFF power is defined as the mean power measured over 70/N µs filtered with a square filter of bandwidth equal to the transmission bandwidth configuration of the IAB (BWConfig) centred on the assigned channel frequency during the transmitter OFF period. N = SCS/15, where SCS is Sub Carrier Spacing in kHz.
For IAB node supporting intra-band contiguous CA, the OTA transmitter OFF power is defined as the mean power measured over 70/N us filtered with a square filter of bandwidth equal to the aggregated IAB-DU channel bandwidth or IAB-MT channel bandwidth BWChannel_CA centred on (Fedge,high+Fedge,low)/2 during the transmitter OFF period. N = SCS/15, where SCS is the smallest supported Sub Carrier Spacing in kHz in the aggregated IAB-DU channel bandwidth or aggregated IAB-MT channel bandwidth.
For IAB type 1-O, the transmitter OFF power is defined as the output power at the co-location reference antenna conducted output(s). For IAB type 2-O the transmitter OFF power is defined as TRP.
For multi-band RIBs and single band RIBs supporting transmission in multiple bands, the requirement is only applicable during the transmitter OFF period in all supported operating bands.
[bookmark: _Toc75334013][bookmark: _Toc75508205][bookmark: _Toc75815944][bookmark: _Toc76541102][bookmark: _Toc76541669][bookmark: _Toc82429558][bookmark: _Toc89939809][bookmark: _Toc98754135][bookmark: _Toc106177949]6.5.1.2	Minimum requirement
The minimum requirement for IAB-DU type 1-O is in TS 38.174 [2], clause 9.5.2.2.
The minimum requirement for IAB-DU type 2-O is in TS 38.174 [2], clause 9.5.2.3.
The minimum requirement for IAB-MT type 1-O is in TS 38.174 [2], clause 9.5.2.4.
The minimum requirement for IAB-MT type 2-O is in TS 38.174 [2], clause 9.5.2.5.
[bookmark: _Toc75334014][bookmark: _Toc75508206][bookmark: _Toc75815945][bookmark: _Toc76541103][bookmark: _Toc76541670][bookmark: _Toc82429559][bookmark: _Toc89939810][bookmark: _Toc98754136][bookmark: _Toc106177950]6.5.1.3	Test purpose
The purpose of this test is to verify the OTA transmitter OFF power is within the limits of the minimum requirements.
[bookmark: _Toc75334015][bookmark: _Toc75508207][bookmark: _Toc75815946][bookmark: _Toc76541104][bookmark: _Toc76541671][bookmark: _Toc82429560][bookmark: _Toc89939811][bookmark: _Toc98754137][bookmark: _Toc106177951]6.5.1.4	Method of test
Requirement is tested together with transmitter transient period, as described in clause 6.5.2.4.
[bookmark: _Toc75334016][bookmark: _Toc75508208][bookmark: _Toc75815947][bookmark: _Toc76541105][bookmark: _Toc76541672][bookmark: _Toc82429561][bookmark: _Toc89939812][bookmark: _Toc98754138][bookmark: _Toc106177952]6.5.1.5	Test requirements
The conformance testing of transmit OFF power is included in the conformance testing of transmitter transient period; therefore, see clause 6.5.2.5 for test requirements.
[bookmark: _Toc75334017][bookmark: _Toc75508209][bookmark: _Toc75815948][bookmark: _Toc76541106][bookmark: _Toc76541673][bookmark: _Toc82429562][bookmark: _Toc89939813][bookmark: _Toc98754139][bookmark: _Toc106177953]6.5.2	OTA transmitter transient period
[bookmark: _Toc75334018][bookmark: _Toc75508210][bookmark: _Toc75815949][bookmark: _Toc76541107][bookmark: _Toc76541674][bookmark: _Toc82429563][bookmark: _Toc89939814][bookmark: _Toc98754140][bookmark: _Toc106177954]6.5.2.1	Definition and applicability
The OTA transmitter transient period is the time period during which the transmitter unit is changing from the OFF period to the ON period or vice versa. The OTA transmitter transient period is illustrated in figure 6.5.2.1-1.
[image: ]
Figure 6.5.2.1-1: Illustration of the relations of transmitter ON period, transmitter OFF period and transmitter transient period for IAB
For IAB type 1-O, this requirement applies for RIB supporting transmission in the operating band and is measured at the co-location test antenna conducted outputs. For IAB type 2-O, the requirement applies at each RIB supporting transmission in the operating band.
[bookmark: _Toc75334019][bookmark: _Toc75508211][bookmark: _Toc75815950][bookmark: _Toc76541108][bookmark: _Toc76541675][bookmark: _Toc82429564][bookmark: _Toc89939815][bookmark: _Toc98754141][bookmark: _Toc106177955]6.5.2.2	Minimum requirement
The minimum requirement for IAB-DU type 1-O is in TS 38.174 [2], clause 9.5.3.2.
The minimum requirement for IAB-DU type 2-O is in TS 38.174 [2], clause 9.5.3.3.
The minimum requirement for IAB-MT type 1-O is in TS 38.174 [2], clause 9.5.3.4.
The minimum requirement for IAB-MT type 2-O is in TS 38.174 [2], clause 9.5.3.5.
[bookmark: _Toc75334020][bookmark: _Toc75508212][bookmark: _Toc75815951][bookmark: _Toc76541109][bookmark: _Toc76541676][bookmark: _Toc82429565][bookmark: _Toc89939816][bookmark: _Toc98754142][bookmark: _Toc106177956]6.5.2.3	Test purpose
The purpose of this test is to verify the OTA transmitter transient periods are within the limits of the minimum requirements.
[bookmark: _Toc75334021][bookmark: _Toc75508213][bookmark: _Toc75815952][bookmark: _Toc76541110][bookmark: _Toc76541677][bookmark: _Toc82429566][bookmark: _Toc89939817][bookmark: _Toc98754143][bookmark: _Toc106177957]6.5.2.4	Method of test
[bookmark: _Toc75334022][bookmark: _Toc75508214][bookmark: _Toc75815953][bookmark: _Toc76541111][bookmark: _Toc76541678][bookmark: _Toc82429567][bookmark: _Toc89939818][bookmark: _Toc98754144][bookmark: _Toc106177958]6.5.2.4.1	Initial conditions
Test environment: Normal; see annex B.2.
RF channels to be tested: M; see clause 4.9.1.
Base Station RF Bandwidth positions to be tested for multi-carrier and/or CA:
-	MRFBW in single band operation, see clause 4.9.1;
-	BRFBW_T'RFBW and B'RFBW_TRFBW in multi-band operation; see clause 4.9.1.
Directions to be tested:
-	The requirement for IAB type 1-O is specified as co-location requirement. For general description of co-location requirements, refer to clause 4.12.
-	The requirement for IAB type 2-O is verified by an EIRP measurement at a direction corresponding to the OTA peak directions set reference beam direction pair (D.8) for the beam identifier (D.3) which provides the highest intended EIRP.
[bookmark: _Toc75334023][bookmark: _Toc75508215][bookmark: _Toc75815954][bookmark: _Toc76541112][bookmark: _Toc76541679][bookmark: _Toc82429568][bookmark: _Toc89939819][bookmark: _Toc98754145][bookmark: _Toc106177959]6.5.2.4.2	Procedure
6.5.2.4.2.1	General procedure
1)	Place the IAB node at the positioner.
2)	Align the manufacturer declared coordinate system orientation (D.2) of the IAB node with the test system.
6.5.2.4.2.2	IAB type 1-O
3)	Set the IAB node in the direction of the declared beam peak direction of the beam direction pair, for the beam to be tested.
4)	Place the co-location test antenna as specified in clause 4.12.
5)	Configure the beam peak direction of the IAB node according to the declared beam direction pair.
6)	Set the IAB node to transmit according to the applicable test configuration in clause 4.8 using the corresponding test models or set of physical channels in clause 4.9.2.
For an IAB node declared to be capable of multi-carrier and/or CA operation, use the applicable test signal configuration and corresponding power setting specified in clauses 4.7.2 and 4.8 using the corresponding test models or set of physical channels in clause 4.9.2 on all carriers configured.
7)	Measure the mean power spectral density at the output(s) of co-location test antenna as power sum over two orthogonal polarizations over 70/N μs filtered with a square filter of bandwidth equal to the RF bandwidth of the IAB node centred on the central frequency of the RF bandwidth. 70/N μs average window centre is set from 35/N μs after end of one transmitter ON period + 10 μs to 35/N μs before start of next transmitter ON period - 10 μs. N = SCS/15, where SCS is Sub Carrier Spacing in kHz.
8)	For an IAB node supporting contiguous CA, measure the mean power spectral density at the output(s) of co-location test antenna as power sum over two orthogonal polarizations over 70/N μs filtered with a square filter of bandwidth equal to the aggregated IAB-DU channel bandwidth or aggregated IAB-MT channel bandwidth BWChannel_CA centred on (Fedge_high+Fedge_low)/2. 70/N μs average window centre is set from 35/N μs after end of one transmitter ON period + 10 μs to 35/N μs before start of next transmitter ON period - 10 μs. N = SCS/15, where SCS is the smallest supported Sub Carrier Spacing in kHz in the aggregated IAB-DU channel bandwidth or aggregated IAB-MT channel bandwidth.
For an IAB node declared to be capable of Simultaneous transmission between IAB-DU and IAB-MT (D.XX), above steps will apply for IAB-MT or IAB-DU respectively according to test singal configuration and test models specified in clauses 4.7.2 and 4.8 with both IAB-MT and IAB-DU configured. 
In addition, for a multi-band RIB, the following steps shall apply:
9)	For a multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
6.5.2.4.2.3	IAB type 2-O
3)	Set the IAB node in the direction of the declared beam peak direction of the beam direction pair, for the beam to be tested.
4)	Set the IAB node to transmit according to the applicable test configuration in clause 4.8 using the corresponding test model IAB-DU-FR2-TM1.1 or IAB-MT-FR2-TM1.1 and set of physical channels in clause 4.9.2.
	For a IAB node declared to be capable of multi-carrier and/or CA operation, use the applicable test signal configuration and corresponding power setting specified in clauses 4.7.2 and 4.8 using the corresponding test model IAB-DU-FR2-TM1.1 or IAB-MT-FR2-TM1.1 and set of physical channels in clause 4.9.2 on all carriers configured.
      For an IAB node declared to be capable of Simultaneous transmission between IAB-DU and IAB-MT (D.XX), above steps will apply for IAB-MT or IAB-DU respectively according to test singal configuration and test models specified in clauses 4.7.2 and 4.8 with both IAB-MT and IAB-DU configured.
5)	Measure the mean EIRP spectral density as the power sum over two orthogonal polarizations over 70/N μs filtered with a square filter of bandwidth equal to the RF bandwidth of the IAB node centred on the central frequency of the RF bandwidth. 70/N μs average window centre is set from 35/N μs after end of one transmitter ON period + 3 μs to 35/N μs before start of next transmitter ON period - 3 μs. N = SCS/15, where SCS is Sub Carrier Spacing in kHz.
NOTE:	Make sure that the measurement receiver is not overloaded.
6)	For an IAB node supporting contiguous CA, measure the mean EIRP spectral density as the power sum over two orthogonal polarizations over 70/N μs filtered with a square filter of bandwidth equal to the aggregated IAB-DU channel bandwidth or aggregated IAB-MT channel bandwidth BWChannel_CA centred on (Fedge_high+Fedge_low)/2. 70/N μs average window centre is set from 35/N μs after end of one transmitter ON period + 3 μs to 35/N μs before start of next transmitter ON period – 3 μs. N = SCS/15, where SCS is the smallest supported Sub Carrier Spacing in kHz in the aggregated IAB-DU channel bandwidth or aggregated IAB-MT channel bandwidth.
[bookmark: _Toc75334024][bookmark: _Toc75508216][bookmark: _Toc75815955][bookmark: _Toc76541113][bookmark: _Toc76541680][bookmark: _Toc82429569][bookmark: _Toc89939820][bookmark: _Toc98754146][bookmark: _Toc106177960]6.5.2.5	Test requirements
[bookmark: _Toc75334025][bookmark: _Toc75508217][bookmark: _Toc75815956][bookmark: _Toc76541114][bookmark: _Toc76541681][bookmark: _Toc82429570][bookmark: _Toc89939821][bookmark: _Toc98754147][bookmark: _Toc106177961]6.5.2.5.1	IAB type 1-O
The mean power spectral density measured according to clause 6.5.2.4.2 shall be less than -102.6 dBm/MHz for carrier frequency f ≤ 3.0 GHz.
The mean power spectral density measured according to clause 6.5.2.4.2 shall be less than -102.4 dBm/MHz for carrier frequency 3.0 GHz < f ≤ 6.0 GHz.
For multi-band RIB, the requirement is only applicable during the transmitter OFF period in all supported operating bands.
[bookmark: _Toc75334026][bookmark: _Toc75508218][bookmark: _Toc75815957][bookmark: _Toc76541115][bookmark: _Toc76541682][bookmark: _Toc82429571][bookmark: _Toc89939822][bookmark: _Toc98754148][bookmark: _Toc106177962]6.5.2.5.2	IAB type 2-O
The measured mean EIRP spectral density according to clause 6.5.2.4.2 shall be less than -33.1 + Prated,c,EIRP - Prated,c,TRP dBm/MHz for carrier frequency 24.15 GHz < f ≤ 29.5 GHz, where Prated,c,EIRP is the value declared for the reference beam direction pair (D.8) for the beam identifier (D.3) which provides the highest intended EIRP.
The measured mean EIRP spectral density according to clause 6.5.2.4.2 shall be less than -32.7 + Prated,c,EIRP - Prated,c,TRP dBm/MHz for carrier frequency 37 GHz < f ≤ 43.5 GHz, where Prated,c,EIRP is the value declared for the reference beam direction pair (D.8) for the beam identifier (D.3) which provides the highest intended EIRP.

<End of change>
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