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	Reason for change:
	There is one mirror error in SCell activation. One sentence is repeated in R17.

	
	

	Summary of change:
	Remove redundant sentence in R17 to align with R15/R16 requirement.

	During T2 the UE shall send the first CSI report for SCell in the first available uplink resource after at least one CSI-RS transmission occasion for channel measurement and reporting after slot (). UE is allowed to postpone CSI report to next available UL resource if an available uplink resource is subject to interruption.During T2 the UE shall start sending CSI reports for SCell with non-zero CQI index at latest in a slot , Tactivation_time = TFirstSSB+ 5ms, as defined in clause 8.3.
During T2 the UE shall start sending CSI reports for SCell with non-zero CQI index at latest in a slot , Tactivation_time = TFirstSSB+ 5ms, as defined in clause 8.3.
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<Start of Change 1>
A.6.5.3.1.2	Test Requirements
During T2 the UE shall send the first CSI report for SCell in the first available uplink resource after at least one CSI-RS transmission occasion for channel measurement and reporting after slot (). UE is allowed to postpone CSI report to next available UL resource if an available uplink resource is subject to interruption.During T2 the UE shall start sending CSI reports for SCell with non-zero CQI index at latest in a slot , Tactivation_time = TFirstSSB+ 5ms, as defined in clause 8.3.
During T2 the UE shall start sending CSI reports for SCell with non-zero CQI index at latest in a slot , Tactivation_time = TFirstSSB+ 5ms, as defined in clause 8.3.
During T3 the UE shall stop sending CSI reports for SCell at latest in a slot , as defined in clause 8.3.
During T2 interruption of PCell / PSCell during SCell activation shall not happen outside the slot  to , as defined in clause 8.3.
During T3 the starting point of interruption of PCell during SCell deactivation shall not happen outside the slot  to , as defined in clause 8.3.
The interruption on any activated serving cell shall not be more than the values specified for SA in clause 8.2.2.2.2.
All of the above test requirements shall be fulfilled in order for the observed SCell activation delay and SCell deactivation delay to be counted as correct. The rate of correct observed SCell activation delay and SCell deactivation delay during repeated tests shall be at least 90%.
NOTE:	During T2 if there are no uplink resources for reporting the valid CSI in a slot  as defined in clause 8.3 then the UE shall use the next available uplink resource for reporting the corresponding valid CSI.
<End of Change 1>

