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1. Introduction
This contribution is a text proposal for TR 38.818-03-01 to include CA_n1A-n3A-n26A.
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---Start of changes---
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5.x.1	Common for 1 band UL and 2 bands UL CA
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Table 5.x.1.1-1: 3DL Inter-band CA operating bands
	NR CA Band
	NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_n1-n3-n26
	n1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	n3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	n26
	814 MHz
	–
	849 MHz
	859 MHz
	–
	894 MHz
	FDD



[bookmark: _Toc9848465][bookmark: _Toc24367]5.x.1.2	Channel bandwidths per operating band for CA
Table 5.x.1.2-1: Supported bandwidths per CA band combination of band nX+nY+nZ
	NR CA configuration
	Uplink CA configuration or single uplink carrier
	NR Band
	Channel bandwidth (MHz)
	Bandwidth combination set

	CA_n1A-n3A-n26A
	CA_n1A-n3A
CA_n1A-n26A
CA_n3A-n26A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n26
	5, 10, 15, 20
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For CA_n1-n3-n26, the TIB,c and RIB,c values are resused from CA_1-3-26 and are given in the tables below.
Table 5.x.1.3-1: ΔTIB,c
	Inter-band CA Configuration
	NR Band
	ΔTIB,c (dB)

	CA_n1-n3-n26
	n1
	0.3

	
	n3
	0.3

	
	n26
	0.3



Table 5.x.1.3-2: ΔRIB,c
	Inter-band CA Configuration
	NR Band
	ΔRIB,c (dB)

	CA_n1-n3-n26
	n1
	0

	
	n3
	0

	
	n26
	0


5.x.2	Specific for 2 bands UL CA
5.x.2.1	UE co-existence studies
[bookmark: _Toc519110874][bookmark: _Toc9848468][bookmark: _Toc18929]UL n1-n26 does not affect DL n3.
UL n3-n26 does not affect DL n1.
UL n1-n3 does not affect DL n26.
5.x.2.2	REFSENS requirements
Based on the co-existence studies there are no need to defined MSD values.
---End of changes---
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