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START OF CHANGE#1

7.1.2	Requirements
The UE initial transmission timing error shall be less than or equal to Te where the timing error limit value Te is specified in Table 7.1.2-1. This requirement applies:
-	when it is the first transmission in a DRX cycle for PUCCH, PUSCH and SRS, or it is the PRACH transmission, or it is the msgA transmission, or it is the first transmission sent on the PSCell for activating the deactivated SCG without RACH, or it is the first transmission sent after a TCI state switch.
-	when it is the transmission for PUSCH on CG resources for SDT in RRC_Inactive.
When the UL SCS is 120 kHz or smaller, the UE shall meet the Te requirement for an initial transmission provided that at least one SSB is available at the UE during the last 160 ms. When the UL SCS is 480 kHz the UE shall meet the Te requirement for an initial transmission provided that at least one SSB is available in the last 80 ms. When the UL SCS is 960 kHz the UE shall meet the Te requirement for an initial transmission provided that at least one SSB is available in the last 40 ms. The reference point for the UE initial transmit timing control requirement shall be the downlink timing of the reference cell minus [image: ]. The downlink timing is defined as the time when the first path (in time) of the corresponding downlink frame used by the UE to determine downlink timing  is received from the reference cell at the UE antenna. NTA for PRACH is defined as 0.

END OF CHANGE#1


START OF CHANGE#2

7.1.2.3	One shot large UL timing adjustment for FR2 Power Class 6 UE
When highSpeedMeasFlagFR2-r17 is configured and highSpeedLargeOneStepUL-TimingFR2-r17 is enabled for UE supporting FR2 Ppower Cclass 6 and [largeOneStepUL-timingFR2-r17] capability, the following requirements apply to the UE:
-	If the absolute value , the requirement in clause 7.1.2.1 apply to the first UL transmission after a TCI state switch.
-	Otherwise, the UE transmit timing immediately after TCI state switch shall be  and clause 7.1.2.1 requirements don’t apply.
-	The UE UL transmission timing error after the TCI state switching procedure shall be less than or equal to ±Te as specified in clause 7.1.2 if the new target TCI state is within active TCI state list, otherwise ±[7Ts], and the reference point is .
-	If the new target TCI state is not in active TCI state list upon receiving the TCI state switch command, then the UE UL transmission timing error shall be less than or equal to ±Te and the UE can be able to follow the requirement in clause 7.1.2.1 again no later than Trs + 2ms after the TCI state switch.
Above,
-	 (in  units) is the DL timing defined as the time when UE receives downlink frame with new target TCI state.
-	 (in  units) is the DL timing defined as the time when UE receives downlink frame with old source TCI state.
-	Trs is time to the first TRS or SSB transmission after the TCI state switch.

END OF CHANGE#2
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