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[bookmark: _Toc73962775][bookmark: _Toc75259931][bookmark: _Toc75275465][bookmark: _Toc75275976][bookmark: _Toc76541475][bookmark: _Toc82437244][bookmark: _Toc89944609][bookmark: _Toc98753627][bookmark: _Toc106180613]4.7	Test configurations
[bookmark: _Toc75259932][bookmark: _Toc75275466][bookmark: _Toc75275977][bookmark: _Toc76541476][bookmark: _Toc82437245][bookmark: _Toc89944610][bookmark: _Toc98753628][bookmark: _Toc106180614]4.7.1	General
The test configurations shall be constructed using the methods defined below, subject to the parameters declared by the manufacturer for the supported RF configurations as listed in clause 4.6. The test configurations to use for conformance testing are defined for each supported RF configuration in clauses 4.8.3 and 4.8.4.
The applicable test models for generation of the carrier transmit test signal are defined in clause 4.9.
NOTE:	If required, carriers are shifted to align with the channel raster.
[bookmark: _Toc75259933][bookmark: _Toc75275467][bookmark: _Toc75275978][bookmark: _Toc76541477][bookmark: _Toc82437246][bookmark: _Toc89944611][bookmark: _Toc98753629][bookmark: _Toc106180615]4.7.2	Test signal used to build Test Configurations
The signal's channel bandwidth and subcarrier spacing used to build IAB Test Configurations shall be selected according to table 4.7.2-1.
Table 4.7.2-1: Signal to be used to build IAB TCs
	Operating Band characteristics
	FDL_high – FDL_low <100 MHz
	FDL_high – FDL_low ≥ 100 MHz

	TC signal 
	BWchannel
	10 MHz (Note 1)
	20 MHz (Note 1)

	characteristics
	Subcarrier spacing
	Smallest supported subcarrier spacing

	NOTE 1:	If this channel bandwidth is not supported, the narrowest supported channel bandwidth shall be used.



[bookmark: _Toc75259934][bookmark: _Toc75275468][bookmark: _Toc75275979][bookmark: _Toc76541478][bookmark: _Toc82437247][bookmark: _Toc89944612][bookmark: _Toc98753630][bookmark: _Toc106180616]4.7.3	IABTC1: Contiguous spectrum operation
[bookmark: _Toc75275469][bookmark: _Toc75275980][bookmark: _Toc76541479][bookmark: _Toc82437248][bookmark: _Toc89944613][bookmark: _Toc98753631][bookmark: _Toc106180617]4.7.3.1	General
The purpose of test configuration IABTC1 is to test all IAB requirements excluding CA occupied bandwidth.
For IABTC1 used in receiver tests only the two outermost UL carriers and two outermost DL carriers within each supported operating band need to be generated by the test equipment;
[bookmark: _Toc75259935][bookmark: _Toc75275470][bookmark: _Toc75275981][bookmark: _Toc76541480][bookmark: _Toc82437249][bookmark: _Toc89944614][bookmark: _Toc98753632][bookmark: _Toc106180618]4.7.3.2	IABTC1 generation
IABTC1 shall be constructed on a per band basis using the following method:
-	Declared maximum IAB RF Bandwidth supported for contiguous spectrum operation (D.11) shall be used;
-	For IAB not supporting simultaneous transmission between IAB-DU and IAB-MT, sSelect the IAB carrier to be tested according to 4.7.2 and place it adjacent to the lower IAB RF Bandwidth edge. Place same signals adjacent to the upper IAB RF Bandwidth edge. 
-	For IAB supporting simultaneous transmission between IAB-DU and IAB-MT, select the IAB UL carrier to be tested according to 4.7.2 and place it adjacent to the lower IAB RF Bandwidth edge. Place the same IAB UL carrier adjacent to the upper IAB RF Bandwidth edge.
-	For SDM IAB-DU and IAB-MT transmission, select the IAB DL carrier to be tested according to 4.7.2 and place it adjacent to the lower IAB RF Bandwidth edge. Place the same IAB DL carrier adjacent to the upper IAB RF Bandwidth edge.
-	For FDM IAB-DU and IAB-MT transmission, select the IAB DL carrier to be tested according to 4.7.2 and place it adjacent to the already placed IAB UL carrier at the lower IAB RF Bandwidth edge. Place the same IAB DL carrier adjacent to the already placed IAB UL carrier at the upper IAB RF Bandwidth edge.
-	For transmitter tests, select as many IAB carriers (according to 4.7.2) that the IAB supports within an operating band and fit in the rest of the declared maximum IAB RF Bandwidth (D.11). Place the carriers adjacent to each other starting from the upper IAB RF Bandwidth edge. The nominal channel spacing defined in TS 38.174 [2], clause 5.4.1 shall apply.
The test configuration should be constructed sequentially on a per band basis for all component carriers of the inter-band CA bands declared to be supported by the IAB and are transmitted using the same TAB connector. All configured component carriers are transmitted simultaneously in the tests where the transmitter should be ON.
[bookmark: _Toc75259936][bookmark: _Toc75275471][bookmark: _Toc75275982][bookmark: _Toc76541481][bookmark: _Toc82437250][bookmark: _Toc89944615][bookmark: _Toc98753633][bookmark: _Toc106180619]4.7.3.3	IABTC1 power allocation
Set the power spectral density of each carrier to the same level so that the sum of the carrier powers equals the rated total output power (Prated,t,AC, or Prated,t,TABC, D.22) for IAB according to the manufacturer's declaration in clause 4.6.
[bookmark: _Toc75259937][bookmark: _Toc75275472][bookmark: _Toc75275983][bookmark: _Toc76541482][bookmark: _Toc82437251][bookmark: _Toc89944616][bookmark: _Toc98753634][bookmark: _Toc106180620]4.7.4	IABTC2: Contiguous CA occupied bandwidth
[bookmark: _Toc75275473][bookmark: _Toc75275984][bookmark: _Toc76541483][bookmark: _Toc82437252][bookmark: _Toc89944617][bookmark: _Toc98753635][bookmark: _Toc106180621]4.7.4.1	General
IABTC2 in this clause is used to test CA occupied bandwidth.
[bookmark: _Toc75259938][bookmark: _Toc75275474][bookmark: _Toc75275985][bookmark: _Toc76541484][bookmark: _Toc82437253][bookmark: _Toc89944618][bookmark: _Toc98753636][bookmark: _Toc106180622]4.7.4.2	IABTC2 generation
The CA specific test configuration should be constructed on a per band basis using the following method:
-	All component carrier combinations supported by the IAB, which have different sum of channel bandwidth of component carrier, shall be tested. For all component carrier combinations which have the same sum of channel bandwidth of component carriers, only one of the component carrier combinations shall be tested.
-	Of all component carrier combinations which have same sum of channel bandwidth of component carrier, select those with the narrowest carrier with the smallest supported subcarrier spacing at the lower IAB RF Bandwidth edge.
-	Of the combinations selected in the previous step, select one with the narrowest carrier with the smallest supported subcarrier spacing at the upper IAB RF Bandwidth edge.
-	If there are multiple combinations fulfilling previous steps, select the one with the smallest number of component carrier.
-	If there are multiple combinations fulfilling previous steps, select the one with the widest carrier with the smallest supported subcarrier spacing being adjacent to the lowest carrier.
-	If there are multiple combinations fulfilling previous steps, select the one with the widest carrier with the smallest supported subcarrier spacing being adjacent to the highest carrier.
-	If there are multiple combinations fulfilling previous steps, select the one with the widest carrier with the smallest supported subcarrier spacing being adjacent to the carrier which has been selected in the previous step.
-	If there are multiple combinations fulfilling previous steps, repeat the previous step until there is only one combination left.
-	The nominal channel spacing defined in TS 38.174 [2], clause 5.4.1 shall apply.
[bookmark: _Toc75259939][bookmark: _Toc75275475][bookmark: _Toc75275986][bookmark: _Toc76541485][bookmark: _Toc82437254][bookmark: _Toc89944619][bookmark: _Toc98753637][bookmark: _Toc106180623]4.7.4.3	IABTC2 power allocation
Set the power spectral density of each carrier to be the same level so that the sum of the carrier powers equals the rated total output power (Prated,t,AC, or Prated,t,TABC, D.22) for IAB according to the manufacturer's declaration in clause 4.6.
[bookmark: _Toc75259940][bookmark: _Toc75275476][bookmark: _Toc75275987][bookmark: _Toc76541486][bookmark: _Toc82437255][bookmark: _Toc89944620][bookmark: _Toc98753638][bookmark: _Toc106180624]4.7.5	IABTC3: Non-contiguous spectrum operation
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The purpose of IABTC3 is to test all IAB requirements excluding CA occupied bandwidth.
For IABTC3 used in receiver tests, outermost DL and UL carriers for each sub-block need to be generated by the test equipment; other supported carriers are optional to be generated.
[bookmark: _Toc75259941][bookmark: _Toc75275478][bookmark: _Toc75275989][bookmark: _Toc76541488][bookmark: _Toc82437257][bookmark: _Toc89944622][bookmark: _Toc98753640][bookmark: _Toc106180626]4.7.5.2	IABTC3 generation
IABTC3 is constructed on a per band basis using the following method:
-	The IAB RF Bandwidth shall be the maximum IAB RF Bandwidth supported for non-contiguous spectrum operation (D.11). The IAB RF Bandwidth consists of one sub-block gap and two sub-blocks located at the edges of the declared maximum supported IAB RF Bandwidth (D.11).
-	For IAB not supporting simultaneous transmission between IAB-DU and IAB-MT, sSelect the IAB carrier to be tested according to clause 4.7.2. Place it adjacent to the upper IAB RF Bandwidth edge and another carrier (as described in clause 4.7.2) adjacent to the lower IAB RF Bandwidth edge.
-	For IAB supporting simultaneous transmission between IAB-DU and IAB-MT, select the IAB UL carrier to be tested according to 4.7.2 and place it adjacent to the lower IAB RF Bandwidth edge. Place the same IAB UL carrier adjacent to the upper IAB RF Bandwidth edge.
-	For SDM IAB-DU and IAB-MT transmission, select the IAB DL carrier to be tested according to 4.7.2 and place it adjacent to the upper IAB RF Bandwidth edge. Place the same IAB DL carrier adjacent to the lower IAB RF Bandwidth edge.
-	For FDM IAB-DU and IAB-MT transmission, select the IAB DL carrier to be tested according to 4.7.2 and place it adjacent to the already placed IAB UL carrier at the upper IAB RF Bandwidth edge. Place the same IAB DL carrier adjacent to the already placed IAB UL carrier at the lower IAB RF Bandwidth edge.
-	For single-band operation receiver tests, if the remaining gap is at least 15 MHz (or 60 MHz if channel bandwidth of the carrier to be tested is 20 MHz) plus two times the channel BW used in the previous step and the IAB supports at least 4 carriers, place a carrier of this BW adjacent to each already placed carrier for each sub-block. The nominal channel spacing defined in TS 38.174 [2], clause 5.4.1 shall apply.
-	The sub-block edges adjacent to the sub-block gap shall be determined using the specified Foffset_high and Foffset_low for the carriers adjacent to the sub-block gap.
[bookmark: _Toc75259942][bookmark: _Toc75275479][bookmark: _Toc75275990][bookmark: _Toc76541489][bookmark: _Toc82437258][bookmark: _Toc89944623][bookmark: _Toc98753641][bookmark: _Toc106180627]4.7.5.3	IABTC3 power allocation
Set the power of each carrier to the same level so that the sum of the carrier powers equals the rated total output power (Prated,t,AC, or Prated,t,TABC, D.22) for IAB according to the manufacturer's declaration in clause 4.6.
[bookmark: _Toc75259943][bookmark: _Toc75275480][bookmark: _Toc75275991][bookmark: _Toc76541490][bookmark: _Toc82437259][bookmark: _Toc89944624][bookmark: _Toc98753642][bookmark: _Toc106180628]4.7.6	IABTC4: Multi-band test configuration for full carrier allocation
[bookmark: _Toc75275481][bookmark: _Toc75275992][bookmark: _Toc76541491][bookmark: _Toc82437260][bookmark: _Toc89944625][bookmark: _Toc98753643][bookmark: _Toc106180629]4.7.6.1	General
The purpose of IABTC4 is to test multi-band operation aspects considering maximum supported number of carriers.
[bookmark: _Toc75259944][bookmark: _Toc75275482][bookmark: _Toc75275993][bookmark: _Toc76541492][bookmark: _Toc82437261][bookmark: _Toc89944626][bookmark: _Toc98753644][bookmark: _Toc106180630]4.7.6.2	IABTC4 generation
IABTC4 is based on re-using the previously specified test configurations (IABTC1, IABTC2 and IABTC3) applicable per band involved in multi-band operation. It is constructed using the following method:
-	The IAB RF Bandwidth of each supported operating band shall be the declared maximum IAB RF Bandwidth in multi-band operation (D.12).
-	The number of carriers of each supported operating band shall be the declared maximum number of supported carriers per operating band in multi-band operation (D. 18). Carriers shall be selected according to 4.7.2 and shall first be placed at the outermost edges of the declared maximum Radio Bandwidth. Additional carriers shall next be placed at the IAB RF Bandwidths edges, if possible.
-	The allocated IAB RF Bandwidth of the outermost bands shall be located at the outermost edges of the declared maximum Radio Bandwidth.
-	Each concerned band shall be considered as an independent band and the carrier placement in each band shall be according to IABTC1, where the declared parameters for multi-band operation shall apply. The mirror image of the single-band test configuration shall be used in each alternate band(s) and in the highest band being.
-	If only three carriers are supported, two carriers shall be placed in one band according to the relevant test configuration while the remaining carrier shall be placed at the edge of the maximum Radio Bandwidth in the other band.
-	If the sum of the maximum IAB RF Bandwidths of each supported operating bands is larger than the declared Total RF Bandwidth BWtot (D.13) of transmitter and receiver for the declared band combinations of the IAB, repeat the steps above for test configurations where the IAB RF Bandwidth of one of the operating band shall be reduced so that the Total RF Bandwidth of transmitter and receiver is not exceeded and vice versa.
-	If the sum of the maximum number of supported carriers per operating band in multi-band operation (D.18) is larger than the declared total maximum number of supported carriers in multi-band operation (D. 19), repeat the steps above for test configurations where in each test configuration the number of carriers of one of the operating band shall be reduced so that the total number of supported carriers is not exceeded and vice versa.
[bookmark: _Toc75259945][bookmark: _Toc75275483][bookmark: _Toc75275994][bookmark: _Toc76541493][bookmark: _Toc82437262][bookmark: _Toc89944627][bookmark: _Toc98753645][bookmark: _Toc106180631]4.7.6.3	IABTC4 power allocation
Unless otherwise stated, set the power of each carrier in all supported operating bands to the same power so that the sum of the carrier powers equals the rated total output power (Prated,t,AC or Prated,t,TABC, D.22) according to the manufacturer's declaration.
If the allocated power of a supported operating band(s) exceeds the declared rated total output power of the operating band(s) in multi-band operation, the exceeded part shall, if possible, be reallocated into the other band(s). If the power allocated for a carrier exceeds the rated output power declared for that carrier, the exceeded power shall, if possible, be reallocated into the other carriers.
[bookmark: _Toc75259946][bookmark: _Toc75275484][bookmark: _Toc75275995][bookmark: _Toc76541494][bookmark: _Toc82437263][bookmark: _Toc89944628][bookmark: _Toc98753646][bookmark: _Toc106180632]4.7.7	IABTC5: Multi-band test configuration with high PSD per carrier
[bookmark: _Toc75275485][bookmark: _Toc75275996][bookmark: _Toc76541495][bookmark: _Toc82437264][bookmark: _Toc89944629][bookmark: _Toc98753647][bookmark: _Toc106180633]4.7.7.1	General
The purpose of IABTC5 is to test multi-band operation aspects considering higher PSD cases with reduced number of carriers and non-contiguous operation (if supported) in multi-band mode.
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IABTC5 is based on re-using the existing test configuration applicable per band involved in multi-band operation. It is constructed using the following method:
-	The IAB RF Bandwidth of each supported operating band shall be the declared maximum IAB RF Bandwidth in multi-band operation (D.12).
-	The allocated IAB RF Bandwidth of the outermost bands shall be located at the outermost edges of the declared Maximum Radio Bandwidth.
-	The maximum number of carriers is limited to two per band. Carriers shall be selected according to 4.7.2 and shall first be placed at the outermost edges of the declared Maximum Radio Bandwidth for outermost bands and at the IAB RF Bandwidths edges for middle band(s) if any. Additional carriers shall next be placed at the IAB RF Bandwidths edges, if possible.
-	Each concerned band shall be considered as an independent band and the carrier placement in each band shall be according to IABTC3, where the declared parameters for multi-band operation shall apply. Narrowest supported NR channel bandwidth and smallest subcarrier spacing shall be used in the test configuration.
-	If only one carrier can be placed for the concerned band(s), the carrier(s) shall be placed at the outermost edges of the declared maximum radio bandwidth for outermost band(s) and at one of the outermost edges of the supported frequency range within the IAB RF Bandwidths for middle band(s) if any.
-	If the sum of the maximum IAB RF Bandwidth of each supported operating bands is larger than the declared Total RF Bandwidth BWtot (D.13) of transmitter and receiver for the declared band combinations of the IAB, repeat the steps above for test configurations where the IAB RF Bandwidth of one of the operating band shall be reduced so that the Total RF Bandwidth BWtot of transmitter and receiver is not exceeded and vice versa.
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Unless otherwise stated, set the power of each carrier in all supported operating bands to the same power so that the sum of the carrier powers equals the total rated output power (Prated,t,AC or Prated,t,TABC, D.22) according to the manufacturer's declaration.
If the allocated power of a supported operating band(s) exceeds the declared rated total output power of the operating band(s) in multi-band operation, the exceeded part shall, if possible, be reallocated into the other band(s). If the power allocated for a carrier exceeds the rated output power declared for that carrier, the exceeded power shall, if possible, be reallocated into the other carriers.

