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1 Core requirement maintenance

1.1 New optional UE capability for UE supporting NCSG indicating the support of deriveSSB-IndexFromCell-inter

Agreements

· Introduce the optional capability in FR2 for the UE to indicate whether it is capable of scheduling restriction during NCSG ML is on SSB symbol level

1.2 Scheduling restriction for NCSG

Agreements

· The scheduling restriction requirement for inter-freq measurement with mix-numerology via NCSG is only applicable when the target frequency layer to be measured is on the same band with UE’s serving cell(s).

· Note: FFS when target frequency layer to be measured is on the different band but with overlapped spectrum with UE’s serving cell(s)

1.3 NR-LTE inter-RAT measurement with ‘nogap-noncsg’

Agreements

· Define requirements for NR – LTE inter-RAT measurement without gap (UE reports ‘nogap-noncsg’ for inter-RAT measurement).

1.4 On general terminology for gap

Agreements

· In sections where only one type of MGP is applicable or one type of MGP impacts the requirements then use the term which reflects the gap of that MGP e.g. NCSG gap, gap (for legacy MGP), Pre-MG gap etc

2 Performance

1.5 Test with per-UE NCSG gap and per-FR NCSG gap 

Agreements

· Introduce sub-test with per-FR NCSG configuration in the following test cases:

· A.6.6.2.x Event triggered reporting test on inter-frequency in FR1

· A.7.6.2.x Event triggered reporting test on inter-frequency in FR2

1.6 Gap pattern in NCSG test 

Agreements

· For FR1 NCSG #0 per-UE gap and NCSG #2 per-FR gap are both tested in inter-frequency sub test cases. For FR2 we test with per-FR NCSG pattern #13.

1.7 Whether SBI reporting is needed 

Agreements

· Do not introduce NCSG test with SBI reporting.

1.8 Other test configuration 

Agreements

· In NCSG tests for intra-frequency, inter-frequency and inter-RAT, the serving frequency and the target frequency should be selected such that UE reports ‘ncsg’ for the target frequency given the serving frequency. 

· RAN4 is to capture above agreement in each individual NCSG test in RAN4#104e-bis.
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