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1 Scope and priority

1.1 Scope Reduction

· Original Proposal: Down scope the current WID to retain only the first priority items. The second priority topics be handled in a second WID once the specifications for the first priority issues are completed.
Agreement:
Do not consider scope reduction for the WID in this meeting.

1.2 Prioritized Scope
Agreement (GTW): 

· RAN4 agree to include ULFPTx mode 1 applied to 4x23dBm in the first stage and include its fall back modes in the second stage.

The following scope is prioritized and started in the first stage:

· Bands n41, n77/n78

· 4x4 UL MIMO, including: 4 layers; ULFPTx mode 1
· UE power class: PC1.5

· PA configuration: 4x23dBm

Others would still be considered, but after the requirements are complete for prioritized scope.

· Further clarify the definition of PC1.5 for 4Tx case

1.3 Scope clarification-3layers
· Original question: Will 4 TX operation encompass 3-layer operation where one Tx is turned OFF?
Agreement (GTW):
· Do not consider 3-layer in this WI.

2 4Tx extension principles
2.1 How to extend the requirements from 2Tx to 4Tx?

· Original Proposal: The principles of per-UE requirement (sum the power of all connectors) and per-connector requirement can basically be reused for 4Tx compared 2Tx requirements.(Details reference to R4-2212803, R4-2212712, R4-2213311 )
· Agreement:
Accept the basic principle but develop the specific requirements on a case-by-case basis.
3 Requirements related
3.1 UL-MIMO codebook

· Agreement:
Using the following codebook for 4-layer 4x4 UL MIMO transmission:
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3.2 MPR requirements framework

Agreement (GTW):

· For 4Tx MPR requirement, the high antenna isolation compared to handheld UE is assumed for CPE and FWA device. 

· For 4Tx MPR requirement, the same antenna isolation as for handheld UE is assumed for vehicular UE.

3.3 Lower MOP tolerance
· Proposal: For PC1.5 TDD bands n41, n77/n78 supporting 4Tx UL MIMO, the lower MOP tolerance should be greater than or equal to 3 dB.
Agreement:
Postpone the discussion.

3.4 EVM for Transmit Diversity with 4Tx

· Proposal: For 4Tx transmit diversity, define EVM as 
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 is the EVM measured at the i-th antenna connector and [image: image7.png]


 is the power measured at the i-th antenna connector.

Agreement:
Discussion of EVM for Transmit Diversity with 4Tx is postponed.

4 Release independency
4.1 Release independency

· Proposal: RAN4 should determine whether 4X4 UL MIMO will be release independent from release 15 or will only be supported from release-18 onwards.
Agreement:
Do not conclude this issue, and discuss the release independency of 4Tx in a later stage.

