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	Reason for change:
	In the email discussion summary for [104-bis-e][113] HPUE_Basket_EN-DC, it was identified that there were missing MSD requirements and test points for harmonic mixing for PC2 DC_2_n77 when reviewing additional higher-order HPUE combinations. This was determined to be a general Rel‑17 issue with the original big CR at RAN4 #98e in R4-2100082 not incorporating all the information from the original TP for the DC_2_n77 case in the PC2 TR 37.826.

In addition, cross-band isolation MSD for PC2 NR CA was confirmed for CA_n2‑n77 in Rel-17 in TR 38.841 but the corresponding requirements were missed for PC2 EN‑DC. The necessary cross-band isolation MSD for PC2 EN-DC combination DC_2_n77 needs to be specified.

As an outcome of the email discussion at RAN4#104-bis-e, it was confirmed that a Rel-17 maintenance CR was required to address the missing MSD items for DC_2_n77.

After RAN4 104-bis-e, it was found that there are additional missing MSD requirements and test points for harmonic mixing for PC2 DC_13_n77 as identified in TR 37.826. Also, it was found that there are additional missing MSD requirements and test points for cross-band isolation for PC2 DC_30_n77 and DC_66_n77. Cross-band isolation MSD for PC2 NR CA was confirmed for CA_n30‑n77 and CA_n66-n77 in Rel-17 in TR 38.841 but the corresponding requirements were missed for PC2 EN‑DC. The necessary cross-band isolation MSD for PC2 EN-DC combination DC_30_n77 and DC_66_n77 needs to be specified.

The MSD requirements and test points for harmonic mixing for PC2 DC_14_n77 are out of order in Table 7.3B.2.3.2-1a.


	
	

	Summary of change:
	Added the missing MSD requirements and test points for PC2 DC_2_n77 for harmonic mixing and cross-band isolation. The harmonic mixing MSD requirements and test points are defined based on TR 37.826. The cross-band isolation MSD requirements and test points are defined based on the corresponding PC2 NR CA case.

Added the missing MSD requirements and test points for PC2 DC_13_n77 for harmonic mixing. The harmonic mixing MSD requirements and test points are defined based on TR 37.826.

Added the missing MSD requirements and test points for DC_30_n77 and DC_66_n77 for cross-band isolation. The cross-band isolation MSD requirements and test points are defined based on TR 38.841.

Fixed the table order in Table 7.3B.2.3.2-1a for the MSD requirements and test points for harmonic mixing for PC2 DC_14_n77. 


	
	

	Consequences if not approved:
	The core requirements would not contain the needed PC2 NR EN-DC MSD requirements for PC2 DC_2_n77, PC2 DC_13_n77, PC2 DC_30_n77, and PC2 DC_66_n77.

The MSD requirements and test points for harmonic mixing for PC2 DC_14_n77 would remain out of order in Table 7.3B.2.3.2-1a which could lead to confusion.
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Sensitivity degradation is allowed for a band if it is impacted by receiver harmonic mixing due to another band part of the same EN-DC configuration. Reference sensitivity exceptions for the victim band (low) are specified in Table 7.3B.2.3.2-1 with uplink configuration of the agressor band (high) specified in Table 7.3B.2.3.2-2.
Table 7.3B.2.3.2-1: Reference sensitivity exceptions (MSD) due to receiver harmonic mixing for EN-DC in NR FR1
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5
MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	1
	n714
	26.8
	23.6
	21.2
	15.6
	
	
	
	
	
	
	

	2
	n714
	26.8
	23.6
	21.2
	15.6
	
	
	
	
	
	
	

	n2
	714
	26.8
	23.6
	21.2
	15.6
	
	
	
	
	
	
	

	n38
	59
	N/A
	N/A
	
	
	
	
	
	
	
	
	

	n40
	284
	37.8
	34.8
	33
	30.3
	
	
	
	
	
	
	

	n41
	189
	N/A
	N/A
	N/A
	
	
	
	
	
	
	
	

	n41
	264
	24.3
	24.3
	22.5
	N/A
	
	
	
	
	
	
	

	n77
	2
	6.1
	5.0
	4.0
	3.7
	
	
	
	
	
	
	

	n77
	3
	5.7
	4.0
	3.0
	2.7
	
	
	
	
	
	
	

	n78
	3
	5.7
	4.0
	3.0
	2.7
	
	
	
	
	
	
	

	n77
	78
	10.4
	10.4
	10.4
	10.4
	
	
	
	
	
	
	

	n77
	122
	31
	28
	
	
	
	
	
	
	
	
	

	n77
	132
	31
	28
	
	
	
	
	
	
	
	
	

	n77
	142
	31
	28
	
	
	
	
	
	
	
	
	

	n77
	418
	10.4
	10.4
	10.4
	10.4
	
	
	
	
	
	
	

	n77
	25
	[6.1]
	[5.0]
	[4.0]
	[3.7]
	
	
	
	
	
	
	

	n77
	282
	28
	25
	23.2
	22
	
	
	
	
	
	
	

	n7711
	292
	31
	28
	
	
	
	
	
	
	
	
	

	n78
	408
	10.4
	10.4
	10.4
	10.4
	
	
	
	
	
	
	

	n78
	418
	10.4
	10.4
	10.4
	10.4
	
	
	
	
	
	
	

	n79
	114
	39.3
	36.3
	34.5
	
	
	
	
	
	
	
	

	n79
	192
	29.5
	26.5
	24.7
	
	
	
	
	
	
	
	

	n79
	214
	39.3
	36.3
	34.5
	
	
	
	
	
	
	
	

	n79
	262
	27
	24
	22.2
	
	
	
	
	
	
	
	

	NOTE 1:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (higher) band for which the mixing product due to harmonic of victim (lower) band LO with leakage of aggressor (higher) band is within the downlink transmission bandwidth of a victim (lower) band.


NOTE 2:	The requirements should be verified for DL EARFCN of the victim (lower) band (superscript LB) such that   with  the DL carrier frequency in the lower band and  the UL carrier frequency in the higher band, both in MHz.
NOTE 3:	Void.


NOTE 4: The requirements should be verified for DL EARFCN or NR ARFCN of the victim (lower) band (superscript LB) such that   with   the DL carrier frequency in the lower band and  the UL carrier frequency in the higher band, both in MHz. 
NOTE 5:	Void
NOTE 6:	Void
NOTE 7:	Void

NOTE 8:	The requirements should be verified for DL EARFCN of the  victim (lower) band (superscript LB) such that  with the DL carrier frequency in the lower band and  the UL carrier frequency in the higher band, both in MHz. 
NOTE 9:	No requirements apply for the case that there is at least one individual RE within the uplink transmission bandwidth of the relative higher band and when the frequency range of relative higher band’s uplink channel bandwidth or uplink 1st adjacent channel bandwidth is fully or partially overlapped with the 3 times of the frequency range of the relative lower band’s downlink channel bandwidth. The reference sensitivity is only verified when this is not the case.
NOTE 10:   MSD test point can be chosen according to supported BW and lowest SCS supported by the UE.
NOTE 11:	The MSD test points cannot be verified for the band combination in US due to the Band n77 frequency range restriction.



Table 7.3B.2.3.2-1a: Reference sensitivity exceptions (MSD) due to receiver harmonic mixing for PC2 EN-DC in NR FR1
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5
MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	n77
	2
	9.1
	8.0
	7.0
	6.7
	
	
	
	
	
	
	

	n77
	141
	34
	31
	
	
	
	
	
	
	
	
	

	n77
	121
	34
	31
	
	
	
	
	
	
	
	
	

	n77
	131
	34
	31
	
	
	
	
	
	
	
	
	

	n77
	141
	34
	31
	
	
	
	
	
	
	
	
	

	n772
	291
	34
	31
	
	
	
	
	
	
	
	
	

	n78
	282
	31
	28
	26.2
	25
	
	
	
	
	
	
	

	

NOTE 1:	The requirements should be verified for DL EARFCN of the victim (lower) band (superscript LB) such that   with  the DL carrier frequency in the lower band and  the UL carrier frequency in the higher band, both in MHz.
NOTE 2:	For a UE which supports this band combination only when the Band n77 frequency range restriction defined in NOTE 12 of Table 5.2-1 from TS 38.101-1 applies, the MSD test point(s) cannot be verified for the band combination and the test point(s) can be skipped.




Table 7.3B.2.3.2-2: Uplink configuration for reference sensitivity exceptions due to receiver harmonic mixing for EN-DC in NR FR1
	E-UTRA or NR Band / SCS / Channel bandwidth of the affected DL band / UL RB allocation of the agressor band

	UL band
	DL band
	SCS of UL band
(kHz)
	5 MHz
(LCRB)
	10 MHz
(LCRB)
	15 MHz
(LCRB)
	20 MHz
(LCRB)
	25 MHz
(LCRB)
	40 MHz
(LCRB)
	50 MHz
(LCRB)
	60 MHz
(LCRB)
	80 MHz
(LCRB)
	90 MHz
(LCRB)
	100 MHz
(LCRB)

	1
	n71
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	2
	n71
	15
	25
	50
	50
	50
	
	
	
	
	
	
	

	n2
	71
	15
	25
	50
	50
	50
	
	
	
	
	
	
	

	n40
	28
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	n41
	26
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	n77
	2
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	n77
	3
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	n78
	3
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	n77
	7
	15
	12
	25
	36
	50
	
	
	
	
	
	
	

	n77
	12
	15
	25
	50
	
	
	
	
	
	
	
	
	

	n77
	13
	15
	25
	50
	
	
	
	
	
	
	
	
	

	n77
	14
	15
	25
	50
	
	
	
	
	
	
	
	
	

	n77
	25
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	n77
	28
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	n77
	29
	15
	25
	50
	
	
	
	
	
	
	
	
	

	n77
	41
	15
	12
	25
	36
	50
	
	
	
	
	
	
	

	n78
	28
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	n78
	29
	15
	25
	50
	
	
	
	
	
	
	
	
	

	n78
	40
	15
	12
	25
	36
	50
	
	
	
	
	
	
	

	n78
	41
	15
	12
	25
	36
	50
	
	
	
	
	
	
	

	n79
	11
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	n79
	19
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	n79
	21
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	n79
	26
	15
	25
	50
	75
	
	
	
	
	
	
	
	

	NOTE 1:	Void
NOTE 2:	Void
NOTE 3:	The UL configuration applies regardless of the channel bandwidth of the UL band. UL resource blocks allocation in the table shall be further limited to that specified in Table 7.3.1-2 in TS 36.101 [4] or Table 7.3.2-3 in TS 38.101-1 [2].
NOTE 4:	Unless otherwise stated, the UL resource blocks allocation is applied at the center of the channel bandwidth. The note applies to the entire table.
NOTE 5: 	If the aggressor band is NR band, the test SCS and UL RB can be adjusted according to supported BW and lowest SCS supported by the UE.
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Sensitivity degradation is allowed for a band if it is impacted by UL of another band part of the same EN-DC configuration due to cross band isolation issues. Reference sensitivity exceptions for the victim band are specified in Table 7.3B.2.3.4-1 and Table 7.3B.2.3.4-1a with uplink configuration of the agressor band specified in Table 7.3B.2.3.4-2.
Table 7.3B.2.3.4-1: Reference sensitivity exceptions (MSD) due to cross band isolation for PC3 EN-DC in NR FR1


	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	30 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	70 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	n13
	3
	3
	2.3
	2
	1.8
	
	
	
	
	
	
	
	
	

	n1
	40
	6.6
	6.6
	6.6
	6.6
	
	
	
	
	
	
	
	
	

	n1
	41
	6.1
	6.1
	6.1
	6.1
	
	
	
	
	
	
	
	
	

	13
	n3
	3
	2.2
	1.9
	1.7
	1.6
	1.5
	1.4
	1.3
	
	
	
	
	

	1
	n40
	6.6
	6.6
	6.6
	6.6
	6.6
	6.6
	6.6
	6.6
	6.6
	6.6
	6.6
	6.6
	6.6

	1
	n41
	
	6.1
	6.1
	6.1
	
	6.1
	6.1
	6.1
	6.1
	6.1
	6.1
	6.1
	6.1

	n3
	11
	6.4
	6.1
	
	
	
	
	
	
	
	
	
	
	

	3
	n41
	
	0.7
	0.7
	0.7
	
	0.7
	0.7
	0.7
	0.7
	0.7
	0.7
	0.7
	0.7

	3
	n51
	6.4
	
	
	
	
	
	
	
	
	
	
	
	

	30
	n66
	8.3
	8.3
	8.3
	8.3
	8.3
	8.3
	8.3
	
	
	
	
	
	

	n3
	41
	0.7
	0.7
	0.7
	0.7
	
	
	
	
	
	
	
	
	

	n5
	28
	[17.5]
	[15.8]
	[14.0]
	[11.7]
	
	
	
	
	
	
	
	
	

	7
	n40
	3.7
	3.4
	3.2
	3.1
	3.1
	3.1
	3.1
	3.1
	3.1
	3.1
	3.1
	3.1
	3.1

	18
	n287
	31.3
	28.7
	26.9
	24.3
	
	12.4
	
	
	
	
	
	
	

	n25
	2
	33
	33
	33
	33
	
	
	
	
	
	
	
	
	

	n34
	3
	3
	2.2
	1.9
	1.7
	
	
	
	
	
	
	
	
	

	n38
	1
	1.9
	1.9
	1.9
	1.9
	
	
	
	
	
	
	
	
	

	n38
	2
	0.6
	0.6
	0.6
	0.6
	
	
	
	
	
	
	
	
	

	n38
	4
	1.9
	1.9
	1.9
	1.9
	
	
	
	
	
	
	
	
	

	n38
	66
	1.9
	1.9
	1.9
	1.9
	
	
	
	
	
	
	
	
	

	38
	n1
	1.9
	1.9
	1.9
	1.9
	1.9
	1.9
	1.9
	1.9
	
	
	
	
	

	n1
	38
	2.9
	2.9
	2.9
	2.9
	
	
	
	
	
	
	
	
	

	n40
	1
	8.3
	8.3
	8.3
	8.3
	
	
	
	
	
	
	
	
	

	n41
	4
	3.5
	3.5
	3.5
	3.5
	
	
	
	
	
	
	
	
	

	40
	n1
	8.3
	8.3
	8.3
	8.3
	8.3
	8.3
	8.3
	8.3
	
	
	
	
	

	n40
	7
	3.7
	3.7
	3.7
	3.7
	
	
	
	
	
	
	
	
	

	n41
	1
	9.1
	9.1
	9.1
	9.1
	
	
	
	
	
	
	
	
	

	n41
	2
	0.6
	0.6
	0.6
	0.6
	
	
	
	
	
	
	
	
	

	n41
	3
	0.6
	0.6
	0.6
	0.6
	
	
	
	
	
	
	
	
	

	41
	n1
	9.1
	9.1
	9.1
	9.1
	9.1
	9.1
	9.1
	9.1
	
	
	
	
	

	41
	n3
	0.6
	0.6
	0.6
	0.6
	0.6
	0.6
	0.6
	0.6
	
	
	
	
	

	n41
	661
	3.5
	3.5
	3.5
	3.5
	
	
	
	
	
	
	
	
	

	n41
	25
	0.6
	0.6
	0.6
	0.6
	
	
	
	
	
	
	
	
	

	n50
	3
	2.5
	1.9
	1.6
	1.5
	
	
	
	
	
	
	
	
	

	n71
	12
	2.3
	2.3
	
	
	
	
	
	
	
	
	
	
	

	n77
	71
	4.5
	4.5
	4.5
	4.5
	
	
	
	
	
	
	
	
	

	n77
	411
	4.5
	4.5
	4.5
	4.5
	
	
	
	
	
	
	
	
	

	41
	n77
	
	8.3
	8.3
	8.3
	7.3
	6.5
	6.3
	5.3
	4.5
	4.3
	4.0
	3.9
	3.8

	n78
	71
	4.5
	4.5
	4.5
	4.5
	
	
	
	
	
	
	
	
	

	n78
	38
	3.3
	3.3
	3.3
	3.3
	
	
	
	
	
	
	
	
	

	n78
	401
	4.5
	4.5
	4.5
	4.5
	
	
	
	
	
	
	
	
	

	n78
	411
	4.5
	4.5
	4.5
	4.5
	
	
	
	
	
	
	
	
	

	n78
	46
	
	
	
	7
	
	
	
	
	
	
	
	
	

	41
	n78
	
	8.3
	8.3
	8.3
	7.3
	6.5
	6.3
	5.3
	4.5
	4.3
	4.0
	3.9
	3.8

	n79
	426
	2.6
	2.6
	2.6
	2.6
	
	
	
	
	
	
	
	
	

	n843
	3
	3
	2.3
	2
	1.8
	
	
	
	
	
	
	
	
	

	48
	n46
	-
	-
	-
	7
	-
	-
	5.7
	-
	5.1
	-
	4.7
	-
	-

	n46
	48
	13.3
	10.4
	8.8
	7.8
	-
	-
	7.8
	7
	6.5
	-
	5.7
	5.4
	5.1

	NOTE 1:	Applicable only when harmonic mixing MSD for this combination is not applied.
NOTE 2:	The B41 requirements are modified by -0.5dB when carrier frequency of the assigned E-UTRA channel bandwidth is within 2515 – 2690 MHz. 
NOTE 3:	These requirements apply when the uplink is active in Band n1, n84 and the separation between the lower edge of the uplink channel in Band n1, n84 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in Band 3, the requirement applies regardless of channel bandwidth in Band n1, n84.
NOTE 4:	The DL victim band should be configured using the lowest SCS that is compatible with the highest CBW for which an MSD is specified.
NOTE 5:	MSD test point can be chosen according to supported BW and lowest SCS supported by the UE.
NOTE 6:	The requirements only apply for UEs supporting inter-band DC_42_n79 ENDC with simultaneous Rx/Tx capability. Simultaneous Rx/Tx capability does not apply for UEs supporting band 42 with a n77 implementation only. These restrictions are applicable to related higher order configurations.
NOTE 7: 	The MSD exceptions are applicable to the case that interference of UL band 3rd order IMD product falls into the affected DL channels.




Table 7.3B.2.3.4-1a: Reference sensitivity exceptions (MSD) due to cross band isolation for PC2 EN-DC in NR FR1
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	30 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	70 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	3
	n41
	
	0.7
	0.7
	0.7
	
	0.7
	0.7
	0.7
	0.7
	0.7
	0.7
	0.7
	0.7

	n41
	3
	2.3
	2.3
	2.3
	2.3
	
	
	
	
	
	
	
	
	

	n78
	7
	6.4
	6.4
	6.4
	6.4
	
	
	
	
	
	
	
	
	

	n41
	2
	1.6
	1.6
	1.6
	1.6
	
	
	
	
	
	
	
	
	

	n41
	66
	5.4
	5.4
	5.4
	5.4
	
	
	
	
	
	
	
	
	

	n77
	2
	1.0
	1.0
	1.0
	1.0
	
	
	
	
	
	
	
	
	

	n77
	30
	1.0
	1.0
	
	
	
	
	
	
	
	
	
	
	

	n77
	66
	1.0
	1.0
	1.0
	1.0
	
	
	
	
	
	
	
	
	



Table 7.3B.2.3.4-2: Uplink configuration for reference sensitivity exceptions due to cross band isolation for EN-DC in NR FR1
	E-UTRA or NR Band / SCS / Channel bandwidth of the affected DL band / UL RB allocation of the agressor band

	UL band
	DL band
	SCS of UL band (kHz)
	5 MHz
(LCRB)
	10 MHz
(LCRB)
	15 MHz
(LCRB)
	20 MHz
(LCRB)
	25 MHz
(LCRB)
	30 MHz
(LCRB)
	40 MHz
(LCRB)
	50 MHz
(LCRB)
	60 MHz
(LCRB)
	70 MHz
(LCRB)
	80 MHz
(LCRB)
	90 MHz
(LCRB)
	100 MHz
(LCRB)

	n1
	3
	15
	25
	25
	25
	25
	
	
	
	
	
	
	
	
	

	n1
	40
	15
	25
	50
	75
	100
	
	
	
	
	
	
	
	
	

	n1
	41
	15
	100
	100
	100
	100
	
	
	
	
	
	
	
	
	

	1
	n3
	15
	25
	25
	25
	25
	25
	25
	25
	25
	
	
	
	
	

	1
	n40
	15
	25
	50
	75
	100
	100
	100
	100
	100
	100
	100
	100
	100
	100

	1
	n41
	15
	
	100
	100
	100
	
	100
	100
	100
	100
	100
	100
	100
	100

	n3
	11
	15
	25
	50
	
	
	
	
	
	
	
	
	
	
	

	3
	n41
	15
	
	50
	50
	50
	
	50
	50
	50
	50
	50
	50
	50
	50

	3
	n51
	15
	25
	
	
	
	
	
	
	
	
	
	
	
	

	30
	n66
	15
	25
	25
	25
	25
	25
	25
	25
	
	
	
	
	
	

	n3
	41
	15
	25
	502
	502
	502
	
	
	
	
	
	
	
	
	

	n5
	28
	15
	20
	20
	20
	20
	
	
	
	
	
	
	
	
	

	7
	n40
	15
	25
	50
	75
	75
	75
	100
	100
	100
	100
	100
	100
	100
	100

	18
	n286
	15
	25
	25
	25
	25
	
	25
	
	
	
	
	
	
	

	n25
	2
	15
	40
	40
	40
	40
	
	
	
	
	
	
	
	
	

	n34
	3
	15
	25
	25
	25
	25
	
	
	
	
	
	
	
	
	

	n38
	1
	15
	100
	100
	100
	100
	
	
	
	
	
	
	
	
	

	n38
	2
	15
	100
	100
	100
	100
	
	
	
	
	
	
	
	
	

	n38
	4
	15
	100
	100
	100
	100
	
	
	
	
	
	
	
	
	

	n38
	66
	15
	100
	100
	100
	100
	
	
	
	
	
	
	
	
	

	38
	n1
	15
	100
	100
	100
	100
	100
	100
	100
	100
	
	
	
	
	

	n1
	38
	15
	100
	100
	100
	100
	
	
	
	
	
	
	
	
	

	n40
	1
	15
	25
	50
	75
	100
	
	
	
	
	
	
	
	
	

	n41
	4
	30
	128
	128
	128
	128
	
	
	
	
	
	
	
	
	

	40
	n1
	15
	25
	50
	75
	100
	
	
	
	
	
	
	
	
	

	n40
	7
	30
	216
	216
	216
	216
	
	
	
	
	
	
	
	
	

	n41
	1
	30
	128
	128
	128
	128
	
	
	
	
	
	
	
	
	

	n41
	2
	30
	160
	160
	160
	160
	
	
	
	
	
	
	
	
	

	n41
	3
	30
	160
	160
	160
	160
	
	
	
	
	
	
	
	
	

	41
	n1
	15
	100
	100
	100
	100
	100
	100
	100
	100
	
	
	
	
	

	41
	n3
	15
	25
	50
	75
	100
	100
	100
	100
	100
	
	
	
	
	

	n41
	66
	30
	128
	128
	128
	128
	
	
	
	
	
	
	
	
	

	n41
	25
	30
	160
	160
	160
	160
	
	
	
	
	
	
	
	
	

	n50
	3
	30
	160
	160
	160
	160
	
	
	
	
	
	
	
	
	

	n71
	12
	15
	20
	20
	
	
	
	
	
	
	
	
	
	
	

	n77
	2
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	
	

	n77
	7
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	
	

	n77
	30
	30
	270
	270
	
	
	
	
	
	
	
	
	
	
	

	n77
	41
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	
	

	n77
	66
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	
	

	41
	n77
	15
	
	100
	100
	100
	100
	100
	100
	100
	100
	100
	100
	100
	100

	n78
	7
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	
	

	n78
	38
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	
	

	n78
	40
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	
	

	n78
	41
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	
	

	n78
	46
	30
	
	
	
	270
	
	
	
	
	
	
	
	
	

	41
	n78
	15
	
	100
	100
	100
	100
	100
	100
	100
	100
	100
	100
	100
	100

	n79
	42
	30
	2705
	2705
	2705
	2705
	
	
	
	
	
	
	
	
	

	n84
	3
	15
	25
	25
	25
	25
	
	
	
	
	
	
	
	
	

	48
	n46
	15
	
	
	
	216
	
	
	216
	
	216
	
	216
	
	

	n46
	48
	30
	216
	216
	216
	216
	
	
	216
	216
	216
	
	216
	216
	216

	NOTE 1:	The UL configuration applies regardless of the channel bandwidth of the UL band. UL resource blocks allocation in the table shall be further limited to that specified in Table 7.3.1-2 in TS 36.101 [4] or Table 7.3.2-3 in TS 38.101-1 [2].
NOTE 2:	The UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth. 
NOTE 3:	When the maximum UL RB allocation “LCRB” value is less than the maximum transmission bandwidth configuration “NRB” defined in Table 5.3.2-1 in 38.101-1 [2] for the specified UL band SCS, the UL band should be configured using the lowest CBW that is compatible with the maximum specified LCRB value.
NOTE 4: 	If the aggressor band is NR band, the test SCS and UL RB can be adjusted according to supported BW and lowest SCS supported by the UE.
NOTE 5:	The requirements only apply for UEs supporting inter-band ENDC with simultaneous Rx/Tx capability. Simultaneous Rx/Tx capability does not apply for UEs supporting band 42 with a n77 implementation only. These restrictions are applicable to related higher order configurations.
NOTE 6: 	The UL configuration are applicable to the case that interference of UL band 3rd order IMD product falls into the affected DL channels.
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<< End of changes >>
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