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<Start of Change 1>
9.3A.8	Inter-frequency RSSI measurements
An RSSI measurement is defined as an inter-frequency measurement provided that the RSSI measurement bandwidth is not contained within the current carrier bandwidth of the UE. 
The UE physical layer shall be capable of performing the RSSI measurements, defined in TS 38.215 [4] on one or more inter-frequency carriers operating with CCA, TS 37.213 [33], if the carrier(s) are indicated by higher layers [2], and report the RSSI measurements to higher layers. The UE physical layer shall provide to higher layers a single RSSI sample for each OFDM symbol within each configured RSSI measurement duration [2] occurring with a configured RSSI measurement timing configuration periodicity [2], rmtc-Periodicity. The requirements apply if rmtc-SubframeOffset [2] is configured.
For performing inter-frequency RSSI measurement in FR2-2, 
· Iif the TCI state is provided in RMTC configuration of FR2-2, the UE shall assume the configured RSSI measurement resources are QCL-ed with TypeD to the DL RS associated with the TCI state provided in the RMTC configuration.
· If no TCI state is provided in the RMTC configuration and the UE has a serving cell in FR2-2, the UE shall assume the configured RSSI measurement resources are QCL-ed with TypeD to one of the latest received PDSCH and the latest monitored CORESET in the active BWP of the current carrier in FR2-2.
· If no TCI state is provided in the RMTC configuration and the UE has no serving cell in FR2-2, it is up to UE implementation how to determine the spatial domain filter for the inter-frequency RSSI measurement.

<End of Change 1>

