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[bookmark: _Toc21338218][bookmark: _Toc29808326][bookmark: _Toc37068245][bookmark: _Toc37083790][bookmark: _Toc37084132][bookmark: _Toc40209494][bookmark: _Toc40209836][bookmark: _Toc45892795][bookmark: _Toc53176652][bookmark: _Toc61120965][bookmark: _Toc67918132][bookmark: _Toc76298175][bookmark: _Toc76572187][bookmark: _Toc76652054][bookmark: _Toc76652892][bookmark: _Toc83742164][bookmark: _Toc91440654][bookmark: _Toc98849444][bookmark: _Toc106543297][bookmark: _Toc106737394][bookmark: _Toc107233161][bookmark: _Toc107234751][bookmark: _Toc107419720][bookmark: _Toc107477014][bookmark: _Toc114565851][bookmark: _Toc115267941]6.1.1.1	General
The minimum performance requirements are applicable to all FR1 operating bands defined in TS 38.101-1 [6] except for test cases listed in Clause 6.2.2.2.1.43, Clause 6.2.3.2.1.43, Clause 6.2A.3.1.2 and Clause 6.2A.4.1.2 1 which are only applicable for FR1 bands restricted to operation with shared spectrum.
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START OF CHANGE 2

6.1.1.3	Applicability of requirements for optional UE features
The performance requirements in Table 6.1.1.3-1 shall apply for UEs which support optional UE features with capability signalling only.
Table 6.1.1.3-1: Requirements applicability for optional features with UE capability signalling
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	CQI table with target BLER of 10^-5New CQI table (cqi-TableAlt)
	FR1 FDD
	CQI
	Clause 6.2.2.1.1.2
Clause 6.2.3.1.1.2
	

	
	FR1 TDD
	CQI
	Clause 6.2.2.2.1.2
Clause 6.2.3.2.1.2
	

	Alternative 64QAM MCS table for PDSCH New 64QAM MCS table for PDSCH (dl-64QAM-MCS-TableAlt)
	FR1 FDD
	CQI
	Clause 6.2.2.1.1.2
Clause 6.2.3.1.1.2
	

	
	FR1 TDD
	CQI
	Clause 6.2.2.2.1.2
Clause 6.2.3.2.1.2
	

	Validating P/SP-CSI-RS reception (periodicAndSemi-PersistentCSI-RS-r16)
	FR1 TDD
	CQI
	Clause 6.2.2.2.1.34
Clause 6.2.3.2.1.34
Clause 6.2A.3.1.2
Clause 6.2A.4.1.1
	The requirements apply only in case tested UE supporting operations in shared spectrum access and validation of P/SP-CSI-RS reception based on DCI

	Supported UL channels for dynamic channel access mode (ul-DynamicChAccess-r16 ) or UL channel access for semi-static channel access mode (ul-Semi-StaticChAccess-r16) or both
	FR1 TDD
	CQI
	Clause 6.2.2.2.1.34
Clause 6.2.3.2.1.34

	The requirements apply only in case tested UE supports one of UL channels for dynamic channel access mode and  UL channel access for semi-static channel access mode

	1024QAM modulation for PDSCH for FR1 (pdsch-1024QAM-FR1-r17)
	FR1 FDD
	CQI
	Clause 6.2.2.1.1.3 (Test 1)
Clause 6.2.3.1.1.3 (Test 1)
	

	
	FR1 TDD
	CQI
	Clause 6.2.2.2.1.4 (Test 1)
Clause 6.2.3.2.1.4 (Test 1)
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