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Table 5.5B.1-2: Inter-band NR DC configurations  (three bands)
	NR DC
configuration
	Uplink NR DC
configuration

	DC_n1A-n3A-n28A
	DC_n1A-n3A
DC_n1A-n28A
DC_n3A-n28A

	DC_n1A-n3A-n41A
	DC_n1A-n3A
DC_n1A-n41A
DC_n3A-n41A

	DC_n1A-n3A-n77A
	DC_n1A-n3A
DC_n3A-n77A
DC_n1A-n77A

	DC_n1A-n3A-n78A
	DC_n1A-n3A
DC_n3A-n78A
DC_n1A-n78A

	DC_n1A-n3A-n79A
	DC_n1A-n3A
DC_n3A-n79A
DC_n1A-n79A

	DC_n1A-n7A-n78A
	DC_n1A-n7A
DC_n7A-n78A
DC_n1A-n78A

	DC_n1A-n28A-n41A
	DC_n1A-n28A
DC_n1A-n41A
DC_n28A-n41A

	DC_n1A-n28A-n77A
	DC_n1A-n28A
DC_n1A-n77A
DC_n28A-n77A

	DC_n1A-n28A-n78A
	DC_n1A-n28A
DC_n1A-n78A
DC_n28A-n78A

	DC_n1A-n28A-n79A
	DC_n1A-n28A
DC_n1A-n79A
DC_n28A-n79A

	DC_n1A-n41A-n77A
	DC_n1A-n41A
DC_n1A-n77A
DC_n41A-n77A

	DC_n1A-n77A-n79A
	DC_n1A-n77A
DC_n1A-n79A
DC_n77A-n79A

	DC_n3A-n28A-n41A
	DC_n3A-n28A
DC_n3A-n41A
DC_n28A-n41A

	DC_n3A-n28A-n77A
	DC_n3A-n28A
DC_n3A-n77A
DC_n28A-n77A

	DC_n3A-n28A-n77(2A)
	DC_n3A-n28A
DC_n3A-n77A
DC_n28A-n77A

	DC_n3A-n28A-n78A
	DC_n3A-n28A
DC_n3A-n78A
DC_n28A-n78A

	DC_n3A-n28A-n79A
	DC_n3A-n28A
DC_n3A-n79A
DC_n28A-n79A

	DC_n3A-n41A-n77A
	DC_n3A-n41A
DC_n3A-n77A
DC_n41A-n77A

	DC_n3A-n41A-n79A
	DC_n3A-n41A
DC_n3A-n79A
DC_n41A-n79A

	DC_n28A-n41A-n77A
	DC_n28A-n41A
DC_n28A-n77A
DC_n41A-n77A

	DC_n3A-n77A-n79A
	DC_n3A-n77A
DC_n3A-n79A
DC_n77A-n79A

	DC_n3A-n77(2A)-n79A
	DC_n3A-n77A
DC_n3A-n79A
DC_n77A-n79A

	DC_n7A-n46A-n78A
	DC_n7A-n46A
DC_n7A-n78A
DC_n46A-n78A

	DC_n7A-n46C-n78A
	DC_n7A-n46A
DC_n7A-n78A
DC_n46A-n78A

	DC_n7A-n46D-n78A
	DC_n7A-n46A
DC_n7A-n78A
DC_n46A-n78A

	DC_n28A-n46A-n78A
DC_n28A-n46C-n78A
DC_n28A-n46D-n78A
	DC_n28A-n46A
DC_n28A-n78A
DC_n46A-n78A

	DC_n28A-n77A-n79A
	DC_n28A-n77A
DC_n28A-n79A
DC_n77A-n79A

	DC_n28A-n77(2A)-n79A
	DC_n28A-n77A
DC_n28A-n79A
DC_n77A-n79A
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