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<< Start of 1st change >>
[bookmark: _Toc98752297][bookmark: _Toc106129788]5.4	Other release independent features for NR frequency range 1
This clause covers requirements for a Rel-15 UE coming from all other release independent features that are not covered under clause 5.1, 5.2 and 5.3, e.g. generic baseband requirements or requirements that are not band/CA/SUL configuration specific.
Table 5.4-1: Additional requirements of other release independent features
	Feature
	Release
independent from
	Requirements to be fulfilled
(see 38.307 of the REL when the feature was introduced)
	Further information

	RRM requirements for high speed train scenario
	Rel-15 (NOTE 1)
	Table C.1-1
	Rel-16 WI NR_HST introduced band independent RRM requirements: see Table C.1-1

	UE demodulation requirements for high speed train scenario
	Rel-15 (NOTE 1)
	Table C.2-1
	Rel-16 WI NR_HST introduced band independent UE demodulation requirements: see Table C.2-1

	RF requirements for 4Rx UEs
	Rel-15
	Table B.4.7-1, Table B.4.7-2
	

	HST-SFN CA demodulation enhancement for FR1 high speed train scenario enhancement
	Rel-16 (NOTE 2)
	Table C.4-1
	Rel-17 WI NR_HST_FR1_enh introduced band independent HST-SFN CA demodulation enhancement: see Table C.4-1

	HST-DPS CA demodulation enhancement for FR1 high speed train scenario enhancement
	Rel-15 (NOTE 3)
	Table C.4-1
	Rel-17 WI NR_HST_FR1_enh introduced band independent HST-DPS CA demodulation enhancement: see Table C.4-1

	RRM enhancement for FR1 high speed train scenario enhancement
	Rel-16 (NOTE 2)
	Table C.3-1
	Rel-17 WI NR_HST_FR1_enh introduced band independent RRM enhancement: see Table C.3-1

	NOTE 1:	Rel-15 UEs supporting the high speed train are assumed to read the Rel-16 high speed train scenario information, which is broadcast to all UEs.
NOTE 2:	Rel-16 UEs supporting the high speed train are assumed to read the Rel-17 high speed train scenario information, which is broadcast to all UEs.
NOTE 3:	Rel-15 UEs supporting the high speed train are assumed to read the Rel-17 high speed train scenario information, which is broadcast to all UEs.



<< End of 1st change >>
<< Start of 2nd change >>
[bookmark: _Toc60857204][bookmark: _Toc60857275][bookmark: _Toc61185274][bookmark: _Toc61185354][bookmark: _Toc61185402][bookmark: _Toc66390508][bookmark: _Toc66390610][bookmark: _Toc68702020][bookmark: _Toc68702506][bookmark: _Toc68702624][bookmark: _Toc68702729][bookmark: _Toc68702808][bookmark: _Toc74643144][bookmark: _Toc76540708][bookmark: _Toc82415057][bookmark: _Toc89937962][bookmark: _Toc98752925]C.3	Common RRM requirements for FR1 high speed train scenario enhancement
The requirements and test cases listed in Table C.3-1 are specified in TS 38.133 Rel-17.
Table C.3-1: RRM requirements for FR1 high speed train scenario enhancement
	Clause
	Description

	4.2.2.4 in TS 38.133
	Cell Re-selection requirements for inter-frequency NR cells for FR1 high speed train scenario 

	9.2.5 in TS 38.133
	NR intra-frequency measurements without measurement gaps for activated SCell and deactivated SCell for FR1 high speed train scenario

	9.2.6 in TS 38.133
	NR intra-frequency measurements with measurement gaps for active SCell for FR1 high speed train scenario

	9.3.4 in TS 38.133
	Inter-frequency measurement with measurement gaps for FR1 high speed train scenario 

	9.3.5 in TS 38.133
	Inter-frequency measurement with measurement gaps for FR1 high speed train scenario

	9.3.9 in TS 38.133
	Inter frequency measurements without measurement gaps for FR1 high speed train scenario



<< End of 2nd change >>

