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----------------------------------------------------- Beginning of Change ------------------------------------------------------------
[bookmark: _Toc114565711][bookmark: _Toc115267799]5.1.1.11	Applicability of requirements for RedCap
The performance requirements in Table 5.1.1.11-1 shall apply for UEs which support optional feature supportOfRedCap. 
Other performance requirements mandatory for UE supporting NR operation defined in Section 5 but not included in table 5.1.1.11-1 should not be considered applicable to RedCap UEs;	Comment by Pierpaolo Vallese: Clarify applicability of requirements not presents in this table to RedCap UEs
Table 5.1.1.11-1: Requirements applicability for RedCap
	UE capability
	Test type
	Test list
	Applicability notes

	RedCap with 1RX
	FR1 FDD and HD-FDD (Note 1)
	PDSCH
	All tests in Clause 5.2.1.1.1
	

	
	
	PDCCH
	All tests in Clause 5.3.1.1.1
	

	
	
	PBCH
	All tests in Clause 5.4.1.1
	

	
	
	SDR
	Clause 5.5.1
	

	
	FR1 TDD
	PDSCH
	All tests in Clause 5.2.1.2.1
	

	
	
	PDCCH
	All tests in Clause 5.3.1.2.1
	

	
	
	PBCH
	All tests in Clause 5.4.1.2
	

	
	
	SDR
	Clause 5.5.1
	

	RedCap with 2RX
	FR1 FDD and HD-FDD (Note 1)
	PDSCH
	All tests in Clause 5.2.2.1.1617
	

	
	
	PDCCH
	All tests in Clause 5.3.2.1.4
	

	
	
	PBCH
	Clause 5.4.2.1 (Table 5.4.2.1-2 Test 1)
Clause 5.4.2.1 (Table 5.4.2.1-3 Test 1)
	

	
	
	SDR
	Clause 5.5.1
	

	
	FR1 TDD
	PDSCH
	All tests in Clause 5.2.2.2.187
	

	
	
	PDCCH
	All tests in Clause 5.3.2.2.4
	

	
	
	PBCH
	Clause 5.4.2.2 (Table 5.4.2.2-4 Test 1)
Clause 5.4.2.2 (Table 5.4.2.2-5 Test 1)
	

	
	
	SDR
	Clause 5.5.1
	

	Note 1:	If UE support only HD-FDD in a FDD band, this UE is tested with HD-FDD mode otherwise UE is tested with full-duplex FDD mode





------------------------------------------------------------- End of change ------------------------------------------------------------

----------------------------------------------------- Beginning of Change ------------------------------------------------------------
[bookmark: _Toc114565824][bookmark: _Toc115267914]5.3.2.2.4	Minimum requirements for RedCap
For the parameters specified in Table 5.3.2.2-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 5.3.2.2.4-1. The downlink physical setup is in accordance with Annex C.3.1.
Table 5.3.2.2.4-1: Minimum performance for PDCCH with 30 kHz SCS
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	20 
	48
	1
	24	Comment by Pierpaolo Vallese: Correct AL, according to the requirements agreed in #103-e (see R4-2210672) and to the submitted results in #104-e and #104b-e (see R4-2216234)
	R.PDCCH. 2-1.5 TDD
	TDLC300-100
	1x2 Low
	1
	[3.62]

	2
	20 
	48
	1
	48	Comment by Pierpaolo Vallese: Correct AL, according to the requirements agreed in #103-e (see R4-2210672) and to the submitted results in #104-e and #104b-e (see R4-2216234)
	R.PDCCH. 2-1.6 TDD
	TDLC300- 100
	2x2 Low
	1
	[-0.03]




------------------------------------------------------------- End of change ------------------------------------------------------------

----------------------------------------------------- Beginning of Change ------------------------------------------------------------	Comment by Pierpaolo Vallese: Subsection not included in the original R4-2217430 BigDraftCR 
[bookmark: _Toc114565860][bookmark: _Toc115267950]6.1.1.6	Applicability of requirements for RedCap
The performance requirements in Table 6.1.1.6-1 shall apply for UEs which support optional feature supportOfRedCap.
Other performance requirements mandatory for UE supporting NR operation defined in Section 6 but not included in table 6.1.1.6-1 should not be considered applicable to RedCap UEs;	Comment by Pierpaolo Vallese: Clarify applicability of requirements not presents in this table to RedCap UEs, to align with section 5

Table 6.1.1.6-1: Requirements applicability for RedCap
	UE capability
	Test type
	Test list
	Applicability notes

	RedCap with 1RX
	FR1 FDD and HD-FDD (Note 1)
	CQI
	All tests in Clause 6.2.1.1.1.1
All tests in Clause 6.2.1.1.2.1
	

	
	
	PMI
	All tests in Clause 6.3.1.1.1
	

	
	FR1 TDD
	CQI
	All tests in Clause 6.2.1.2.1.1
All tests in Clause 6.2.1.2.2.1
	

	
	
	PMI
	All tests in Clause 6.3.1.2.1
	

	RedCap with 2RX
	FR1 FDD and HD-FDD (Note 1)
	CQI
	All tests in Clause 6.2.2.1.1.4
All tests in Clause 6.2.2.1.2.4
	

	
	
	PMI
	Clause 6.3.2.1.1 (Test 1)
	

	
	
	RI
	Clause 6.4.2.1.1 (Test 1)
	

	
	FR1 TDD
	CQI
	All tests in Clause 6.2.2.2.1.5
All tests in Clause 6.2.2.2.2.4
	

	
	
	PMI
	Clause 6.3.2.2.7 (Test 1)
	

	
	
	RI
	Clause 6.4.2.2.1 (Test 1)
	

	Note 1:	If UE support only HD-FDD in a FDD band, this UE is tested with HD-FDD mode otherwise UE is tested with full-duplex FDD mode



------------------------------------------------------------- End of change ------------------------------------------------------------

----------------------------------------------------- Beginning of Change ------------------------------------------------------------

6.2.1.2.1.1	Minimum requirement for periodic CQI reporting for RedCap
The purpose of the requirements is to verify that the reported CQI values are in accordance with the CQI definition given in TS 38.214 [12]. The reporting accuracy of CQI under AWGN condition is determined by the reporting variance and BLER performance using the transport format indicated by the reported CQI median. To account for sensitivity of the input SNR the reporting definition is considered to be verified if the reporting accuracy is met for at least one of two SNR levels separated by an offset of 1 dB.
For the parameters specified in Table 6.2.1.2.1.1-1, and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified by the following:
a)	The reported CQI value according to the reference channel shall be in the range of ±1 of the reported median more than 90% of the time.
b)	If the PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, then the BLER using the transport format indicated by the (median CQI+1) shall be greater than 0.1. If the PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, then the BLER using transport format indicated by (median CQI-1) shall be less than or equal to 0.1.
Table 6.2.1.2.1.1-1: CQI reporting definition test
	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	20

	Subcarrier spacing
	kHz
	30

	Duplex Mode
	
	TDD

	TDD UL-DL pattern
	
	FR1.30-1

	SNR
	 dB
	[5]
	[6]
	[11]
	[12]

	Propagation channel
	
	AWGN

	Antenna configuration
	
	2×1 with static channel specified in Annex B.1

	Beamforming Model
	
	As specified in Annex B.4.1

	ZP CSI-RS configuration

	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 5,4

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	9

	
	CSI-RS
periodicity and offset
	slot
	10/1

	NZP CSI-RS for CSI acquisition

	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	2

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 3,(6)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	13

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	10/1

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic

	
	CSI-IM RE pattern
	
	0

	
	CSI-IM Resource Mapping
(kCSI-IM,lCSI-IM)

	
	(4, 9)

	
	CSI-IM timeConfig
periodicity and offset
	slot
	10/1

	ReportConfigType
	
	Periodic

	CQI-table
	
	Table 1

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator  
	
	Wideband

	Sub-band Size
	RB
	168	Comment by Pierpaolo Vallese: According to Table 5.2.1.4-2 in 38.214, the maximum Subband Size for Num RB=51 is 8, so it should not be configured to 16;

	Csi-ReportingBand
	
	1111111

	CSI-Report periodicity and offset
	slot
	10/9

	aperiodicTriggeringOffset
	
	Not configured

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	Not configured

	
	CodebookSubsetRestriction
	
	000001

	
	RI Restriction
	
	N/A

	Physical channel for CSI report
	
	PUCCH

	CQI/RI/PMI delay 
	ms
	[9.514]

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	As specified in Table A.4-1, TBS.1-5




------------------------------------------------------------- End of change ------------------------------------------------------------
