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	Reason for change:
	Additional BC3 Tx IM and blocking (Bands 33-40) requirements are tested with 1.28Mcps UTRA TDD signal. Since MSR specifications include number of RATs, it is proposed to include interfering signal alternative which would address current deployments. It should be noted 1.4 MHz E-UTRA interfering signal is already used when 1.28 Mcps UTRA TDD signal is adjacent to the upper/lower BS RF BW edge or sub-block edge.
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The interfering signal is a 1.28Mcps UTRA TDD modulated signal or 1.4 MHz E-UTRA signal as specified in Annex A.2.
The requirement is applicable outside the Base Station RF Bandwidth or Maximum Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Maximum Radio Bandwidth edges.
For BS capable of multi-band operation, the requirement applies in addition inside any Inter RF Bandwidth gap, in case the gap size is at least 4.8MHz. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
For the wanted and interfering signal coupled to the Base Station antenna input, using the parameters in Table 7.4.5.5-1, the following requirements shall be met:
-	For any measured E-UTRA TDD carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [5], clause 7.2.
-	For any measured UTRA TDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.105 [4], clause 7.2.
Table 7.4.5.5-1: Additional blocking requirement for Band Category 3
	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset from the Base Station RF Bandwidth edge [MHz]

	33 - 40
	(FUL_low - 20)
	to
	(FUL_high + 20)
	-40, 
	PREFSENS + 6 dB*
	±2.4

	NOTE*:	PREFSENS depends on the RAT and on the channel bandwidth, see clause 7.2.
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