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Introduction
Briefly introduce background, the scope of this summary (e.g. list of treated agenda items).
List of candidate target of discussions for this topic. 
· 1st round: TBA
· 2nd round: TBA
Topic #1: Performance part of RedCap – Test config.
Contributions from AI 6.6.3.1 are discussed here.
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-22xxxxx
	Company A
	Proposal 1:
Observation 1:

	R4-2218975

	OPPO
	Proposal 1: Propose two options for NCD-SSB tests of intra-frequency measurements with gap:
· Option 1: RAN4 not to define the test cases #2 and #4 for intra-frequency measurements with gap for NCD-SSB
· Option 2：RAN4 defines the test cases #2 and #4 for intra-frequency measurements with gap with both CD-SSB and NCD-SSB configuration.
Proposal 2: The tests are set with two BWPs configured in serving Cell:
· BWP1 contains CD-SSB which is defined in servingCellMO under ServingCellConfig and BWP2 contains NCD-SSB, while BWP-specific servingCellMO under BWP-DownlinkDedicated of BWP2 is absent. During the whole test, BWP2 is always scheduled as the active BWP for the UE. 

	R4-2219322

	Ericsson, CATT
	[bookmark: _Ref110461318][bookmark: _Ref114847789]Proposal 1: RAN4 to change the inra-frequency measurement with gap test case from NCD-SSB to CD-SSB. 




The moderator can suggest a limited number of papers which could be presented.
Open issues summary
Before f2f meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 1-1 NCD-SSB test cases
RAN4 agreed to define following test cases for NCD-SSB based measurements [R4-2217214]:
	Test Index
	Test

	1
	SA event triggered reporting tests for NCD-SSB without gap under non-DRX 

	2
	SA event triggered reporting tests for NCD-SSB with per-UE gaps under non-DRX

	3
	SA event triggered reporting tests for NCD-SSB without gap under non-DRX with SSB index reading

	4
	SA event triggered reporting tests for NCD-SSB with per-UE gaps under non-DRX with SSB index reading



Test cases with index 2 and 4 are discussed under this issue. 
Open issues and candidate options before f2f meeting:
Issue 1-1: NCD-SSB test cases
· Proposals
· Option 1: Replace test cases #2 and #4 with CD-SSB test cases
· Option 2: Do not define the test cases #2 and #4 for intra-frequency measurements with gap for NCD-SSB
· Option 3: Define test cases #2 and #4 with both CD-SSB and NCD-SSB

· Recommended WF
· Discuss the options.

Issue 1-2: NCD-SSB test cases: if option 3 in issue 1-1 is agreed
· Proposals
· Option 1: The tests are set with two BWPs configured in serving Cell:
· BWP1 contains CD-SSB which is defined in servingCellMO under ServingCellConfig and BWP2 contains NCD-SSB, while BWP-specific servingCellMO under BWP-DownlinkDedicated of BWP2 is absent. During the whole test, BWP2 is always scheduled as the active BWP for the UE.
· Recommended WF
· Discuss the option if option 3 in issue 1-1 is agreed. 


…..
