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Introduction
This summary  considers tdocs submitted under AI 6.3.1).
6.3	Extending current NR operation to 71GHz	[NR_ext_to_71GHz]
6.3.1	Operation bands, system parameter and UE RF maintenance	[NR_ext_to_71GHz-Core]

List of candidate target of discussions for this topic. 
· 1st round: TBA
· 2nd round: TBA
Topic #1: All tdocs in this AI
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
	T-doc number
	Company
	Title
	Proposals / Observations

	R4-2219814
	Huawei, HiSilicon
	Adding DL RMC for band n263
	Proposal 1: Adding DL RMC for n263 with 480kHz and 960kHz SCS.

	R4-2219896
	Qualcomm
	60 GHz UE PTRS capabilities
	Proposal: Void NOTE 1 in FR2-2 EVM tables 6.4.2.1-2a, 3a, 3b and add NOTE 2:  PTRS is configured according to the UE preference in ptrs-DensityRecommendationSetUL’ 

	R4-2219899
	Qualcomm
	 CR to 38.101-2 on 60GHz EVM PTRS capability 
	Implements the change described in R4-2219896 pm the PTRS configuration

	R4-2220026
	Intel Corporation
	System parameters maintenance for FR2-2
	Proposal 1: Introduce the new CA bandwidth classes captured in the table below for FR2-2

	NR CA BW class
	Aggregated channel bandwidth
	# cont. CC
	Fallback group

	A
	BWChannel ≤ 400 MHz
	1
	1,2,3,4,5

	B
	400 MHz < BWChannel_CA ≤ 800 MHz
	2
	1

	C
	800 MHz < BWChannel_CA ≤ 1200 MHz
	3
	

	V (Note 4)
	1200 MHz < BWChannel_CA ≤ 1600 MHz
	4
	

	W (Note 4)
	1600 MHz < BWChannel_CA ≤ 2000 MHz
	5
	

	NOTE 3:	In this release of the specification, the minimum requirements for intra-band contiguous CA configurations apply for aggregated channel bandwidths up to 1600 MHz for FR2-1 (this note is not relevant for UE capability parsing by the network).
NOTE 4:   This bandwidth class is applicable only for operating bands within FR2-2.






The moderator can suggest a limited number of papers which could be presented.
Open issues summary
Before f2f meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 1-1 DL RMC
Sub-topic description:
Open issues and candidate options before f2f meeting:
Issue 1-1: Adding DL RMC for n263 with 480kHz and 960kHz SCS.
· Proposals
· Proposal 1: Endorse the CR R4-2219814
· Recommended WF
· Discuss the CR during the meeting

Sub-topic 1-2 PTRS configuation
Sub-topic description 
Open issues and candidate options before f2f meeting:
Issue 1-2: Specify ptrs-DensityRecommendationSetUL in the EVM table for FR2-2
· Proposals
· Proposal 1: Approve R4-2219896
· Proposal 2: Endorse the accompanying CR R4-2219899
· Recommended WF
· Discuss proposals 1 and 2 during the meeting

Sub-topic 1-3 new bandwidth classes V and W
Sub-topic description 
Open issues and candidate options before f2f meeting:
Issue 1-3: Introduce the new CA bandwidth classes V and W for FR2-2
· Proposals
· Proposal 1: Approve R4-2220026
· Recommended WF
· Discuss the CR during the meeting

