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Introduction
Briefly introduce background, the scope of this summary (e.g. list of treated agenda items).
List of candidate target of discussions for this topic. 
· 1st round: Revised WID/TPs/CRs for HPUE_FR1_TDD_NR_CADC_SUL_R18 (Agenda 7.19)
· 2nd round: TBA
Topic #1: HPUE_FR1_TDD_NR_CADC_SUL_R18
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
	[bookmark: _Hlk118815288]T-doc number
	Company
	Proposals / Observations

	R4-2218037
	AT&T
	This draft CR adds HPUE NR CA combinations with PC2 including single UL PC2 on band n77 to 38.101-1.

	R4-2218219
	NTT DOCOMO, INC.
	TP for HPUE CA_n77-n79 with 1UL for TR 38.899

	R4-2218220
	NTT DOCOMO, INC.
	TP for HPUE CA_n78-n79 with 1UL for TR 38.899

	R4-2218378
	China Telecom
	Revised WID: Rel-18 High power UE (power class 1,5 and 2) for a single FR1 NR TDD band in UL of NR inter-band CA/DC combinations with/without NR SUL (supplementary uplink) with y bands downlink (y=2,3,4,5,6) and x bands uplink (x=1,2)

	R4-2219272
	Huawei, HiSilicon, China Telecom
	TR for High power UE for FR1 NR inter-band CA/DC or NR SUL band combination with y (1<y<=6) bands DL and x (x=1, 2) bands UL and power class m (m<3) and high power on TDD band(s)

	R4-2219996
	T-Mobile USA
	Draft CR for 38.101-1: T-Mobile 4 Band DL HPUE combinations

	R4-2219997
	T-Mobile USA
	Draft CR for 38.101-1: CA_n25(2A)-n77(2A) with PC2 UL CA_n25A-n77A

	R4-2219998
	T-Mobile USA
	Draft CR for 38.101-1: PC2 2B UL CA for combinations with DL CA_n41-n66-n71

	R4-2219999
	T-Mobile USA
	Draft CR for 38.101-1: CA_n71-n77 with PC2 2 band UL CA

	R4-2220000
	T-Mobile USA
	Draft CR for 38.101-1: HPUE Big CR for T-Mobile USA combinations

	R4-2220003
	T-Mobile USA
	TP for TR38.899 for DL CA_n25-n41-n66 with PC2 2BUL

	R4-2220004
	T-Mobile USA
	TP for TR38.899 for DL CA_n25-n41-n71 with PC2 2BUL

	R4-2220005
	T-Mobile USA
	TP for TR38.899 for DL CA_n25-n41-n77 with PC2 2BUL

	R4-2220006
	T-Mobile USA
	TP for TR38.899 for DL CA_n25-n66-n77 with PC2 2BUL

	R4-2220007
	T-Mobile USA
	TP for TR38.899 for DL CA_n25-n71-n77 with PC2 2BUL

	R4-2220008
	T-Mobile USA
	TP for TR38.899 for DL CA_n41-n66-n71 with PC2 2BUL

	R4-2220009
	T-Mobile USA
	TP for TR38.899 for DL CA_n41-n66-n77 with PC2 2BUL

	R4-2220010
	T-Mobile USA
	TP for TR38.899 for DL CA_n41-n71-n77 with PC2 2BUL

	R4-2220011
	T-Mobile USA
	TP for TR38.899 for DL CA_n66-n71-n77 with PC2 2BUL

	R4-2220012
	T-Mobile USA
	TP for TR38.899 for DL CA_n25-n41C with PC2 UL CA_n41C

	R4-2220013
	T-Mobile USA
	TP for TR38.899 for DL CA_n41C-n66 with PC2 UL CA_n41C

	R4-2220014
	T-Mobile USA
	TP for TR38.899 for DL CA_n41C-n71 with PC2 UL CA_n41C

	R4-2220015
	T-Mobile USA
	TP for TR38.899 for DL CA_n41C-n77 with PC2 UL CA_n41C



The moderator can suggest a limited number of papers which could be presented.
Open issues summary 
Before f2f meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 1-1: Revised WID
Sub-topic description: The new band combination from China Unicom, AT&T, KDDI and T-Mobile USA will be added in this WID 
Open issues and candidate options before f2f meeting:
Issue 1-1: Revised WID R4-2218378
· Proposal: Introduce the new band combination from China Unicom, AT&T, KDDI and T-Mobile USA into WID.
· Recommended WF
· TBA.
CRs/TPs comments collection
Recommended WF: 
−	Collect comments for the following proposed TRs and draft CRs. If no comments for certain of TR or draft CR, the TR or draft CR will be recommended as approved

	CR/TP number
	Comments

	R4-2218037
	This draft CR adds HPUE NR CA combinations with PC2 including single UL PC2 on band n77 to 38.101-1.

	R4-2218219
	TP for HPUE CA_n77-n79 with 1UL for TR 38.899

	R4-2218220
	TP for HPUE CA_n78-n79 with 1UL for TR 38.899

	R4-2219272
	TR for High power UE for FR1 NR inter-band CA/DC or NR SUL band combination with y (1<y<=6) bands DL and x (x=1, 2) bands UL and power class m (m<3) and high power on TDD band(s)

	R4-2219996
	Draft CR for 38.101-1: T-Mobile 4 Band DL HPUE combinations

	R4-2219997
	Draft CR for 38.101-1: CA_n25(2A)-n77(2A) with PC2 UL CA_n25A-n77A

	R4-2219998
	Draft CR for 38.101-1: PC2 2B UL CA for combinations with DL CA_n41-n66-n71

	R4-2219999
	Draft CR for 38.101-1: CA_n71-n77 with PC2 2 band UL CA

	R4-2220000
	Draft CR for 38.101-1: HPUE Big CR for T-Mobile USA combinations

	R4-2220003
	TP for TR38.899 for DL CA_n25-n41-n66 with PC2 2BUL

	R4-2220004
		TP for TR38.899 for DL CA_n25-n41-n71 with PC2 2BUL

	R4-2220005
	TP for TR38.899 for DL CA_n25-n41-n77 with PC2 2BUL

	R4-2220006
	TP for TR38.899 for DL CA_n25-n66-n77 with PC2 2BUL

	R4-2220007
	TP for TR38.899 for DL CA_n25-n71-n77 with PC2 2BUL

	R4-2220008
	TP for TR38.899 for DL CA_n41-n66-n71 with PC2 2BUL

	R4-2220009
	TP for TR38.899 for DL CA_n41-n66-n77 with PC2 2BUL

	R4-2220010
	TP for TR38.899 for DL CA_n41-n71-n77 with PC2 2BUL

	R4-2220011
	TP for TR38.899 for DL CA_n66-n71-n77 with PC2 2BUL

	R4-2220012
	TP for TR38.899 for DL CA_n25-n41C with PC2 UL CA_n41C

	R4-2220013
	TP for TR38.899 for DL CA_n41C-n66 with PC2 UL CA_n41C

	R4-2220014
	TP for TR38.899 for DL CA_n41C-n71 with PC2 UL CA_n41C

	R4-2220015
	TP for TR38.899 for DL CA_n41C-n77 with PC2 UL CA_n41C




