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Introduction
The thread covers BS RF maintenance agenda items. Topics are divided according to the agenda:
1. BS RF requirements and conformance test for LTE and NR (up to Rel-16) 	(4.2)
2. BS RF requirements and conformance test (Rel-17)	(5.1)
3. Home gNB RF requirements (Rel-17)	(5.5)

Topic #1: BS RF requirements and conformance test for LTE and NR (up to Rel-16)
Companies’ contributions summary
Submitted CRs (Cat A CRs not listed)
	T-doc number
	Company
	Title / Summary of change

	R4-2218469
	CATT
	CR for TS 38.141-1, Correct Mapping of PRBs to  n_RNTI for NR-FR1-TM in clause 4.9.2.3.2
Summary of change:	
1)	Add mapping of PRBs to nRNTI for NR-FR1-TM1.2.
2)  Remove the duplicate mapping of PRBs to  nRNTI for NR-FR1-TM2.

	R4-2218506
	Ericsson
	CR to 37.141 - TC22  generation misalignment when supporting multiple NB-IoT standalone carriers
Summary of change:	
Clarify that a 600 khz spacing between NB-IoT carriers shall be considered when supporting more than one NB-IoT carrier.

	R4-2218903
	NEC
	CR to 38.104: Spurious emission requirements, Rel-16
Summary of change:	
Notes in the spurious emission requirement tables are corrected to clarify the bands to be applied.

	R4-2218905
	NEC
	CR to 38.141-1: Spurious emission requirements, Rel-16
Summary of change:
Notes in the spurious emission requirement tables are corrected to clarify the bands to be applied.

	R4-2219158
	Huawei, HiSilicon
	CR to 38.141-1: Additional BS conformance to other standards
Summary of change:
Add a new sub-clause to include the additional BS conformance as in EN 301 908-24.

	R4-2219161
	Huawei, HiSilicon
	CR to 38.141-2: Additional BS conformance to other standards
Summary of change:
Add a new sub-clause to include the additional BS conformance as in EN 301 908-24.

	R4-2219964
	Huawei, HiSilicon
	CR to TS 36.141: FFS/TBD removal for band 23 co-ex for HomeNB, TT derivation, and multi-band requirements, Rel-15
Summary of change:
FFS/TBD removal for band 23 co-ex for HomeNB, TT derivation, and multi-band requirements.
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Topic #2: BS RF requirements and conformance test (Rel-17)
Companies’ contributions summary
	T-doc number
	Company
	Title / Proposals / Observations

	R4-2218098
	CableLabs, Charter Communications, Nokia
	Justification for corrections for 100MHz CBW inclusion for n46, n96 and n102 in 38.104
Proposal:
1. Adding 100 MHz NR-U bandwidth in Table 5.3.5-1: BS channel bandwidths and SCS per operating band in FR2-1.
2. Correcting the table headers of Table 5.3.5-1 and Table 5.3.5-2 in TS 38.104 V17.7.0 (2022-09).
3. Adding 100 MHz NR-U bandwidth unwanted emission limit in clause 6.6.4.2.4A Basic limits for Local Area and Medium Range BS for bands n46, n96 and n102 (Category A and B).
(CR in R4-2218124)

	R4-2219799
	Ericsson
	IAB case6 timing
Observation 1: Reducing the TAE2 to 4.69 / (SCS/15 kHz)) µs between IAB-MT and IAB-DU can not reduce total timing uncertainty at receiver of the parent IAB node.
Observation 2	: TAE is RF requirement, and its performance is not scalable in implementation. 
Proposal 1: Specify TAE between IAB-MT and IAB-DU with 3us only.
(CRs in R4-2219800 and R4-2219801)



Submitted CRs (Cat A CRs not listed)
	T-doc number
	Company
	Title / Summary of change

	R4-2218124
	CableLabs, Charter Communications, Nokia
	Corrections for 100MHz CBW inclusion for n46 n96 and n102
Summary of change:	
1.	Adding 100 MHz bandwidth in bands n46, n96 and n102 in the operating bands table.
2.	The header of Table 5.3.5-1 referes to FR2-1 which is wrong as this is for FR1. Instead Table 5.3.5-2 should refer to FR2-1
3.	Adding unwanted emissions for 100 MHz bandwidth in bands n46, n96 and n102.

	R4-2218904
	NEC
	CR to 38.104: Spurious emission requirements, Rel-17
Summary of change:	
-	Notes in the spurious emission requirement tables are corrected to clarify the bands to be applied.

	R4-2218906
	NEC
	CR to 38.141-1: Spurious emission requirements, Rel-17
Summary of change:	
-	Notes in the spurious emission requirement tables are corrected to clarify the bands to be applied.

	R4-2218907
	NEC
	CR to 38.141-2: Spurious emission requirements, Rel-17
Summary of change:	
-	Notes in the spurious emission requirement tables are corrected to clarify the bands to be applied.

	R4-2219798
	Ericsson
	CR on case-6 timing for eIAB
Summary of change:	
Update the TAE requirement and remove the brackets

	R4-2219800
	Ericsson
	CR on eIAB performance- Requirements for simultaneous IAB-MT and IAB-DU operation - 38.176-1
Summary of change:	
Improved the text for requirements on simultaneous IAB-MT and IAB-DU operation

	R4-2219801
	Ericsson
	CR on eIAB performance- Requirements for simultaneous IAB-MT and IAB-DU operation - 38.176-2
Summary of change:	
Improved the text for requirments on simultaneous IAB-MT and IAB-DU operation

	R4-2219804
	Nokia, Nokia Shanghai Bell
	CR to TS 38.174 with bracket removal for timing error between IAB-DU and IAB-MT
Summary of change:	
Removal of square brackets for timing error between IAB-DU and IAB-MT of the same IAB-Node for conducted and OTA requirements.

	R4-2219865
	Nokia, Nokia Shanghai Bell
	CR to 37.104 on introduction of additional interfering signal
Summary of change:	
Include 1.4 MHz E-UTRA interfering signal option in Clause 6.7.3 and 7.4.5.

	R4-2219866
	Nokia, Nokia Shanghai Bell
	CR to 37.141 on introduction of additional interfering signal
Summary of change:	
Include 1.4 MHz E-UTRA interfering signal option in Clause 7.4.5.5.



Moderator comment:		The CR in R4-2218124 is Category B, which is not to be used for maintenance.
Open issues summary
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Topic #3: Home gNB RF requirements (Rel-17)
Companies’ contributions summary
Submitted CRs (Cat A CRs not listed)
	T-doc number
	Company
	Title / Summary of change

	R4-2218652
	CMCC
	Draft CR for 38.104: define home class as one kind of LA BS
Summary of change:
Regard HBS as one kind of low power LA and clarify that all LA requirements are also applicable for such low power BS with following updates:
· Add some note in 4.4 for BS class definition.
· Emphasize that co-location related requirements are not applicable for Femto cell deployment scenario, i.e.. co-location spurious requirement, co-location transmitter intermodulation requirement, co-location blocking requirement



Moderator comment:		The CR in R4-2218652 is Category B, which is not to be used for maintenance.

Moderator suggestion:	The CR in R4-2218652 should be presented.
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