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<Start of change>
[bookmark: _Toc21338163][bookmark: _Toc29808271][bookmark: _Toc37068190][bookmark: _Toc37083733][bookmark: _Toc37084075][bookmark: _Toc40209437][bookmark: _Toc40209779][bookmark: _Toc45892738][bookmark: _Toc53176595][bookmark: _Toc61120871][bookmark: _Toc67918015][bookmark: _Toc76298058][bookmark: _Toc76572070][bookmark: _Toc76651937][bookmark: _Toc76652775][bookmark: _Toc83742047][bookmark: _Toc91440537][bookmark: _Toc98849322][bookmark: _Toc106543172][bookmark: _Toc106737267][bookmark: _Toc107233034][bookmark: _Toc107234624][bookmark: _Toc107419593][bookmark: _Toc107476886][bookmark: _Toc114565699][bookmark: _Toc115267787]5.1.1.3	Applicability of requirements for optional UE features
[bookmark: _Hlk19883175]The performance requirements in Table 5.1.1.3-1 shall apply for UEs which support optional UE features only.
Table 5.1.1.3-1: Requirements applicability for optional UE features
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	SU-MIMO Interference Mitigation advanced receiver
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.1 (Test 3-1)

Clause 5.2.3.1.1 (Test 5-1)
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.1 (Test 3-1)

Clause 5.2.3.2.1 (Test 5-1)
	

	Alternative additional DMRS position for co-existence with LTE CRS (additionalDMRS-DL-Alt)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.4 (Test 1-2)

Clause 5.2.3.1.4 (Test 1-2)
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.4 (Test 1-2)

Clause 5.2.3.2.4 (Test 1-2)
	

	…
	…
	…
	…
	…

	Supported UL channels for dynamic channel access mode (ul-DynamicChAccess-r16) or UL channel access for semi-static channel access mode (ul-Semi-StaticChAccess-r16) or both
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.15
Clause 5.2.3.2.15
	The requirements apply only in case tested UE supports one of UL channels for dynamic channel access mode and UL channel access for semi-static channel access mode

	Support of neighboring LTE cell CRS-IM in DSS scenario with NR 15 kHz SCS ( CRS-IM-DSS-15kHzSCS-r17) 
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.189
Clause 5.2.3.1.178
	UE can support the feature on the CC(s) in a band only if the UE indicates support of rateMatchingLTE-CRS on that band.

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.1920
Clause 5.2.3.2.1819
	

	Support of neighboring LTE cell CRS-IM in non-DSS and 15 kHz NR SCS scenario, without the assistance of network signaling on LTE channel bandwidth (CRS-IM-nonDSS-15kHzSCS-r17)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.19 (Test 12-1)
Clause 5.2.3.1.18 (Test 12-1)
	The UE can perform CRS-IM when MeasObjectEUTRA IE is configured, and the configured measurement gaps overlap with neighbour LTE cell PBCH position.

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.20 (Test 12-1)
Clause 5.2.3.2.19 (Test 12-1)
	

	Support of neighboring LTE cell CRS-IM in non-DSS and 15 kHz NR SCS scenario, with the assistance of network signaling on LTE channel bandwidth (CRS-IM-nonDSS-NWA-15kHzSCS-r17)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.19 (Test 21-1)
Clause 5.2.3.1.18 (Test 21-1)
	If the Test 2-1 in Clause 5.2.2.1.19 is passed, the test coverage can be considered fulfilled without executing Test 1-1 in clause 5.2.2.1.19.
If the Test 2-1 in Clause 5.2.3.1.18 is passed, the test coverage can be considered fulfilled without executing Test 1-1 in clause 5.2.3.1.18.

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.20 (Test 21-1)
Clause 5.2.3.2.19 (Test 21-1)
	If the Test 12-1 in Clause 5.2.2.2.20 is passed, the test coverage can be considered fulfilled without executing Test 21-1 in clause 5.2.2.2.20.
If the Test 12-1 in Clause 5.2.3.2.19 is passed, the test coverage can be considered fulfilled without executing Test 21-1 in clause 5.2.3.2.19.

	CRS-IM in non-DSS and 30 kHz NR SCS scenario, without the assistance of network signaling on LTE channel bandwidth (crs-IM-nonDSS-30kHzSCS-r17)
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.20 (Test 12-2)
Clause 5.2.3.2.19 (Test 12-2)
	The UE can perform CRS-IM when MeasObjectEUTRA IE is configured, and the configured measurement gaps overlap with neighbour LTE cell PBCH position.

	CRS-IM in non-DSS and 30 kHz NR SCS scenario, with the assistance of network signaling on LTE channel bandwidth (crs-IM-nonDSS-NWA-30kHzSCS-r17)
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.20 (Test 21-2)
Clause 5.2.3.2.19 (Test 21-2)
	If the Test 12-2 in Clause 5.2.2.2.20 is passed, the test coverage can be considered fulfilled without executing Test 21-2 in clause 5.2.2.2.20.
If the Test 12-2 in Clause 5.2.3.2.19 is passed, the test coverage can be considered fulfilled without executing Test 21-2 in clause 5.2.3.2.19.
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