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The transmitter spurious emission limits shall apply from 9 kHz to 12.75 GHz, excluding the frequency range from ΔfOBUE below the lowest frequency of each supported downlink operating band, up to ΔfOBUE above the highest frequency of each supported downlink operating band, where the ΔfOBUE is defined in table 6.6.1-1. For some operating bands, the upper limit is higher than 12.75 GHz in order to comply with the 5th harmonic limit of the downlink operating band, as specified in ITU-R recommendation SM.329 [2].
For a multi-band connector, for each supported operating band together with ΔfOBUE around the band is excluded from the transmitter spurious emissions requirement.
The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification. 
The requirements shall also apply if the BS supports NB-IoT operation in NR in-band.
Unless otherwise stated, all requirements are measured as mean power (RMS).
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The basic limits of either table 6.6.5.2.1-1 (Category A limits) or table 6.6.5. 2.1-2 (Category B limits) shall apply. The application of either Category A or Category B limits shall be the same as for operating band unwanted emissions in clause 6.6.4.
Table 6.6.5.2.1-1: General BS transmitter spurious emission limits in FR1, Category A
	Spurious frequency range
	Basic limit
	Measurement bandwidth
	Notes

	9 kHz – 150 kHz
	
	1 kHz
	Note 1, Note 4

	150 kHz – 30 MHz
	
	10 kHz 
	Note 1, Note 4

	30 MHz – 1 GHz
	
	100 kHz
	Note 1

	1 GHz   12.75 GHz
	-13 dBm
	1 MHz
	Note 1, Note 2

	12.75 GHz – 5th harmonic of the upper frequency edge of the DL operating band in GHz
	
	1 MHz
	Note 1, Note 2, Note 3

	12.75 GHz - 26 GHz
	-13 dBm
	1 MHz
	Note 1, Note 2, Note 5

	NOTE 1:	Measurement bandwidths as in ITU-R SM.329 [2], s4.1.
NOTE 2:	Upper frequency as in ITU-R SM.329 [2], s2.5 table 1.
NOTE 3:	Applies for Band for which the upper frequency edge of the DL operating band is greater than 2.55 GHz and less than or equal to 5.2 GHz.This spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the DL operating band is reaching beyond 12.75 GHz.
NOTE 4:	This spurious frequency range applies only to BS type 1-C and BS type 1-H. 
NOTE 5:	Applies for Band for which the upper frequency edge of the DL operating band is greater than 5.2 GHz.Applies only for band n46 and n96.



Table 6.6.5.2.1-2: General BS transmitter spurious emission limits in FR1, Category B
	Spurious frequency range
	Basic limit
	Measurement bandwidth
	Notes

	9 kHz – 150 kHz
	
	1 kHz
	Note 1, Note 4

	150 kHz – 30 MHz
	-36 dBm
	10 kHz 
	Note 1, Note 4

	30 MHz – 1 GHz
	
	100 kHz
	Note 1

	1 GHz – 12.75 GHz
	
	1 MHz
	Note 1, Note 2

	12.75 GHz – 5th harmonic of the upper frequency edge of the DL operating band in GHz
	-30 dBm
	1 MHz
	Note 1, Note 2, Note 3

	12.75 GHz - 26 GHz
	- 30 dBm
	1 MHz
	Note 1, Note 2, Note 5

	NOTE 1:	Measurement bandwidths as in ITU-R SM.329 [2], s4.1.
NOTE 2:	Upper frequency as in ITU-R SM.329 [2], s2.5 table 1.
NOTE 3:	Applies for Band for which the upper frequency edge of the DL operating band is greater than 2.55 GHz and less than or equal to 5.2 GHz.This spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the DL operating band is reaching beyond 12.75 GHz.
NOTE 4:	This spurious frequency range applies only to BS type 1-C and BS type 1-H. 
NOTE 5:	Applies for Band for which the upper frequency edge of the DL operating band is greater than 5.2 GHz.Applies only for band n46.
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The receiver spurious emissions power is the power of emissions generated or amplified in a receiver unit that appear at the antenna connector (for BS type 1-C) or at the TAB connector (for BS type 1-H). The requirements apply to all BS with separate RX and TX antenna connectors / TAB connectors.
NOTE:	In this case for FDD operation the test is performed when both TX and RX are ON, with the TX antenna connectors / TAB connectors terminated.
For antenna connectors / TAB connectors supporting both RX and TX in TDD, the requirements apply during the transmitter OFF period. For antenna connectors / TAB connectors supporting both RX and TX in FDD, the RX spurious emissions requirements are superseded by the TX spurious emissions requirements, as specified in clause 6.6.5.
For RX-only multi-band connectors, the spurious emissions requirements are subject to exclusion zones in each supported operating band. For multi-band connectors that both transmit and receive in operating band supporting TDD, RX spurious emissions requirements are applicable during the TX OFF period, and are subject to exclusion zones in each supported operating band.
For BS type 1-H manufacturer shall declare TAB connector RX min cell groups. Every TAB connector of BS type 1‑H supporting reception in an operating band shall map to one TAB connector RX min cell group, where mapping of TAB connectors to cells/beams is implementation dependent.
The number of active receiver units that are considered when calculating the conducted RX spurious emission limits (NRXU,counted) for BS type 1-H is calculated as follows:
	NRXU,counted = min(NRXU,active , 8 × Ncells)
NRXU,countedpercell is used for scaling of basic limits and is derived as NRXU,countedpercell = NRXU,counted / Ncells, where Ncells is defined in clause 6.1.
NOTE:	NRXU,active is the number of actually active receiver units and is independent to the declaration of Ncells.
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The receiver spurious emissions basic limits are provided in table 7.6.2-1.
Table 7.6.2-1: General BS receiver spurious emissions limits
	Spurious frequency range
	Basic limits
	Measurement bandwidth
	Note

	30 MHz – 1 GHz
	-57 dBm
	100 kHz
	Note 1

	1 GHz – 12.75 GHz
	-47 dBm
	1 MHz
	Note 1, Note 2

	12.75 GHz – 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-47 dBm
	1 MHz
	Note 1, Note 2, Note 3

	12.75 GHz ‑ 26 GHz
	-47 dBm
	1 MHz
	Note 1, Note 2, Note 5

	NOTE 1:	Measurement bandwidths as in ITU-R SM.329 [2], s4.1.
NOTE 2:	Upper frequency as in ITU-R SM.329 [2], s2.5 table 1.
NOTE 3:	Applies for Band for which the upper frequency edge of the UL operating band is greater than 2.55 GHz and less than or equal to 5.2 GHz.This spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the UL operating band is reaching beyond 12.75 GHz.
NOTE 4:	The frequency range from ΔfOBUE below the lowest frequency of the BS transmitter operating band to ΔfOBUE above the highest frequency of the BS transmitter operating band may be excluded from the requirement. ΔfOBUE is defined in clause 6.6.1. For multi-band connectors, the exclusion applies for all supported operating bands.
NOTE 5:	Applies for Band for which the upper frequency edge of the UL operating band is greater than 5.2 GHz. Applies only for band n46 and n96.
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