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	Reason for change:
	The following inputs were incorporated:
· R4-2220201: Changes are required in clauses 6.3 to 6.5 for extending current NR operation to 71GHz.
· R4-2220287: This draft CR adds support for FR2-2 in TS 38.141-2, clause 4. Information agreed in way-forward R4-2214374 is implemented. This draft CR is following the work-split agreed in R4-2217365.
· R4-2219970: As per worksplit in R4-2217365, in this draft CR we provide a placeholder to captured FR2-2 upates for sections 1,2,3, 6.7.1, 6.7.2, 6.7.3, 6.7.4, 7.6.
· R4-2220200: Current table of span and number of measurement points for OBW measurements for FR2 is not applicable to FR2-2.
· R4-2220204: For FR2-2, Capture update on clause 6.6 (EVM and TAE requirement) as well as EVM measurement interval update which changed to 80 slots (FR2-2) from 10 ms (FR1 and FR2-1). Annex L In-channel TX tests also needs to be updated.
· R4-2220208: Introduce BS RF RX conformance testing for FR2-2.
· R4-2220211: Based on the work split for FR2-2 BS conformance testing requirement  in R4-2217365, this draft CR is to introduce conformance testing requirement for receiver spurious emission, receiver intermodulation.
· R4-2220212: Based on the work split for FR2-2 BS conformance testing requirement in R4-2217365, this draft CR is to introduce conformance testing requirement for receiver in-channel selectivity.

	
	

	Summary of change:
	The following inputs were incorporated:
· R4-2220201: Required changes are made in clauses 6.3 to 6.5 (and related MU and TT in clause 4.1.2.2 and annex C.1) for extending current NR operation to 71GHz.
· R4-2220287: The intention with this draft CR is to stimulate discussion and create a baseline for clause 4 as input for the big CR later to be created to add support for 71 GHz in TS 38.141-2. This is a revised version of R4-2218837.
· R4-2219970:
· 1, 2, 3: placeholder for FR2-2 updates, if any.
· 6.7.1, 6.7.2, 6.7.3, 6.7.4, 7.6: FR2-2 requirements placeholder
· R4-2220200: Add a table of span and number of measurement points for OBW measurements for FR2-2.
· R4-2220204:  
· In Clause 6.6, 
· EVM and TAE requirements are updated for FR2-2
· EVM measurement interval updated to 80 slots for FR2-2
· EVM requirement with FR2-2 MU value [1.1]% 
·   In Annex L, 
· Measurement interval is changed to 80 slots for FR2-2. All related text to be updated in Annex L.
· R4-2220208:
· 1) Add MU for FR2-2 for OTA reference sensitivity level, OTA ACS, and OTA in-band blocking (General) in Table 4.1.2.3-2.
· 2) Add OTA reference sensitivity requirement for FR2-2 in Table 7.3.5.3-3.
· 3) Add OTA ACS requirement  for FR2-2 in Table 7.5.1.5.3-1.
· 4) Aad OTA ACS interferer frequency offset for FR2-2 in Table 7.5.1.5.3-2.
· 5) Add ΔfOOB offset for FR2-2 in Table 7.5.2.5.3-0.
· 6) Add general OTA blocking requirement in Table 7.5.2.5.3-1.
· 7) Add TTOTA for OTA reference sensitivity level for FR2-2 in Table C.2-2.
· R4-2220211: To introduce the conformance testing requirement for receiver spurious emission, receiver intermodulation in FR2-2.
· R4-2220212: To introduce the conformance testing requirement for receiver in-channel selectivity in FR2-2.

	
	

	Consequences if not approved:
	The following inputs were incorporated:
· R4-2220201: Required changes are not made in clauses 6.3 to 6.5 for extending current NR operation to 71GHz.
· R4-2220287: The additions necessary for FR2-2 can be summarized as:
· Addition of entries in table for maximum OTA test system uncertainty for FR2 OTA transmitter tests.
· Addition of maximum OTA test system uncertinty for FR2-2 radiated transmit power requirement (EIRP).
· Addition of entreis in table for maximum OTA test system uncertainty for FR2 OTA receiver tests.
· Addition of entries in table for signal to be used to build NR TCs for BS type 2-O.
· Addition of table for configurations of TDD for FR2-2 test models.
· R4-2219970: Implementation of BS 2-O requirements would not be complete for FR2-2 range.
· R4-2220200: Span and number of measurement points for OBW measurements for FR2-2 remain missing.
· R4-2220204: Specification doesn’t describe FR2-2 requirements and measurements.
· R4-2220208: The BS RF Rx conformance testings for FR2-2  in TS 38.141-1 would be missing.
· R4-2220211: Conformance testing requirement for receiver spurious emission, receiver intermodulation in FR2-2 is missing.
· R4-2220212: Conformance testing requirement for receiver in-channel selectivity in FR2-2 is missing.
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