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Topic #1: Candidate scenarios for enhancement of increasing UE power high limit
Issue 1: Whether to consider “inter-band PC3 UL CA with PC3 for band 1 and PC5 for band 2” as a candidate
<Agreement>: Main session 
· Consider “inter-band PC3 UL CA with PC3 for band 1 and PC5 for band 2” as a candidate
· PC3 is licensed band PC5 is unlicensed band

Issue 2: Whether to consider “intra-band contiguous/non-contiguous UL CA with PC2 on CC1 and PC3 on CC2” as a condidate 
<Agreement>: Main session 
· Stop discussion for this sub-topic in Rel-18.

Issue 3: Whether to consider “PC 2 single band UL-MIMO with PC3 PA + PC2 PA” as a candidate
<Agreement>: Main session 
· Stop discussion for this sub-topic in Rel-18.

Issue 4: Whether the “1Tx+2Tx” can be consider as a UE architecture in this WI to support inter-band UL CA/DC
· Some components think that simultaneous turn on 3Tx for 2 bands inter-band CA/DC (1 CC/band) can be covered by the current specification, while other companies think that this is a new feature.
· Whether supporting 3Tx for 2 bands inter-band CA/DC (1 CC/band) need to be captured in Rel-18 UE FR1 WI or a new WI is up to RAN decision. 

[bookmark: _Hlk119546542]Issue 5: Whether to consider allowing higher transmission power limit for single port operation over single CC in this WI
· No.

Topic #2: Enhancement for SAR issue mitigation in FR1
Issue 6: Whether LS to RAN1 is needed for power backoff due to SAR compliance and relevant PHR reporting
· FFS whether LS to RAN1 is needed for power backoff due to SAR compliance and relevant PHR reporting.

[bookmark: _GoBack]Issue 7: Whether PHR reporting should be considered for power class backoff
· FFS whether PHR reporting should be considered for power class backoff.
