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RAN2 LS R2-2208797 was discussed during the meeting as a part of [105][234] Reply_LS_2 thread. As an output of the discussions recommended way forwards were agreed and are captured in this document.
Topic #1: LS for capability for the reduced number of samples (R1-2207940, R2-2208797)
Sub-topic 1-1 The inconsistence of FG 27-3-1 and FG 14-2
Issue 1-1-1: Whether to update the definition of FG 14-2 to be ‘per-band’?
· Proposals
· Option 1: (Qualcomm, vivo, OPPO, Ericsson, Nokia)
· Yes 
· Moderator observation: 
· All companies proposed option 1. 
· RAN4 has sent reply LS R4-2214489 in RAN4#104e meeting which is aligned with option 1. 
· Recommended WF
· FFS whether further reply is needed to capture the change in RAN4 UE feature list document.  
Recommended WF: 
· no further reply LS is needed.
UE feature list for DL-PRS measurements with reduced samples capability
Agreement: 
· Update UE capability for RAN4 UE feature 14-2 from “per UE” to “per band”.
· Updated UE feature list is provided in the Annex of this document.
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Annex


	14
NR_pos_enh
	14-2
	PRS measurement for reduced sample in RRC_inactive state
	Capability of supporting reduced number of samples (M=1, 2) for PRS measurement in RRC_inactive state
	27-17
	no
	
	The reduced number of  samples (M=1,2) for PRS measurement in RRC_inactive state cannot be supported. The UE is assumed to support M=4 only.
	Per UEPer Band
	No
	No
	N/A
	
	Optional with capability signaling



