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1. Introduction
[bookmark: OLE_LINK2]A text proposal for TR 37.718-11-11 to add DC_41_n1-n78 configurations.
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
6.x	DC_41_n1-n78
6.x.1	Configuration for DC
Table 6.x.1-1: LTE 1 band DL/1UL + NR 2 bands DL/1UL DC operating bands
	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_41_n1-n78
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	
	n1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	n78
	3300 MHz 
	–
	3800 MHz
	3300 MHz 
	–
	3800 MHz
	TDD



Table 6.x.2-1: Inter-band EN-DC configurations (three bands)
	EN-DC
Configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_41A_n1A-n78A
	DC_41A_n1A
DC_41A_n78A

	DC_41C_n1A-n78A
	DC_41A_n1A
DC_41A_n78A



[bookmark: _Toc117262926]6.x.2 	Channel bandwidths per operating band for DC
Table 6.x.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + NR 2DL/1UL
	
	
	
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing
[kHz]
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25
MHz
	30
MHz
	35
MHz
	40
MHz
	45
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90
MHz
	100 MHz
	Maximum aggregated bandwidth
[MHz]

	DC_41A_n1A-n78A
	41
	15
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	
	170

	
	n1
	15
	5
	10
	15
	20
	25
	30
	
	40
	45
	50
	
	
	
	
	
	

	
	
	30
	
	10
	15
	20
	25
	30
	
	40
	45
	50
	
	
	
	
	
	

	
	
	60
	
	10
	15
	20
	25
	30
	
	40
	45
	50
	
	
	
	
	
	

	
	n78
	15
	
	10
	15
	20
	25
	30
	
	40
	
	50
	
	
	
	
	
	

	
	
	30
	
	10
	15
	20
	25
	30
	
	40
	
	50
	60
	70
	80
	90
	100
	

	
	
	60
	
	10
	15
	20
	25
	30
	
	40
	
	50
	60
	70
	80
	90
	100
	

	DC_41C_n1A-n78A
	41
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1 
	190

	
	n1
	15
	5
	10
	15
	20
	25
	30
	
	40
	45
	50
	
	
	
	
	
	

	
	
	30
	
	10
	15
	20
	25
	30
	
	40
	45
	50
	
	
	
	
	
	

	
	
	60
	
	10
	15
	20
	25
	30
	
	40
	45
	50
	
	
	
	
	
	

	
	n78
	15
	
	10
	15
	20
	25
	30
	
	40
	
	50
	
	
	
	
	
	

	
	
	30
	
	10
	15
	20
	25
	30
	
	40
	
	50
	60
	70
	80
	90
	100
	

	
	
	60
	
	10
	15
	20
	25
	30
	
	40
	
	50
	60
	70
	80
	90
	100
	



6.x.3	Co-existence studies
Table 6.x.3-1: Band 41 and Band n78 IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	2496
	2690
	3300
	3800

	Two tone 2nd order IMD products
	|fy_high – fx_low|
	|fy_low – fx_high|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1304
	610
	5796
	6490

	Two-tone 3rd order IMD products
	|fy_high – 2*fx_low|
	|fy_low – 2*fx_high|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1192
	2080
	3910
	5104

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	8292
	9180
	9096
	10290

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	2608
	1220
	11592
	12980

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	3688
	4770
	7210
	8904

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high +1* fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	10788
	11870
	12396
	14090

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	12704
	10510
	7460
	6184

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	15696
	17890
	13284
	14560

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	6408
	4520
	1470
	112

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	14892
	16780
	14088
	15670



Table 6.x.3-2: Band 41 and Band n1 IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	2496
	2690
	1920
	1980

	Two tone 2nd order IMD products
	|fy_high – fx_low|
	|fy_low – fx_high|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	516
	770
	4416
	4670

	Two-tone 3rd order IMD products
	|fy_high – 2*fx_low|
	|fy_low – 2*fx_high|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	3012
	3460
	1150
	1464

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	6912
	7360
	6336
	6650

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	1032
	1540
	8832
	9340

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	5508
	6150
	3070
	3444

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high +1* fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	9408
	10050
	8256
	8630

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	5424
	4990
	8840
	8004

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	10176
	10610
	11904
	12740

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	948
	380
	4230
	3528

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	10752
	11320
	11328
	12030



As can be seen in Table 6.x.3-1 there are IMD4 impact from UL 41_n78 affecting DL band 1.
As can be seen in Table 6.x.3-2 there are IMD3 impact from UL 41_n1 affecting DL band n78.
6.x.4		∆TIB and ∆RIB values
For DC_41_n1-n78, the TIB,c and RIB,c values are reused from DC_1-41_n78 and are given in the tables below.

Table 6.x.4-1:ΔTIB,c due to EN-DC (three bands)
	Inter-band EN-DC configuration
	ΔTIB,c for E-UTRA band / NR band (dB)6

	
	Component band in order of bands in configuration7

	DC_41_n1-n78
	0.5
	0.5
	0.8

	NOTE 6:	“-” denotes ΔTIB,c = 0.
NOTE 7:	The component band order in the configuration should be listed by the order of E-UTRA band and NR band respectively, such as for DC_66_(n)12 the band order from left to right is 12, 66 and n12.



Table 6.x.4-2:ΔRIB,c due to EN-DC (three bands)
	Inter-band EN-DC configuration
	ΔRIB,c for E-UTRA band / NR band (dB)7

	
	Component band in order of bands in configuration8

	DC_41_n1-n78
	-
	-
	0.5

	NOTE 7:	“-” denotes ΔRIB,c = 0.
NOTE 8:	The component band order in the configuration should be listed by the order of E-UTRA band and NR band respectively, such as for DC_5_(n)12 the band order from left to right is 5, 12 and n12.



6.x.5	MSD requirements
MSD value band n1 are reused from DC_1A-41A_n78A.
MSD value band n78 is reused from DC_1A_n41A-n78A.
Table 6.x.5-1: MSD test points for Scell due to dual uplink operation for EN-DC in NR FR1 (three bands)
	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC Configuration
	EUTRA / NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	IMD order

	DC_41A_n1A-n78A
	n1
	1950
	5
	25
	2140
	9.3
	IMD4

	DC_41C_n1A-n78A
	41
	2640
	5
	25
	2640
	N/A
	N/A

	
	n78
	3710
	10
	50
	3710
	N/A
	N/A

	
	n1
	1970
	5
	25
	2160
	N/A
	N/A

	
	41
	2650
	10
	25
	2650
	N/A
	N/A

	
	n78
	3330
	10
	50
	3330
	19.6
	IMD3


---End of changes---
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