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1 Introduction
Referring to the BS RF session report from RAN4#106 (Athens) meeting, the following was captured on the TS 36.181 skeleton in [2]: 
	R4-2302451	TS 36.181 SAN conformance testing skeleton and work-split arrangement
					Type: other		For: Approval
					36.181 v	  CR-  rev  Cat:  (Rel-18)

					Source: Huawei, HiSilicon
Abstract: 
In this contribution we provide TS skeleton, as well as template for the work-split arrangement for TPs drafting.
Decision:		Noted.
Session chair note: The proposed TS 36.181 skeleton in R4-2302451 agreed. 



In this contribution we provide TP to the general sections of TS 36.181, marked in the work-split to be covered by the specification rapporteur.
Content of this TP is a resubmission of [5].	 
2 Discussion
Based on the work-split in [4], the following sections were proposed to be covered by the specification rapporteur: 
	Section number
	Section name in TS 36.181 skeleton
	Assigned company

	1
	Scope
	Spec editor (Huawei)

	2
	References
	

	3
	Definitions, symbols and abbreviations
	

	4.13
	Format and interpretation of tests
	Spec editor (Huawei)

	5
	Operating bands and channel arrangement
	Spec editor (Huawei)



Furthermore, this TP to TS 36.181 provides inputs to multiple general sections, including scope and requirement sections which are not applicable to SAN testing (aligned with TS 36.106).
Inputs to section 3 are mirrored from TS 36.108, and to be further adjusted in the final version of the specification.  

3 Conclusions 
Based on the above discussion, the following proposals were formulated: 

Proposal 1: Approve the attached TP to TS 36.181.
4 References
[1]	RP-223437	WID on NB-IoT/eMTC core & performance requirements for Non-Terrestrial Networks, WID, RAN#98e
[2]	R4-2302451	TS 36.181 SAN conformance testing skeleton and work-split arrangement	Huawei, HiSilicon, RAN4#106 (Athens)
[3]	R4-2302452	Initial discussion on the RF conformance requirements for the IoT NTN SAN	Huawei, HiSilicon, RAN4#106 (Athens)
[4]	R4-2305715	Work-split arrangement for TS 36.181 development	Huawei, HiSilicon
[5]	R4-2302454	TP to TS 36.181: General sections	Huawei, HiSilicon, RAN4#106 (Athens)



Annex A: TP to TS 36.181
------------------------------ Modified section ------------------------------
[bookmark: _Toc127030573]1	Scope
[bookmark: references][bookmark: _Toc127030574]The present document specifies the Radio Frequency (RF) test methods and conformance requirements for Satellite Access Node (SAN) type 1-H and SAN type 1-O, supporting standalone NB-IoT operation or E-UTRA. These have been derived from and are consistent with the conducted requirements for SAN type 1-H, and radiated requirement for SAN type 1-H and SAN type 1-O in SAN specification defined in TS 36.108 [2].
2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[bookmark: definitions][bookmark: _Toc127030575][2]	3GPP TS 36.108: "Evolved Universal Terrestrial Radio Access (E-UTRA); Satellite Access Node radio transmission and reception"
[3]	ITU-R Recommendation SM.329: "Unwanted emissions in the spurious domain".
[4]	ITU-R Recommendation M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000".
[5]	3GPP TR 37.941: "Radio Frequency (RF) conformance testing background for radiated Base Station (BS) requirements"
3	Definitions of terms, symbols and abbreviations
[bookmark: _Toc127030576]3.1	Terms
For the purposes of the present document, the terms given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
SAN RF Bandwidth: RF bandwidth in which a SAN transmits and/or receives single or multiple carrier(s) within a supported operating band.
NOTE:	In single carrier operation, the SAN RF Bandwidth is equal to the SAN channel bandwidth.
SAN RF Bandwidth edge: frequency of one of the edges of the SAN RF Bandwidth.
basic limit: emissions limit relating to the power supplied by a single transmitter to a single antenna transmission line in ITU-R SM.329 [3] used for the formulation of unwanted emission requirements for FR1.
beam: beam (of the antenna) is the main lobe of the radiation pattern of an antenna array.
NOTE:	For certain antenna array, there may be more than one beam.
beam centre direction: direction equal to the geometric centre of the half-power contour of the beam.
beam direction pair: data set consisting of the beam centre direction and the related beam peak direction.
beam peak direction: direction where the maximum EIRP is found.
beamwidth: beam which has a half-power contour that is essentially elliptical, the half-power beamwidths in the two pattern cuts that respectively contain the major and minor axis of the ellipse.
SAN channel bandwidth: RF bandwidth supporting a single E-UTRA RF carrier with the transmission bandwidth configured in the uplink or downlink.
NOTE 1:	The SAN channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.
NOTE 2:	It is possible for the SAN to transmit to and/or receive from one or more satellite UE bandwidth parts that are smaller than or equal to the SAN transmission bandwidth configuration, in any part of the SAN transmission bandwidth configuration.
SAN transmission bandwidth configuration: set of resource blocks located within the SAN channel bandwidth which may be used for transmitting or receiving by the SAN.
Satellite Access Node (SAN): node providing E-UTRA user plane and control plane protocol terminations towards NTN Satellite capable UE, and connected via the NG interface to the 5GC. It encompass a transparent NTN payload on board a NTN platform, a gateway and gNB functions.
[bookmark: _Hlk500327898]Channel edge: lowest or highest frequency of the E-UTRA carrier, separated by the SAN channel bandwidth.
[bookmark: _Hlk494631435][bookmark: _Hlk490252228]directional requirement: requirement which is applied in a specific direction within the OTA coverage range for the Tx and when the AoA of the incident wave of a received signal is within the OTA REFSENS RoAoA or the minSENS RoAoA as appropriate for the receiver. 
equivalent isotropic radiated power: equivalent power radiated from an isotropic directivity device producing the same field intensity at a point of observation as the field intensity radiated in the direction of the same point of observation by the discussed device.
NOTE:	Isotropic directivity is equal in all directions (i.e. 0 dBi).
equivalent isotropic sensitivity: sensitivity for an isotropic directivity device equivalent to the sensitivity of the discussed device exposed to an incoming wave from a defined AoA.
NOTE 1:	The sensitivity is the minimum received power level at which specific requirement is met.
NOTE 2:	Isotropic directivity is equal in all directions (i.e. 0 dBi).
feeder link: Wireless link between satellite-Gateway and satellite.
Geostationary Earth Orbit: Circular orbit at 35,786 km above the Earth's equator and following the direction of the Earth's rotation. An object in such an orbit has an orbital period equal to the Earth's rotational period and thus appears motionless, at a fixed position in the sky, to ground observers.
Low Earth Orbit: Orbit around the Earth with an altitude between 300 and 1500 km.
Highest Carrier: The carrier with the highest carrier frequency transmitted/received in a specified frequency band.
Lowest Carrier:	The carrier with the lowest carrier frequency transmitted/received in a specified frequency band.
maximum carrier output power: mean power level measured per carrier at the indicated interface, during the transmitter ON period in a specified reference condition.
maximum carrier TRP output power: mean power level measured per RIB during the transmitter ON period for a specific carrier in a specified reference condition and corresponding to the declared rated carrier TRP output power (Prated,c,TRP).
maximum total output power: mean power level measured within the operating band at the indicated interface, during the transmitter ON period in a specified reference condition.
maximum total TRP output power: mean power level measured per RIB during the transmitter ON period in a specified reference condition and corresponding to the declared rated total TRP output power (Prated,t,TRP).
measurement bandwidth: RF bandwidth in which an emission level is specified.
minSENS: the lowest declared EIS value for the OSDD's declared for OTA sensitivity requirement.
minSENS RoAoA: The reference RoAoA associated with the OSDD with the lowest declared EIS.
minimum elevation angle: Minimum angle under which the satellite can be seen by a UE.
non-terrestrial networks: Networks, or segments of networks, using an airborne or space-borne vehicle to embark a transmission equipment relay node or SAN.
satellite-gateway: An earth station or gateway is located at the surface of Earth, and providing sufficient RF power and RF sensitivity for accessing to the satellite. 
operating band: frequency range in which E-UTRA operates (paired or unpaired), that is defined with a specific set of technical requirements.
NOTE:	The operating band(s) for a SAN is declared by the manufacturer according to the designations in TS 36.108 [2], tables 5.2-1 and 5.2-2.
OTA coverage range: a common range of directions within which TX OTA requirements that are neither specified in the OTA peak directions sets nor as TRP requirement are intended to be met.
OTA peak directions set: set(s) of beam peak directions within which certain TX OTA requirements are intended to be met, where all OTA peak directions set(s) are subsets of the OTA coverage range.
NOTE:     The beam peak directions are related to a corresponding contiguous range or discrete list of beam centre directions by the beam direction pairs included in the set.
OTA REFSENS RoAoA: the RoAoA determined by the contour defined by the points at which the achieved EIS is 3dB higher than the achieved EIS in the reference direction assuming that for any AoA, the receiver gain is optimized for that AoA.
NOTE:	This contour will be related to the average element/sub-array radiation pattern 3 dB beamwidth.
OTA sensitivity directions declaration: set of manufacturer declarations comprising at least one set of declared minimum EIS values (with SAN channel bandwidth), and related directions over which the EIS applies.
NOTE:	All the directions apply to all the EIS values in an OSDD.
polarization match: condition that exists when a plane wave, incident upon an antenna from a given direction, has a polarization that is the same as the receiving polarization of the antenna in that direction.
radiated interface boundary: operating band specific radiated requirements reference where the radiated requirements apply.
NOTE:	For requirements based on EIRP/EIS, the radiated interface boundary is associated to the far-field region.
Radio Bandwidth: frequency difference between the upper edge of the highest used carrier and the lower edge of the lowest used carrier.
rated beam EIRP: For a declared beam and beam direction pair, the rated beam EIRP level is the maximum power that the SAN is declared to radiate at the associated beam peak direction during the transmitter ON period.
[bookmark: _Hlk496012569]rated carrier output power: mean power level associated with a particular carrier the manufacturer has declared to be available at the indicated interface, during the transmitter ON period in a specified reference condition.
rated carrier TRP output power: mean power level declared by the manufacturer per carrier, for SAN operating in single carrier, multi-carrier, or carrier aggregation configurations that the manufacturer has declared to be available at the RIB during the transmitter ON period.
rated total output power: mean power level associated with a particular operating band the manufacturer has declared to be available at the indicated interface, during the transmitter ON period in a specified reference condition.
rated total TRP output power: mean power level declared by the manufacturer, that the manufacturer has declared to be available at the RIB during the transmitter ON period.
reference beam direction pair: declared beam direction pair, including reference beam centre direction and reference beam peak direction where the reference beam peak direction is the direction for the intended maximum EIRP within the OTA peak directions set.
receiver target: AoA in which reception is performed by SAN types 1-H or SAN type 1-O.
receiver target redirection range: union of all the sensitivity RoAoA achievable through redirecting the receiver target related to particular OSDD.
receiver target reference direction: direction inside the OTA sensitivity directions declaration declared by the manufacturer for conformance testing. For an OSDD without receiver target redirection range, this is a direction inside the sensitivity RoAoA.
reference RoAoA: the sensitivity RoAoA associated with the receiver target reference direction for each OSDD.
requirement set:	one of the E-UTRA SAN requirement's set as defined for SAN type 1-H, SAN type 1-O.
SAN type 1-H: 	Satellite Access Node operating at FR1 with a requirement set consisting of conducted requirements defined at individual TAB connectors and OTA requirements defined at RIB.
SAN type 1-O: 	Satellite Access Node operating at FR1 with a requirement set consisting only of OTA requirements defined at the RIB.
satellite: A space-borne vehicle embarking a bent pipe payload or a regenerative payload telecommunication transmitter, placed into Low-Earth Orbit (LEO) or Geostationary Earth Orbit (GEO). 
sensitivity RoAoA: RoAoA within the OTA sensitivity directions declaration, within which the declared EIS(s) of an OSDD is intended to be achieved at any instance of time for a specific SAN direction setting.
TAB connector: transceiver array boundary connector.
total radiated power: is the total power radiated by the antenna.
NOTE:	The total radiated power is the power radiating in all direction for two orthogonal polarizations.  Total radiated power is defined in both the near-field region and the far-field region.
transceiver array boundary: conducted interface between the transceiver unit array and the composite antenna.
transmission bandwidth: RF Bandwidth of an instantaneous transmission from a satellite UE or SAN, measured in resource block units.
[bookmark: _Toc127030577]3.2	Symbols
For the purposes of the present document, the following symbols apply:
	Percentage of the mean transmitted power emitted outside the occupied bandwidth on the assigned channel.
BeWθ,REFSENS	Beamwidth equivalent to the OTA REFSENS RoAoA in the θ-axis in degrees. Applicable for FR1 only.
BeWφ,REFSENS	Beamwidth equivalent to the OTA REFSENS RoAoA in the φ-axis in degrees. Applicable for FR1 only.
SANChannel	SAN channel bandwidth.
BWConfig	Transmission bandwidth configuration, where BWConfig = E-UTRAB x SCS x 12.
BWContiguous	Contiguous transmission bandwidth, i.e. SAN channel bandwidth for single carrier.
f	Separation between the channel edge frequency and the nominal -3 dB point of the measuring filter closest to the carrier frequency.
fmax	f_offsetmax minus half of the bandwidth of the measuring filter.
ΔfOBUE	Maximum offset of the operating band unwanted emissions mask from the downlink operating band edge.
ΔfOOB	Maximum offset of the out-of-band boundary from the uplink operating band edge.
ΔminSENS	Difference between conducted reference sensitivity and minSENS.
ΔOTAREFSENS	Difference between conducted reference sensitivity and OTA REFSENS.
EISminSENS	The EIS declared for the minSENS RoAoA.
EISREFSENS	OTA REFSENS EIS value.
FC	RF reference frequency on the channel raster, given in TS 36.108 [2], table 5.4.
FC,low	The Fc of the lowest carrier, expressed in MHz.
FC,high	The Fc of the highest carrier, expressed in MHz.
FDL,low	The lowest frequency of the downlink operating band.
FDL,high	The highest frequency of the downlink operating band.
Ffilter	Filter centre frequency.
Foffset,high	Frequency offset from FC,high to the upper SAN RF Bandwidth edge.
Foffset,low	Frequency offset from FC,low to the lower SAN RF Bandwidth edge.
f_offset	Separation between the channel edge frequency and the centre of the measuring. 
f_offsetmax	The offset to the frequency ΔfOBUE outside the downlink operating band.
FUL,low	The lowest frequency of the uplink operating band.
FUL,high	The highest frequency of the uplink operating band.
GBChannel	Minimum guard band defined in TS 36.108 [2], clause 5.3.

	Physical resource block number.
MDL	Offset of NB-IoT Downlink channel number to Downlink EARFCN
MUL	Offset of NB-IoT Uplink channel number to Uplink EARFCN
NDL	Downlink EARFCN
NOffs-DL	Offset used for calculating downlink EARFCN
NOffs-UL	Offset used for calculating uplink EARFCN
NRB	Transmission bandwidth configuration, expressed in resource blocks.
NUL	Uplink EARFCN
PEIRP,N	EIRP level for channel N.
Pmax,c,AC	Maximum carrier output power measured per antenna connector.
[bookmark: _Hlk500709692]Pmax,c,TABC	The maximum carrier output power per TAB connector.
Pmax,c,TRP	Maximum carrier TRP output power measured at the RIB(s), and corresponding to the declared rated carrier TRP output power (Prated,c,TRP).
Pmax,c,EIRP	The maximum carrier EIRP when the SAN is configured at the maximum rated carrier output TRP (Prated,c,TRP).
Prated,c,sys 	Prated,c,sys,GEO for SAN GEO class or Prated,c,sys,LEO for SAN LEO class.
Prated,c,TRP	Rated carrier TRP output power declared per RIB
Prated,c,sys,GEO 	The sum of Prated,c,TABC for all TAB connectors for a single carrier of the SAN GEO class.
Prated,c,sys,LEO 	The sum of Prated,c,TABC for all TAB connectors for a single carrier of the SAN LEO class.
Prated,c,TABC 	Prated,c,TABC,GEO for SAN GEO class or Prated,c,TABC,LEO for SAN LEO class. 
Prated,c,TABC,GEO 	The rated carrier output power per TAB connector of the SAN GEO class.
Prated,c,TABC,LEO 	The rated carrier output power per TAB connector of the SAN LEO class.
Prated,c,TRP	Rated carrier TRP output power declared per RIB.
Prated,t,TRP	Rated total TRP output power declared per RIB.
PREFSENS	Conducted Reference Sensitivity power level.

[bookmark: _Toc127030578]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
[bookmark: _Hlk494631454]AA	Antenna Array
AAS	Active Antenna System
ACLR	Adjacent Channel Leakage Ratio
ACS	Adjacent Channel Selectivity
AoA	Angle of Arrival
AWGN	Additive White Gaussian Noise
BW	Bandwidth
CA	Carrier Aggregation
CP-OFDM	Cyclic Prefix-OFDM
CW	Continuous Wave
DFT-s-OFDM	Discrete Fourier Transform-spread-OFDM
EARFCN	E-UTRA Absolute Radio Frequency Channel Number
EIRP	Equivalent Isotropic Radiated Power
EIS	Equivalent Isotropic Sensitivity
EVM	Error Vector Magnitude
E-UTRA	Evolved UTRA
FR	Frequency Range
FRC	Fixed Reference Channel
GEO	Geostationary Earth Orbiting
ICS	In-Channel Selectivity
LEO	Low Earth Orbiting
MCS	Modulation and Coding Scheme
NB-IoT	Narrowband – Internet of Things
NTN	Non-Terrestrial Network
OBUE	Operating Band Unwanted Emissions
OOB	Out-of-band
OSDD	OTA Sensitivity Directions Declaration
OTA	Over-The-Air
PRB	Physical Resource Block 
QAM	Quadrature Amplitude Modulation
[bookmark: OLE_LINK17]RB	Resource Block
RDN	Radio Distribution Network
RE	Resource Element
REFSENS	Reference Sensitivity
RF	Radio Frequency
RIB	Radiated Interface Boundary
RMS	Root Mean Square (value)
RoAoA	Range of Angles of Arrival 
RX	Receiver
SAN 	Satellite Access Node
SCS	Sub-Carrier Spacing
TAB	Transceiver Array Boundary
TRP	Total Radiated Power
TX	Transmitter

------------------------------ Next modified section ------------------------------
[bookmark: _Toc29809672][bookmark: _Toc36645050][bookmark: _Toc37272104][bookmark: _Toc45884350][bookmark: _Toc53182373][bookmark: _Toc58860114][bookmark: _Toc58862618][bookmark: _Toc61182611][bookmark: _Toc66727924][bookmark: _Toc74961727][bookmark: _Toc75242638][bookmark: _Toc76544984][bookmark: _Toc82595087][bookmark: _Toc89955118][bookmark: _Toc120544792][bookmark: _Toc120545147][bookmark: _Toc120545763][bookmark: _Toc120606667][bookmark: _Toc120607021][bookmark: _Toc120607378][bookmark: _Toc120607735][bookmark: _Toc120608098][bookmark: _Toc120608463][bookmark: _Toc120608843][bookmark: _Toc120609223][bookmark: _Toc120609614][bookmark: _Toc120610005][bookmark: _Toc120610757][bookmark: _Toc120611159][bookmark: _Toc120611568][bookmark: _Toc120611986][bookmark: _Toc120612406][bookmark: _Toc120612833][bookmark: _Toc120613262][bookmark: _Toc120613692][bookmark: _Toc120614122][bookmark: _Toc120614565][bookmark: _Toc120615024][bookmark: _Toc120622201][bookmark: _Toc120622707][bookmark: _Toc120623326][bookmark: _Toc120623851][bookmark: _Toc120624388][bookmark: _Toc120624925][bookmark: _Toc120625462][bookmark: _Toc120625999][bookmark: _Toc120626546][bookmark: _Toc120627102][bookmark: _Toc120627667][bookmark: _Toc120628243][bookmark: _Toc120628828][bookmark: _Toc120629416][bookmark: _Toc120630917][bookmark: _Toc120631568][bookmark: _Toc120632218][bookmark: _Toc120632868][bookmark: _Toc120633518][bookmark: _Toc120634169][bookmark: _Toc120634820][bookmark: _Toc121753944][bookmark: _Toc121754614][bookmark: _Toc121822572][bookmark: _Toc127030615]4.13	Format and interpretation of tests
Each test has a standard format:
X	Title
All tests are applicable to all equipment within the scope of the present document, unless otherwise stated.
X.1	Definition and applicability
This clause gives the general definition of the parameter under consideration and specifies whether the test is applicable to all equipment or only to a certain subset. Required manufacturer declarations may be included here.
X.2	Minimum requirement
This clause contains the reference to the clause to the 3GPP reference (or core) specification which defines the minimum requirement.
X.3	Test purpose
This clause defines the purpose of the test.
X.4	Method of test
X.4.1	General
In some cases there are alternative test procedures or initial conditions. In such cases, guidance for which initial conditions and test procedures can be applied are stated here. In the case only one test procedure is applicable, that is stated here.
X.4.2		First test method
X.4.2.1	Initial conditions
This clause defines the initial conditions for each test, including the test environment, the RF channels to be tested and the basic measurement set-up.
X.4.2.2	Procedure
This clause describes the steps necessary to perform the test and provides further details of the test definition like domain (e.g. frequency-span), range, weighting (e.g. bandwidth), and algorithms (e.g. averaging). The procedure may comprise data processing of the measurement result before comparison with the test requirement (e.g. average result from several measurement positions).
X.4.2a		Alternative test method (if any)
If there are alternative test methods, each is described with its initial conditions and procedures.
X.5	Test requirement
This clause defines the pass/fail criteria for the equipment under test, see clause 4.1.3 (Interpretation of measurement results). Test requirements for every minimum requirement referred in clause X.2 are listed here. Cases where minimum requirements do not apply need not be mentioned.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc127030616]5	Operating bands and channel arrangement
For the operating bands specification, their channel bandwidth configurations, channel spacing and raster, as well as synchronization raster specification, refer to TS 36.108 [2], clause 5 and its relevant clauses.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc120544811][bookmark: _Toc120545166][bookmark: _Toc120545782][bookmark: _Toc120606686][bookmark: _Toc120607040][bookmark: _Toc120607397][bookmark: _Toc120607760][bookmark: _Toc120608125][bookmark: _Toc120608490][bookmark: _Toc120608870][bookmark: _Toc120609250][bookmark: _Toc120609641][bookmark: _Toc120610032][bookmark: _Toc120610784][bookmark: _Toc120611186][bookmark: _Toc120611595][bookmark: _Toc120612013][bookmark: _Toc120612433][bookmark: _Toc120612860][bookmark: _Toc120613289][bookmark: _Toc120613719][bookmark: _Toc120614149][bookmark: _Toc120614592][bookmark: _Toc120615051][bookmark: _Toc120622228][bookmark: _Toc120622734][bookmark: _Toc120623353][bookmark: _Toc120623878][bookmark: _Toc120624415][bookmark: _Toc120624952][bookmark: _Toc120625489][bookmark: _Toc120626026][bookmark: _Toc120626573][bookmark: _Toc120627129][bookmark: _Toc120627694][bookmark: _Toc120628270][bookmark: _Toc120628855][bookmark: _Toc120629443][bookmark: _Toc120630944][bookmark: _Toc120631595][bookmark: _Toc120632245][bookmark: _Toc120632895][bookmark: _Toc120633545][bookmark: _Toc120634196][bookmark: _Toc120634847][bookmark: _Toc121753971][bookmark: _Toc121754641][bookmark: _Toc121822599][bookmark: _Toc127030642]6.4 	Transmit ON/OFF power
The requirement is not applicable in this version of the specification.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc121932974][bookmark: _Toc121908688][bookmark: _Toc124186483][bookmark: _Toc127030659][bookmark: _Toc5084]6.5.4	Time alignment error
The requirement is not applicable in this version of the specification.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc120544831][bookmark: _Toc120545186][bookmark: _Toc120545802][bookmark: _Toc120606706][bookmark: _Toc120607060][bookmark: _Toc120607417][bookmark: _Toc120607780][bookmark: _Toc120608145][bookmark: _Toc120608525][bookmark: _Toc120608905][bookmark: _Toc120609296][bookmark: _Toc120609687][bookmark: _Toc120610088][bookmark: _Toc120610841][bookmark: _Toc120611243][bookmark: _Toc120611652][bookmark: _Toc120612070][bookmark: _Toc120612490][bookmark: _Toc120612917][bookmark: _Toc120613346][bookmark: _Toc120613776][bookmark: _Toc120614206][bookmark: _Toc120614649][bookmark: _Toc120615108][bookmark: _Toc120622285][bookmark: _Toc120622791][bookmark: _Toc120623410][bookmark: _Toc120623935][bookmark: _Toc120624472][bookmark: _Toc120625009][bookmark: _Toc120625546][bookmark: _Toc120626083][bookmark: _Toc120626630][bookmark: _Toc120627186][bookmark: _Toc120627751][bookmark: _Toc120628327][bookmark: _Toc120628912][bookmark: _Toc120629500][bookmark: _Toc120631001][bookmark: _Toc120631652][bookmark: _Toc120632302][bookmark: _Toc120632952][bookmark: _Toc120633602][bookmark: _Toc120634253][bookmark: _Toc120634904][bookmark: _Toc121754028][bookmark: _Toc121754698][bookmark: _Toc121822654][bookmark: _Toc127030702]6.7	Transmitter intermodulation
The requirement is not applicable in this version of the specification.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc21100042][bookmark: _Toc29809840][bookmark: _Toc36645225][bookmark: _Toc37272279][bookmark: _Toc45884525][bookmark: _Toc53182548][bookmark: _Toc58860289][bookmark: _Toc58862793][bookmark: _Toc61182786][bookmark: _Toc66728100][bookmark: _Toc74961904][bookmark: _Toc75242814][bookmark: _Toc76545160][bookmark: _Toc82595263][bookmark: _Toc89955294][bookmark: _Toc98773719][bookmark: _Toc106201478][bookmark: _Toc120611680][bookmark: _Toc120612098][bookmark: _Toc120612518][bookmark: _Toc120612945][bookmark: _Toc120613374][bookmark: _Toc120613804][bookmark: _Toc120614234][bookmark: _Toc120614677][bookmark: _Toc120615136][bookmark: _Toc120622313][bookmark: _Toc120622819][bookmark: _Toc120623438][bookmark: _Toc120623963][bookmark: _Toc120624500][bookmark: _Toc120625037][bookmark: _Toc120625574][bookmark: _Toc120626111][bookmark: _Toc120626658][bookmark: _Toc120627214][bookmark: _Toc120627779][bookmark: _Toc120628355][bookmark: _Toc120628940][bookmark: _Toc120629528][bookmark: _Toc120631029][bookmark: _Toc120631680][bookmark: _Toc120632330][bookmark: _Toc120632980][bookmark: _Toc120633630][bookmark: _Toc120634281][bookmark: _Toc120634932][bookmark: _Toc121754056][bookmark: _Toc121754726][bookmark: _Toc121822682][bookmark: _Toc127030730]7.4.2	In-band blocking
The requirement is not applicable in this version of the specification.
------------------------------ Next modified section ------------------------------
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The requirement is not applicable in this version of the specification.
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7.7	Receiver intermodulation
The requirement is not applicable in this version of the specification.
------------------------------ Next modified section ------------------------------
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The requirement is not applicable in this version of the specification.
------------------------------ Next modified section ------------------------------
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The requirement is not applicable in this version of the specification.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc127030843]9.8	OTA transmitter intermodulation
The requirement is not applicable in this version of the specification.
------------------------------ Next modified section ------------------------------
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The requirement is not applicable in this version of the specification.
------------------------------ Next modified section ------------------------------
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The requirement is not applicable in this version of the specification.
------------------------------ Next modified section ------------------------------
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The requirement is not applicable in this version of the specification.
------------------------------ End of modified section ------------------------------
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