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Topic #1: RRM requirements for NR SL CA

Issue 1-1-1: Scope of RRM requirements for NR SL CA
Agreements:
· RRM requirements specified for LTE V2X CA could be used as baseline for NR SL CA. The requirements could be further discussed based on progress in RAN1/2.
· FFS: Interruption requirements of SL carrier addition/release for NR SL CA
· FFS: Delay requirements of carrier addition/release for NR SL CA
· FFS: Requirements of Selection / Reselection of Synchronization Reference Source under NR SL CA operation
· RAN4 to further investigate if there is any NR specific impact for NR SL CA. 
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Issue 1-1-3: Interruption requirements when NR SL UE performs SL carrier addition/release
Agreements: 
· Investigate interruption requirements when NR SL UE performs SL carrier addition/release using LTE SL CA as starting point
· FFS scenarios and details of the interruption requirements e.g. interruption ratio, interruption length, interruption location.

Issue 1-1-4: Delay requirements of carrier addition/release for NR SL CA
Agreements:
· FFS: RAN4 not to specify delay requirements for SL component carrier addition/release for Mode 2 operation in this WI and it is up to UE implementation.

Issue 1-1-5: Requirements of Selection / Reselection of Synchronization Reference Source under NR SL CA operation
Agreements:
· The procedure and configuration of Selection / Reselection of Synchronization Reference Source under SL CA operation need to be firstly decided in RAN1/2.
· RAN4 to further discuss if any other impacted requirements.

Topic #2: RRM requirements for Co-channel coexistence for LTE SL and NR SL
Issue 2-1-1: General
Agreements:
· Wait for further RAN1 progress and conclusion for co-channel coexistence for LTE SL and NR SL.

Issue 2-1-2: Whether to reuse existing RRM requirements for Co-channel coexistence for LTE SL and NR SL
Candidate options:
· Option 1: The existing RRM requirements are applicable for the co-channel coexistence solution of TDM-based semi-static resource pool partitioning
· Option 2: Wait for RAN1’s conclusion on co-channel coexistence solutions, e.g., for dynamic resource pool.

Issue 2-1-3: Others
Candidate options:
RAN4 can discuss the following proposals when RAN1 has completed to SL-CoEx work if needed.
· P1: RAN4 to determine a set of evaluation parameters for NR SL and LTE SL coexistence. This can be with two perfectly aligned resource pools (in time and frequency) as well as equal subchannel sizes.
· P2: No enhancements for the IDC framework from Rel-16 is needed to support Type A devices for LTE and NR co-channel coexistence.

