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Topic #1:  LS to RAN2
Sub-topic 1-1: LS on Type 2 NR-CA to RAN2
< Issue 1-1: Whether to send LS on Type 2 NR-CA UE to RAN2 >
Way Forward:
· Wait for the conclusions and requirements of RRM and Demod part.
· Continue further discussion on capability for UE RF.
· Wait for conclusions on UE configuration assumption for Type 2 NR-CA in the next meeting.

Topic #2: UE configuration assumption for Type-2 NR-CA and Type-3 EN-DC/NR-CA
Sub-topic 2-1: UE configuration assumption
< Issue 2-1-1: Whether UE supports to switch between Type 1 and Type 2 on a request from BS >
[bookmark: _Hlk128737667]Agreement:
· Type 1 and Type 2 means different UE capability.
· Type 1 is mandatory and Type 2 is optional.

< Issue 2-1-2: Whether Type 1 shall be default when no request comes from BS >
Way Forward:
· Type 1 is default as baseline to continue the following discussions.
· How UE behaves in case of UE is configured change from default (Type 1 UE) to Type 2.
· Whether to need signalling from BS to UE operating as Type 1 for configuring Type 2 as the standardized solution.
· FFS about the definition of Type1 in the next meeting.

< Issue 2-1-2-1: How UE behaves in case of UE is configured change from default (Type 1 UE) to Type 2 >
Way forward: 
· Encourage companies to provide their views on how UE behave in case of UE is configured change from default (Type 1 UE) to Type 2.
· Continue further discussions in the next meeting.

< Issue 2-1-2-2: Whether to need signalling from BS to UE operating as Type 1 for configuring Type 2 as the standardized solution >
Way forward: 
· Continue further discussions in the next meeting.

< Issue 2-1-3: Whether UE supports to configure between Type 1 and Type 3 on a request from BS and also Type 1 shall be default when no request comes from BS >
Agreement:
· Postpone to discuss whether UE supports to configure between Type 1 and Type 3 on a request from BS and also Type 1 shall be default when no request comes from BS to future release.

< Issue 2-1-4: Whether for UE supporting Type-3, clarification is required to reconfigure to Type-2 or not >
Agreement:
· [bookmark: _GoBack]Postpone to discuss whether for UE supporting Type-3, clarification is required to reconfigure to Type-2 or not to future release.

Topic #3: Type 3a/3b UE for 4 layer MIMO case (non-collocated non-contiguous intra-band NR-CA and inter-band EN-DC) 
Sub-topic 3-1: Postpone Type 3a/3b UE
< Issue 3-1-1: Whether to postpone/stop Type 3a/3b UE for 4 layer MIMO case >
Agreement:
· RAN4 suggests to postpone Type 3a/3b to future release.

Sub-topic 3-2: RF requirements for Type 3a/3b UE
< Issue 3-2-1: Whether to decouple discussion on MRTD and power imbalance requirement for Type 3a/3b >
Agreement:
· Postpone to discuss whether to decouple discussion on MRTD and power imbalance requirement for Type 3a/3b to future release.

< Issue 3-2-2: Whether to keep TAE/network synchronization requirement for Type 3a/3b >
Agreement:
· Postpone to discuss whether to keep TAE/network synchronization requirement for Type 3a/3b to future release.

< Issue 3-2-3: Whether to cope with both 25dB power imbalance (including the relaxation<25dB) and MRTD>CP Length for Type 3a/3b >
Agreement:
· Postpone to discuss whether to cope with both 25dB power imbalance (including the relaxation<25dB) and MRTD>CP Length for Type 3a/3b to future release.

< Issue 3-2-4: With the assumption MRTD>CP, whether to discuss the RF requirement/performance for 25dB power imbalance (including the relaxation<25dB) for type3a/3b based on companies’ input for Type 3a/3b >
Agreement:
· Postpone to discuss with the assumption MRTD>CP, whether to discuss the RF requirement/performance for 25dB power imbalance (including the relaxation<25dB) for type3a/3b based on companies’ input for Type 3a/3b to future release.

Topic #4:  Type 4a/4b UE for 4 layer MIMO case (non-collocated non-contiguous intra-band NR-CA and inter-band EN-DC) 
Sub-topic 4-1: Postpone Type 4a/4b UE
< Issue 4-1-1: Whether to postpone Type 4a/4b UE for 4 layer MIMO case >
Agreement:
· RAN4 suggests to postpone Type 4a/4b to future release.

Sub-topic 4-2: RF requirements on Type 4a/4b UE for 4 layer MIMO case
< Issue 4-2-1: Whether UE Type 2 power imbalance is re-used for Type 4a/4b >
Agreement:
· Postpone to discuss whether UE Type 2 power imbalance is re-used for Type 4a/4b to future release.
Way forward: 
· In case of that RAN4 discuss Type 4a/4b in future release, Type 2 requirement will be a baseline.

< Issue 4-2-2: Whether BS TAE is 3us >
Agreement:
· Postpone to discuss whether BS TAE is 3us to future release.

< Issue 4-2-3: Whether MRTD=33us for Type 4a/4b >
Agreement:
· Postpone to discuss whether MRTD=33us for Type 4a/4b to future release.
Way forward: 
· In case of that RAN4 discuss Type 4a/4b in future release, RRM requirement will be basically discussed in RRM part.

Sub-topic 4-3: UE Capability on Type 4a/4b UE for 4 layer MIMO case
< Issue 4-3-1: Whether to introduce UE Capability for Type 4a/4b >
Agreement:
· Postpone to discuss whether to introduce UE Capability for Type 4a/4b to future release.

Topic #5: General topic for Type 2/3/4 
Sub-topic 5-1: Contiguous 2CC and non-contiguous 3CC for Type2/3/4
< Issue 5-1-1: Whether to postpone non-collocated contiguous 2CC and non-contiguous 3CC intra-band NR-CA and inter-band EN-DC >
Agreement:
· RAN4 suggests to postpone non-collocated contiguous 2CC and non-contiguous 3CC for intra-band NR-CA (Type 2/3/4) and inter-band EN-DC (Type 3/4) to future release.
