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<< Start of changed sections >>
[bookmark: _Toc21339455][bookmark: _Toc29804672][bookmark: _Toc36548242][bookmark: _Toc37253460][bookmark: _Toc37253792][bookmark: _Toc37321561][bookmark: _Toc37322746][bookmark: _Toc45889614][bookmark: _Toc52203806][bookmark: _Toc53172596][bookmark: _Toc61118363][bookmark: _Toc67923159][bookmark: _Toc75295822][bookmark: _Toc76510247][bookmark: _Toc83130952][bookmark: _Toc90589198][bookmark: _Toc98870200][bookmark: _Toc106545758][bookmark: _Toc114501280][bookmark: _Toc115255575][bookmark: _Toc124292006][bookmark: _Toc124292369][bookmark: _Toc124293074][bookmark: _Toc130569316][bookmark: _Toc131707526]6.5.3.1	Spurious emission band UE co-existence
This clause specifies the requirements for the specified NR band, for coexistence with protected bands.
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
Table 6.5.3.1-1: Requirements
	[bookmark: _Hlk507580969]NR Band
	Spurious emission 
	

	
	Protected band/frequency range
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	n257
	NR Band n260
	FDL_low 
	-
	FDL_high
	-2
	100
	

	
	NR Band n263
	FDL_low
	-
	FDL_high
	TBD
	100
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	
	Frequency range
	23600
	-
	24000
	1
	200
	3

	n258
	NR Band n263
	FDL_low
	-
	FDL_high
	TBD
	100
	

	[bookmark: _Hlk507580939]n258
	Frequency range
	57000
	-
	66000
	2
	100
	

	n260
	NR Band 257
	FDL_low 
	-
	FDL_high
	-5
	100
	

	
	NR Band 261
	FDL_low 
	-
	FDL_high
	-5
	100
	

	
	NR Band 262
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	NR Band n263
	FDL_low
	-
	FDL_high
	TBD
	100
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	n261
	NR Band 260
	FDL_low 
	-
	FDL_high
	-2
	100
	

	
	NR Band n263
	FDL_low
	-
	FDL_high
	TBD
	100
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	NOTE 1:	FDL_low and FDL_high refer to each NR frequency band specified in Table 5.2-1
NOTE 2:	Void
NOTE 3:	The protection of frequency range 23600-24000 MHz is meant for protection of satellite passive services.



<< Unchanged sections omitted >>
[bookmark: _Toc61118375][bookmark: _Toc67923171][bookmark: _Toc75295834][bookmark: _Toc76510259][bookmark: _Toc83130964][bookmark: _Toc90589210][bookmark: _Toc98870212][bookmark: _Toc106545770][bookmark: _Toc114501292][bookmark: _Toc115255587][bookmark: _Toc124292018][bookmark: _Toc124292381][bookmark: _Toc124293086][bookmark: _Toc130569328][bookmark: _Toc131707538]6.5A.3.1	Spurious emission band UE co-existence for UL CA
This clause specifies the requirements for the specified UL carrier aggregation configurations for coexistence with protected bands.
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
For intra-band contiguous carrier aggregation, the requirements in Table 6.5A.3.1-1 apply.
	Table 6.5A.3-1: Void	
Table 6.5A.3.1-1: Requirements for CA
	UL CA for any CA bandwidth class
	Spurious emission 

	
	Protected band / frequency range
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_n257
	NR Band n260
	FDL_low 
	-
	FDL_high
	-2
	100
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	
	Frequency range
	23600
	-
	24000
	1
	200
	2

	CA_n258
	Frequency range
	57000
	-
	66000
	2
	100
	

	CA_n260
	NR Band 257
	FDL_low 
	-
	FDL_high
	-5
	100
	

	
	NR Band 261
	FDL_low 
	-
	FDL_high
	-5
	100
	

	
	NR Band 262
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	CA_n261
	NR Band 260
	FDL_low 
	-
	FDL_high
	-2
	100
	

	
	NR Band 262
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	NOTE 1:	FDL_low and FDL_high refer to each NR frequency band specified in Table 5.2-1
NOTE 2:	The protection of frequency range 23600-24000 MHz is meant for protection of satellite passive services.



<< End of changes >>
