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	Reason for change:
	(1) Similar corrections which were agreed at RAN4 #106 (R4-2303204) for FR2 should be applied to FR1 BFD and LR test requirements.

Relationship of SNR_SSB (or SNR_CSI-RS) q0, q1, rsrp-ThresholdSSB (or rsrp-ThresholdCSI-RS) and Qout_LR_SSB (or Qout_LR_CSI-RS) in current figures for BFD TCs are not clear and confusing. Figure A.4.5.5.1.1-1 for example below, it look like the SNR level of SSB q0 at T1 is intended as higher than rsrp-ThresholdSSB. Or  SNR_SSB q1 level also has to be below Qout_LR_SSB during T1 and T2. However actually SNR_SSB q0 only needs to fulfill the relationship with Qout_LR_SSB and SSB q1 needs to fulfill the relationship between rsrp-ThresholdSSB. 
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To correct those ambiguities among those signal levels and thresholds, current figure should be splitted to clarify those relationship independently.

(2) There are some typos at a title of figure or a parameter name.
(3) There are inconsistencies between test purpose, test parameters, patameter name in A.4.5.5.7.1/ A.4.5.5.8.1/ A.6.5.5.7 and the associated names in figure A.4.5.5.7.1-1/ A.4.5.5.8.1-1/ A.6.5.5.7.1-1. 

e.g.(1) In A.4.5.5.7.1, descriptions at test purpose is misleading that the beam failure shall occur both at TRP0 and TRP1. In the actual test parameter, SNR_SSB of set q0,1 does not change throughout the test. (i.e. Beam failure does not occur at TRP1 side.) 

Extract from A.4.5.5.7.1
The purpose of this test is to verify that the UE properly detects the TRP specific SSB-based beam failure in the set (q0,0), (q0,1) configured for a serving PSCell and that the UE performs correct SSB-based link recovery based on beam candidate set (q1,0) and (q1,1).  

e.g.(2) In figure A.4.5.5.7.1-1, SNR levels of TRPs are named as TRP1 and TRP2 while they are described as TRP0 and TRP1 in test parameter table.

e.g.(3) In figure A.4.5.5.7.1-1, SNR levels of TRP0 and TRP1 are described as SSB q0,0 or SSB q1,0 while they are described as SSB q0,0 or SSB q0,1 in test parameter table.

 (4)  Configurations of “SNR_CSI-RS of set q11” and “SSB_RP of set q11” 
       (or CSI-RS_RP of set q11) are not specified in A.4.5.5.8 and A.6.5.5.7.
       They should be aligned among TRP specific BFD and LR test cases. 


	1
	

	Summary of change:
	(1) Figures to show relationship between SSB_RP (or CSI-RS_RP) levels and thresholds are replaced. 
Reference of figure number is corrected.

(2) Typo is corrected in the figure title. (non-DRX -> DRX)
rsrp-ThresholdSSB -> rsrp-ThresholdCSI-RS for CSI-RS based TC.
Qin_LR_SSB -> Qin_LR_CSI-RS for CSI-RS based TC.

(3) Corrected descriptions of test purpose, parameters and figures in A.4.5.5.7/A.4.5.5.8/ A.6.5.5.7. 

(4) Added parameters of “SNR_CSI-RS of set q11” and “SSB_RP of set q11” (or CSI-RS_RP of set q11) in A.4.5.5.8 and A.6.5.5.7. 
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<<Unchanged sections skipped>>
<<Start of change>>
A.4.5.5	Beam Failure Detection and Link recovery procedures
[bookmark: _Toc535476216][bookmark: _Toc535476219]A.4.5.5.1	EN-DC Beam Failure Detection and Link Recovery Test for FR1 PSCell configured with SSB-based BFD and LR in non-DRX mode
[bookmark: _Toc535476217]A.4.5.5.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects SSB-based beam failure in the set q0 configured for a serving PSCell and that the UE performs correct SSB-based link recovery based on beam candidate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the PSCell, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the SSB based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.4.5.5.1.1-1, A.4.5.5.1.1-2, A.4.5.5.1.1-3 and A.4.5.5.1.1-4 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.5.1.1-1 shows the variation of the downlink SNR of the PCell and the SNR of the SSB in set q0 in the active PSCell to emulate SSB based beam failure. Figure A.4.5.5.1.1-1 2 additionally shows the variation of the downlink L1-RSRP of the SSB in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5  ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms) in test 1.
Table A.4.5.5.1.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.5.1.1-2: General test parameters for FR1 PSCell for SSB-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active E-UTRA PCell 
	
	Cell 1
	

	E-UTRA RF Channel Number
	
	1
	

	Active PSCell
	
	Cell 2
	

	RF Channel Number
	
	2
	

	Duplex mode
	Config 1, 4
	
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	

	BWchannel	Comment by Anritsu: Should be combined from config 1 to 6.
	Config 1, 4
	MHz
	10: NRB,c = 52
	

	
	Config 2, 5
	
	10: NRB,c = 52
	

	
	Config 3, 6
	
	40: NRB,c = 106
	

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1
	

	TDD 
	Config 1, 4
	
	Not Applicable
	

	Configuration
	Config 2, 5
	
	TDDConf.1.1
	

	
	Config 3, 6
	
	TDDConf.2.1
	

	CORESET 
	Config 1, 4
	
	CR.1.1 FDD
	

	RMSI CORESET 
	Config 1, 4
	
	CR.1.1 FDD
	

	Reference
	Config 2, 5
	
	CR.1.1 TDD
	

	Channel
	Config 3, 6
	
	CR.2.1 TDD
	

	Dedicated CORESET 
	Config 1, 4
	
	CCR.1.1 FDD
	

	Reference
	Config 2, 5
	
	CCR.1.1 TDD
	

	SSB 
	Config 1, 4
	
	SSB.3 FR1
	

	Configuration
	Config 2, 5
	
	SSB.3 FR1
	

	
	Config 3, 6
	
	SSB.4 FR1
	

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1
	

	
	Config 3, 6
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier 
	Config 1, 2, 4, 5
	
	15 KHz
	

	spacing
	Config 3, 6
	
	30 KHz
	

	PRACH Configuration
	Config 1, 2, 4, 5
	
	Table A.3.8.2.2-1
	

	
	Config 3, 6
	
	Table A.3.8.2.2-1
	

	SSB Index assigned as BFD RS (q0)
	
	0
	

	SSB Index assigned as CBD RS (q1)
	
	1
	

	OCNG parameters
	
	OP.1
	

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure 
	DCI format
	
	1-0
	

	detection transmission parameters
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	OFF
	

	Gap pattern ID 
	
	gp0
	

	gapOffset
	
	0
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	Config 1, 2, 4, 5
	dBm/SCS kHz
	-98
	Threshold used for Qin_LR_SSB

	
	Config 3, 6
	
	-95
	

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see TS 38.321 [7], clause 5.17

	beamFailureDetectionTimer
	
	pbfd4
	see TS 38.321 [7], clause 5.17

	CSI-RS 
	Config 1, 4
	
	CSI-RS.1.1 FDD
	

	configuration for 
	Config 2, 5
	
	CSI-RS.1.1 TDD
	

	CSI reporting
	Config 3, 6
	
	CSI-RS.2.1 TDD
	

	CSI-RS for 
	Config 1, 4
	
	TRS.1.1 FDD
	

	tracking
	Config 2, 5
	
	TRS.1.1 TDD
	

	
	Config 3, 6
	
	TRS.1.2 TDD
	

	SSB Index assigned as RLM RS
	
	0,1
	

	T310 timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	0.2
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.37
	

	T3
	s
	0.24
	

	T4
	s
	0
	

	T5
	s
	0.17
	

	D1
	s
	0.13
	

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test.



Table A.4.5.5.1.1-3: Cell specific test parameters for FR1 PSCell for SSB-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_SSB of set q0
	Config 1, 4
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2, 5
	
	5
	-3
	-12
	-12
	-12

	
	Config 3, 6
	
	5
	-3
	-12
	-12
	-12

	SNR_SSB of set q1
	Config 1, 4
	dB
	-10
	-10
	10
	10
	10

	
	Config 2, 5
	
	-10
	-10
	10
	10
	10

	
	Config 3, 6
	
	-10
	-10
	10
	10
	10

	SSB_RP of set q1
	Config 1, 4
	dBm/SCS 
	-108
	-108
	-88
	-88
	-88

	
	Config 2, 5
	kHz
	-108
	-108
	-88
	-88
	-88

	
	Config 3, 6
	
	-105
	-105
	-85
	-85
	-85

	

	Config 1, 4
	dBm/15 KHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.



Table A.4.5.5.1.1-4: Void
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Figure A.4.5.5.1.1-1: SNR and L1-RSRP variation SSB for SSB-based beam failure detection and link recovery testing in non-DRX mode
[image: グラフ, 箱ひげ図
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Figure A.4.5.5.1.1-2: L1-RSRP level variation for SSB-based beam failure detection and link recovery testing in non-DRX mode

[bookmark: _Toc535476218]A.4.5.5.1.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the UE shall detect beam failure and initiate link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 120+10 ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1. The UE shall not transmit preamble on a beam associated with the candidate beam set q1 earlier than time point B.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476225][bookmark: _Toc535476228]A.4.5.5.2	EN-DC Beam Failure Detection and Link Recovery Test for FR1 PSCell configured with SSB-based BFD and LR in DRX mode
[bookmark: _Toc535476220]A.4.5.5.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects SSB-based beam failure in the set q0 configured for a serving PSCell and that the UE performs correct SSB-based link recovery based on beam candidate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the PSCell, during the evaluation period, and link recovery, when DRX is used. This test will partly verify the SSB based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.4.5.5.2.1-1, A.4.5.5.2.1-2, A.4.5.5.2.1-3, A.4.5.5.2.1-4 and A.4.5.5.2.1-5 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.5.2.1-1 shows the variation of the downlink SNR of the PCell and the SNR of the SSB in set q0 in the active PSCell to emulate SSB based beam failure. Figure A.4.5.5.2.1-1 2 additionally shows the variation of the downlink L1-RSRP of the SSB in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5  ms. In the test, DRX configuration is enabled in PSCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.4.5.5.2.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.5.2.1-2: General test parameters for FR1 PCell for SSB-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active E-UTRA PCell 
	
	Cell 1
	

	E-UTRA RF Channel Number
	
	1
	

	Active PSCell
	
	Cell 2
	

	RF Channel Number
	
	2
	

	Duplex mode
	Config 1, 4
	
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	

	BWchannel
	Config 1, 4
	MHz	Comment by Anritsu: Should be combined from config 1 to 6
	10: NRB,c = 52
	

	
	Config 2, 5
	
	10: NRB,c = 52
	

	
	Config 3, 6
	
	40: NRB,c = 106 
	

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1, 4
	
	Not Applicable
	

	
	Config 2, 5
	
	TDDConf.1.1
	

	
	Config 3, 6
	
	TDDConf.2.1
	

	CORESET Reference 
	Config 1, 4
	
	CR.1.1 FDD
	

	RMSI CORESET Reference 
	Config 1, 4
	
	CR.1.1 FDD
	

	Channel
	Config 2, 5
	
	CR.1.1 TDD
	

	
	Config 3, 6
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference 
	Config 1, 4
	
	CCR.1.1 FDD
	

	Channel
	Config 2, 5
	
	CCR.1.1 TDD
	

	SSB Configuration
	Config 1, 4
	
	SSB.3 FR1
	

	
	Config 2, 5
	
	SSB.3 FR1
	

	
	Config 3, 6
	
	SSB.4 FR1
	

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1
	

	
	Config 3, 6
	
	SMTC.1
	

	PDSCH/PDCCH 
	Config 1, 2, 4, 5
	
	15 KHz
	

	subcarrier spacing
	Config 3, 6
	
	30 KHz
	

	PRACH Configuration
	Config 1, 2, 4, 5
	
	Table A.3.8.2.2-1
	

	
	Config 3, 6
	
	Table A.3.8.2.2-1
	

	SSB Index assigned as BFD RS (q0)
	
	0
	

	SSB Index assigned as CBD RS (q1)
	
	1
	

	OCNG parameters
	
	OP.1
	

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure detection 
	DCI format
	
	1-0
	

	transmission parameters
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	DRX.7
	A.3.3.7

	Gap pattern ID 
	
	N.A.
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	Config 1, 2, 4, 5
	dBm/SCS kHz
	-98
	Threshold used for 

	
	Config 3, 6
	
	-95
	Qin_LR_SSB

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see TS 38.321 [7], clause 5.17

	beamFailureDetectionTimer
	
	pbfd4
	see TS 38.321 [7], clause 5.17

	CSI-RS configuration for CSI reporting	Comment by Anritsu: Should be combined from config 1 to 6
	Config 1, 4
	
	CSI-RS.1.1 FDD
	

	
	Config 2, 5
	
	CSI-RS.1.1 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.1 TDD
	

	CSI-RS for tracking 	Comment by Anritsu: Should be combined from config 1 to 6.
	Config 1, 4
	
	TRS.1.1 FDD
	

	
	Config 2, 5
	
	TRS.1.1 TDD
	

	
	Config 3, 6
	
	TRS.1.2 TDD
	

	SSB Index assigned as RLM RS
	
	0,1
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	5.17
	

	T3
	s
	3.24
	

	T4
	s
	0
	

	T5
	s
	1.97
	

	D1
	s
	1.93
	

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test.



Table A.4.5.5.2.1-3: Cell specific test parameters for FR1 PSCell for SSB-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_SSB of set q0
	Config 1, 4
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2, 5
	
	5
	-3
	-12
	-12
	-12

	
	Config 3, 6
	
	5
	-3
	-12
	-12
	-12

	SNR_SSB of set q1
	Config 1, 4
	dB
	-10
	-10
	10
	10
	10

	
	Config 2, 5
	
	-10
	-10
	10
	10
	10

	
	Config 3, 6
	
	-10
	-10
	10
	10
	10

	SSB_RP of set q1
	Config 1, 4
	dBm/SCS kHz
	-108
	-108
	-88
	-88
	-88

	
	Config 2, 5
	
	-108
	-108
	-88
	-88
	-88

	
	Config 3, 6
	
	-105
	-105
	-85
	-85
	-85

	

	Config 1, 4
	dBm/15 KHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.



[bookmark: _Toc535476221]Table A.4.5.5.2.1-4: Void
Table A.4.5.5.2.1-5: Void
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Figure A.4.5.5.2.1-1: SNR and L1-RSRP variation for SSB-based beam failure detection and link recovery testing in non-DRX mode
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Figure A.4.5.5.2.1-2: L1-RSRP level variation for SSB-based beam failure detection and link recovery testing in DRX mode
A.4.5.5.2.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the UE shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 1920+10 ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1. The UE shall not transmit preamble on a beam associated with the candidate beam set q1 earlier than time point B.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
A.4.5.5.3	EN-DC Beam Failure Detection and Link Recovery Test for FR1 PSCell configured with CSI-RS-based BFD and LR in non-DRX mode
A.4.5.5.3.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects CSI-RS-based beam failure in the set q0 configured for a serving PSCell and that the UE performs correct CSI-RS-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the PSCell, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the CSI-RS based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.4.5.5.3.1-1, A.4.5.5.3.1-2, and A.4.5.5.3.1-3 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.5.3.1-1 shows the variation of the downlink SNR of the PSCell and the SNR of the CSI-RS in set q0 in the active PSCell to emulate CSI-RS based beam failure. Figure A.4.5.5.3.1-1 2 additionally shows the variation of the downlink L1-RSRP of the CSI-RS in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5  ms. In the test, DRX configuration is not enabled.
Table A.4.5.5.3.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.5.3.1-2: General test parameters for FR1 PSCell for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Active PSCell 
	
	Cell 2
	

	RF Channel Number
	
	2
	

	Duplex mode
	Config 1, 4
	
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	

	BWchannel	Comment by Anritsu: Should be combined from config 1 to 6.
	Config 1, 4
	MHz
	10: NRB,c = 52
	

	
	Config 2, 5
	
	10: NRB,c = 52
	

	
	Config 3, 6
	
	40: NRB,c = 106
	

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1, 4
	
	Not Applicable
	

	
	Config 2, 5
	
	TDDConf.1.1
	

	
	Config 3, 6
	
	TDDConf.2.1
	

	RMSI CORESET 
	Config 1, 4
	
	CR.1.1 FDD
	A.3.1.2

	Reference Channel
	Config 2, 5
	
	CR.1.1 TDD
	

	
	Config 3, 6
	
	CR.2.1 TDD
	

	Dedicated CORESET 
	Config 1, 4
	
	CCR.1.1 FDD
	A.3.1.3

	Reference Channel
	Config 2, 5
	
	CCR.1.1 TDD
	

	
	Config 3, 6
	
	CCR.2.1 TDD
	

	SSB Configuration
	Config 1, 4
	
	SSB. 3  FR1
	A.3.10

	
	Config 2, 5
	
	SSB. 3  FR1
	

	
	Config 3, 6
	
	SSB. 4  FR1
	

	SMTC 
	Config 1, 2, 4, 5
	
	SMTC.1
	A.3.11

	Configuration
	Config 3, 6
	
	SMTC.1
	

	PDSCH/PDCCH 
	Config 1, 2, 4, 5
	
	15 KHz
	

	subcarrier spacing
	Config 3, 6
	
	30 KHz
	

	PRACH Configuration
	Config 1, 2, 4, 5
	
	FR1 PRACH configuration 4
	A.3.8.2

	
	Config 3, 6
	
	FR1 PRACH configuration 4
	A.3.8.2

	csi-RS-Index assigned as beam failure detection RS in set q0
	
	0
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure 
	DCI format
	
	1-0
	

	detection transmission parameters
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	OFF
	

	Gap pattern ID 
	
	N.A.
	

	csi-RS-Index assigned as candidate beam detection RS in set q1
	
	1
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-
	Config 1, 2, 4, 5
	dBm/SCS 
	-98
	Threshold used 

	ThresholdSSBThresholdCSI-RS
	Config 3, 6
	kHz
	-95
	for Qin_LR_SSBCSI-RS

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see TS 38.321 [7], clause 5.17

	beamFailureDetectionTimer
	
	pbfd4
	see TS 38.321 [7], clause 5.17

	CSI-RS 
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	configuration for q0
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	and q1
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	CSI-RS 
	Config 1, 4
	
	CSI-RS.1.1 FDD
	A.3.14

	configuration for
	Config 2, 5
	
	CSI-RS.1.1 TDD
	

	CSI reporting
	Config 3, 6
	
	CSI-RS.2.1 TDD
	

	TRS configuration
	Config 1, 4
	
	TRS.1.1 FDD
	

	
	Config 2, 5
	
	TRS.1.1 TDD
	

	
	Config 3, 6
	
	TRS.1.2 TDD
	

	csi-RS-Index 
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	assigned as RLM
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	RS
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.18
	

	T3
	s
	0.14
	

	T4
	s
	0
	

	T5
	s
	0.08
	

	D1
	s
	0.04
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.4.5.5.3.1-3: Cell specific test parameters for FR1 PSCell for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_CSI-RS of set q0
	Config 1, 4
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2, 5
	
	5
	-3
	-12
	-12
	-12

	
	Config 3, 6
	
	5
	-3
	-12
	-12
	-12

	SNR_CSI-RS of set q1
	Config 1, 4
	dB
	-10
	-10
	10
	10
	10

	
	Config 2, 5
	
	-10
	-10
	10
	10
	10

	
	Config 3, 6
	
	-10
	-10
	10
	10
	10

	CSI-RS_RP of set q1
	Config 1, 4
	dBm/SCS 
	-108
	-108
	-88
	-88
	-88

	
	Config 2, 5
	kHz
	-108
	-108
	-88
	-88
	-88

	
	Config 3, 6
	
	-105
	-105
	-85
	-85
	-85

	

	Config 1, 4
	dBm/15 KHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the REs carrying CSI-RS.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.
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Figure A.4.5.5.3.1-1: SNR and L1-RSRP variation for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
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Figure A.4.5.5.3.1-2: L1-RSRP level variation for CSI-RS based beam failure detection and link recovery testing in non-DRX mode
A.4.5.5.3.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the UE shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 30+10 ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1. The UE shall not transmit preamble on a beam associated with the candidate beam set q1 earlier than time point B.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
A.4.5.5.4	EN-DC Beam Failure Detection and Link Recovery Test for FR1 PSCell configured with CSI-RS-based BFD and LR in DRX mode
[bookmark: _Toc535476226]A.4.5.5.4.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects CSI-RS-based beam failure in the set q0 configured for a serving PSCell and that the UE performs correct CSI-RS-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the PSCell, during the evaluation period, and link recovery, when DRX is used. This test will partly verify the CSI-RS based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.4.5.5.4.1-1, A.4.5.5.4.1-2, A.4.5.5.4.1-3, and A.4.5.5.4.1-4 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test.  The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.5.4.1-1 shows the variation of the downlink SNR of the PSCell and the SNR of the CSI-RS in set q0 in the active PSCell to emulate CSI-RS based beam failure. Figure A.4.5.5.4.1-1 2 additionally shows the variation of the downlink L1-RSRP of the CSI-RS in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5  ms. In the test, DRX configuration is enabled in PSCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.4.5.5.4.1-1: Supported test configurations for FR1 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.5.4.1-2: General test parameters for FR1 PSCell for CSI-RS-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Active PSCell 
	
	Cell 2
	

	RF Channel Number
	
	2
	

	Duplex mode
	Config 1, 4
	
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	

	BWchannel
	Config 1, 4
	MHz	Comment by Anritsu: Should be combined from config 1 to 6.
	10: NRB,c = 52
	

	
	Config 2, 5
	
	10: NRB,c = 52
	

	
	Config 3, 6
	
	40: NRB,c = 106
	

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1, 4
	
	Not Applicable
	

	
	Config 2, 5
	
	TDDConf.1.1
	

	
	Config 3, 6
	
	TDDConf.2.1
	

	RMSI CORESET Reference 
	Config 1, 4
	
	CR.1.1 FDD
	A.3.1.2

	Channel
	Config 2, 5
	
	CR.1.1 TDD
	

	
	Config 3, 6
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference 
	Config 1, 4
	
	CCR.1.1 FDD
	A.3.1.3

	Channel
	Config 2, 5
	
	CCR.1.1 TDD
	

	
	Config 3, 6
	
	CCR.2.1 TDD
	

	SSB Configuration
	Config 1, 4
	
	SSB. 3  FR1
	A.3.10

	
	Config 2, 5
	
	SSB. 3  FR1
	

	
	Config 3, 6
	
	SSB. 4  FR1
	

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1
	A.3.11

	
	Config 3, 6
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz
	

	
	Config 3, 6
	
	30 KHz
	

	PRACH Configuration
	Config 1, 2, 4, 5
	
	FR1 PRACH configuration 4
	A.3.8.2

	
	Config 3, 6
	
	FR1 PRACH configuration 4
	A.3.8.2

	csi-RS-Index assigned as beam failure detection RS in set q0
	
	0
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure detection 
	DCI format
	
	1-0
	

	transmission parameters
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	DRX.7
	A.3.3.7

	Gap pattern ID 
	
	N.A.
	

	csi-RS-Index assigned as candidate beam detection RS in set q1
	
	1
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSBThresholdCSI-RS
	Config 1, 2, 4, 5
	dBm/SCS kHz
	-98
	Threshold used 

	
	Config 3, 6
	
	-95
	for Qin_LR_SSBCSI-RS

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see TS 38.321 [7], clause 5.17

	beamFailureDetectionTimer
	
	pbfd4
	see TS 38.321 [7], clause 5.17

	CSI-RS configuration for q0 and q1
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	CSI-RS configuration for CSI reporting
	Config 1, 4
	
	CSI-RS.1.1 FDD
	A.3.14

	
	Config 2, 5
	
	CSI-RS.1.1 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.1 TDD
	

	TRS configuration
	Config 1, 4
	
	TRS.1.1 FDD
	

	
	Config 2, 5
	
	TRS.1.1 TDD
	

	
	Config 3, 6
	
	TRS.1.2 TDD
	

	csi-RS-Index assigned as RLM RS
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	8.37
	

	T3
	s
	6.44
	

	T4
	s
	0
	

	T5
	s
	1.97
	

	D1
	s
	1.93
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.4.5.5.4.1-3: Cell specific test parameters for FR1 PSCell for CSI-RS-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_CSI-RS of set q0
	Config 1, 4
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2, 5
	
	5
	-3
	-12
	-12
	-12

	
	Config 3, 6
	
	5
	-3
	-12
	-12
	-12

	SNR_CSI-RS of set q1
	Config 1, 4
	dB
	-10
	-10
	10
	10
	10

	
	Config 2, 5
	
	-10
	-10
	10
	10
	10

	
	Config 3, 6
	
	-10
	-10
	10
	10
	10

	CSI-RS_RP of set q1
	Config 1, 4
	dBm/SCS 
	-108
	-108
	-88
	-88
	-88

	
	Config 2, 5
	kHz
	-108
	-108
	-88
	-88
	-88

	
	Config 3, 6
	
	-105
	-105
	-85
	-85
	-85

	

	Config 1, 4
	dBm/15 KHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the REs carrying CSI-RS.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.



Table A.4.5.5.4.1-4: Void
Table A.4.5.5.4.1-5: Void
Table A.4.5.5.4.1-6: Void
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Figure A.4.5.5.4.1-1: SNR and L1-RSRP variation for CSI-RS-based beam failure detection and link recovery testing in DRX mode
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Figure A.4.5.5.4.1-2: L1-RSRP level variation for CSI-RS based beam failure detection and link recovery testing in DRX mode

[bookmark: _Toc535476227]A.4.5.5.4.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the UE shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 1920+10 ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1. The UE shall not transmit preamble on a beam associated with the candidate beam set q1 earlier than time point B.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
A.4.5.5.5	EN-DC Beam Failure Detection and Link Recovery Test for FR1 SCell configured with CSI-RS-based BFD and SSB-based LR in non-DRX mode
A.4.5.5.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects CSI-RS-based beam failure in the set q0 configured for a serving SCell and that the UE performs correct SSB-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the SCell without schedulingRequestID-BFR-SCell-r16 configuration, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.4.5.5.5.1-1, A.4.5.5.5.1-2, and A.4.5.5.5.1-3 below. There are three cells, cell 1 is the E-UTRAN PCell, cell 2 is the PSCell and cell 3 is the SCell, in the test. UE is not provided by schedulingRequestID-BFR-SCell-r16, i.e., no configuration for PUCCH transmission resources, and UE shall perform the random access procedure to recover the beam failure. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.5.5.1-1 shows the SNR of the CSI-RS in set q0 in the active SCell to emulate beam failure. Figure A.4.5.5.5.1-1 2 additionally shows the variation of the downlink L1-RSRP of the SSB in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1, cell 2 and cell3. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is not enabled.
Table A.4.5.5.5.1-1: Supported test configurations for FR1 PCell and SCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.5.5.1-2: General test parameters for FR1 SCell for beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	E-UTRA RF Channel Number
	
	1
	

	Active PSCell 
	
	Cell 2
	

	RF Channel Number for PSCell
	
	2
	

	Active SCell 
	
	Cell 3
	

	RF Channel Number for SCell
	
	3
	

	Duplex mode
	Config 1, 4
	
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	

	BW channel
	Config 1, 4
	
	10: NRB,c = 52
	

	
	Config 2, 5
	MHz
	10: NRB,c = 52
	

	
	Config 3, 6
	
	40: NRB,c = 106
	

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1, 4
	
	Not Applicable
	

	
	Config 2, 5
	
	TDDConf.1.1
	

	
	Config 3, 6
	
	TDDConf.2.1
	

	CORESET 
	Config 1, 4
	
	CR.1.1 FDD
	A.3.1.2

	Reference Channel
	Config 2, 5
	
	CR.1.1 TDD
	

	
	Config 3, 6
	
	CR.2.1 TDD
	

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1
	A.3.10

	
	Config 2, 5
	
	SSB.1 FR1
	

	
	Config 3, 6
	
	SSB.2 FR1
	

	SMTC Configuration
	Config 1, 2, 3, 4, 5, 6
	
	SMTC.1
	A.3.11

	PDSCH/PDCCH 
	Config 1, 2, 4, 5
	kHz
	15 
	

	subcarrier spacing
	Config 3, 6
	
	30 
	

	PRACH Configuration
	Config 1, 2, 4, 5
	
	Table A.3.8.2.2-1
	

	
	Config 3, 6
	
	Table A.3.8.2.2-1
	

	csi-RS-Index assigned as beam failure detection RS in set q0 in activated SCell
	
	0
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure 
	DCI format
	
	1-0
	

	detection transmission parameters
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	OFF
	

	Gap pattern ID 
	
	N.A.
	

	schedulingRequestID-BFR-SCell-r16
	
	absent
	When the field is absent, the random access procedure will be triggered for SCell BFR

	SSB Index assigned as CBD RS (q1) in activated SCell
	
	0
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-
	Config 1, 2, 4, 5
	dBm/SCS 
	-98
	Threshold used 

	ThresholdBFR
	Config 3, 6
	
	-95
	for Qin_LR_SSB

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see TS 38.321 [7], clause 5.17

	beamFailureDetectionTimer
	
	pbfd4
	see TS 38.321 [7], clause 5.17

	CSI-RS 
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	configuration for q0 in activated SCell
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	CSI-RS 
	Config 1, 4
	
	CSI-RS.1.1 FDD
	A.3.14

	configuration for
	Config 2, 5
	
	CSI-RS.1.1 TDD
	

	CSI reporting
	Config 3, 6
	
	CSI-RS.2.1 TDD
	

	TRS configuration
	Config 1, 4
	
	TRS.1.1 FDD
	

	
	Config 2, 5
	
	TRS.1.1 TDD
	

	
	Config 3, 6
	
	TRS.1.2 TDD
	

	csi-RS-Index 
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	assigned as RLM
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	RS in PSCell
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.18
	

	T3
	s
	0.14
	

	T4
	s
	0
	

	T5
	s
	0.17
	

	D1
	s
	0.13
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.4.5.5.5.1-3: Cell specific test parameters for FR1 PSCell and SCell for beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Cell2
	Test 1 Cell3

	
	
	T1 to T5
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	
	

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	
	

	SNR_CSI-RS of set q0
	Config 1, 4
	dB
	5
	5
	-3
	-12
	-12
	-12

	
	Config 2, 5
	
	5
	5
	-3
	-12
	-12
	-12

	
	Config 3, 6
	
	5
	5
	-3
	-12
	-12
	-12

	SNR_SSB of set q1
	Config 1, 4
	dB
	-10
	-10
	-10
	10
	10
	10

	
	Config 2, 5
	
	-10
	-10
	-10
	10
	10
	10

	
	Config 3, 6
	
	-10
	-10
	-10
	10
	10
	10

	SSB_RP of set q1
	Config 1, 4
	dBm/SCS kHz
	-108
	-108
	-108
	-88
	-88
	-88

	
	Config 2, 5
	
	-108
	-108
	-108
	-88
	-88
	-88

	
	Config 3, 6
	
	-105
	-105
	-105
	-85
	-85
	-85

	

	Config 1, 4
	dBm/15 kHz
	-98
	-98

	
	Config 2, 5
	
	-98
	-98

	
	Config 3, 6
	
	-98
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the REs carrying CSI-RS.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause [A.3.6].
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Figure A.4.5.5.5.1-1: SNR and L1-RSRP variation for beam failure detection and link recovery testing for SCell in non-DRX mode
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Figure A.4.5.5.5.1-2: L1-RSRP level variation for beam failure detection and link recovery testing for SCell in non-DRX mode

A.4.5.5.5.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 2.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 2 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 2.
During T3 the UE shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 120+10 ms after the start of T5, the UE shall transmit preamble for UL-SCH resource application, followed by MAC-CE on the assigned uplink resources containing  a beam associated with the candidate beam set q1. The UE shall not transmit preamble earlier than time point B.
During T5, the System Simulator shall transmit a Random Access Response to UE after the System Simulator receives the preamble from UE. The UE shall transmit the msg.3 containing candidate beam set q1 for SCell BFR if UE receives the Random Access Response.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
A.4.5.5.6	EN-DC Beam Failure Detection and Link Recovery Test for FR1 SCell configured with CSI-RS-based BFD and SSB-based LR in DRX mode
A.4.5.5.6.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects CSI-RS based beam failure in the set q0 configured for a serving SCell and that the UE performs correct SSB-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the SCell without schedulingRequestID-BFR-SCell-r16 configuration, during the evaluation period, and link recovery, when DRX is used. This test will partly verify the beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.4.5.5.6.1-1, A.4.5.5.6.1-2, and A.4.5.5.6.1-3below. There are three cells, cell 1 is the E-UTRAN PCell, cell 2 is the PSCell and cell 3 is the SCell, in the test. UE is not provided by schedulingRequestID-BFR-SCell-r16, i.e., no configuration for PUCCH transmission resources, and UE shall perform the random access procedure to recover the beam failure. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.5.6.1-1 shows the SNR of the CSI-RS in set q0 in the active SCell to emulate beam failure. Figure A.4.5.5.6.1-1 2 additionally shows the variation of the downlink L1-RSRP of the CSI-RS in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1, cell 2 and cell 3. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is enabled in SCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.4.5.5.6.1-1: Supported test configurations for FR1 PCell and SCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.5.6.1-2: General test parameters for FR1 SCell for beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	E-UTRA RF Channel Number
	
	1
	

	Active PSCell 
	
	Cell 2
	

	RF Channel Number for PSCell
	
	2
	

	Active SCell 
	
	Cell 3
	

	RF Channel Number for SCell
	
	3
	

	Duplex mode
	Config 1, 4
	
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	

	BWchannel
	Config 1, 4
	
	10: NRB,c = 52
	

	
	Config 2, 5
	MHz
	10: NRB,c = 52
	

	
	Config 3, 6
	
	40: NRB,c = 106
	

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1, 4
	
	Not Applicable
	

	
	Config 2, 5
	
	TDDConf.1.1
	

	
	Config 3, 6
	
	TDDConf.2.1
	

	CORESET Reference 
	Config 1, 4
	
	CR.1.1 FDD
	A.3.1.2

	Channel
	Config 2, 5
	
	CR.1.1 TDD
	

	
	Config 3, 6
	
	CR.2.1 TDD
	

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1
	A.3.10

	
	Config 2, 5
	
	SSB.1 FR1
	

	
	Config 3, 6
	
	SSB.2 FR1
	

	SMTC Configuration
	Config 1, 2, 3, 4, 5, 6
	
	SMTC.1
	A.3.11

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	kHz
	15
	

	
	Config 3, 6
	
	30
	

	PRACH Configuration
	Config 1, 2, 4, 5
	
	Table A.3.8.2.2-1
	

	
	Config 3, 6
	
	Table A.3.8.2.2-1
	

	csi-RS-Index assigned as beam failure detection RS in set q0 in activated SCell
	
	0
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure detection 
	DCI format
	
	1-0
	

	transmission parameters
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	DRX.7
	A.3.3.7

	Gap pattern ID 
	
	N.A.
	

	schedulingRequestID-BFR-SCell-r16
	
	absent
	When the field is absent, the random access procedure will be triggered for SCell BFR

	SSB Index assigned as CBD RS (q1) in activated SCell
	
	1
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdBFR
	Config 1, 2, 4, 5
	dBm/SCS kHz
	-98
	Threshold used 

	
	Config 3, 6
	
	-95
	for Qin_LR_SSB

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see TS 38.321 [7], clause 5.17

	beamFailureDetectionTimer
	
	pbfd4
	see TS 38.321 [7], clause 5.17

	CSI-RS configuration for q0 in activated SCell
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	CSI-RS configuration for CSI reporting
	Config 1, 4
	
	CSI-RS.1.1 FDD
	A.3.14

	
	Config 2, 5
	
	CSI-RS.1.1 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.1 TDD
	

	TRS configuration
	Config 1, 4
	
	TRS.1.1 FDD
	

	
	Config 2, 5
	
	TRS.1.1 TDD
	

	
	Config 3, 6
	
	TRS.1.2 TDD
	

	csi-RS-Index assigned as RLM RS in PSCell
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	8.37
	

	T3
	s
	6.44
	

	T4
	s
	0
	

	T5
	s
	1.97
	

	D1
	s
	1.93
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.4.5.5.6.1-3: Cell specific test parameters for FR1 SCell for beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit

	Cell2
	Test 1 Cell3

	
	
	T1 to T5
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	
	

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	
	

	SNR_CSI-RS of set q0
	Config 1, 4
	dB
	5
	5
	-3
	-12
	-12
	-12

	
	Config 2, 5
	
	5
	5
	-3
	-12
	-12
	-12

	
	Config 3, 6
	
	5
	5
	-3
	-12
	-12
	-12

	SNR_SSB of set q1
	Config 1, 4
	dB
	-10
	-10
	-10
	10
	10
	10

	
	Config 2, 5
	
	-10
	-10
	-10
	10
	10
	10

	
	Config 3, 6
	
	-10
	-10
	-10
	10
	10
	10

	SSB_RP of set q1
	Config 1, 4
	dBm/SCS kHz
	-108
	-108
	-108
	-88
	-88
	-88

	
	Config 2, 5
	
	-108
	-108
	-108
	-88
	-88
	-88

	
	Config 3, 6
	
	-105
	-105
	-105
	-85
	-85
	-85

	

	Config 1, 4
	dBm/ 15 kHz
	-98
	-98

	
	Config 2, 5
	
	-98
	-98

	
	Config 3, 6
	
	-98
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the REs carrying CSI-RS.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.
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Figure A.4.5.5.6.1-1: SNR and L1-RSRP variation for beam failure detection and LR testing for SCell in DRX mode
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Figure A.4.5.5.6.1-2: L1-RSRP level variation for beam failure detection and link recovery testing for SCell in DRX mode

A.4.5.5.6.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 2.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 2 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 2.
During T3 the UE shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 120+10 ms after the start of T5, the UE shall transmit preamble for UL-SCH resource application, followed by MAC-CE on the assigned uplink resources containing  a beam associated with the candidate beam set q1. The UE shall not transmit preamble earlier than time point B.
During T5, the System Simulator shall transmit a Random Access Response to UE after the System Simulator receives the preamble from UE. The UE shall transmit the msg.3 containing candidate beam set q1 for SCell BFR if UE receives the Random Access Response.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.

A.4.5.5.7	EN-DC TRP specific Beam Failure Detection and Link Recovery Test for FR1 PSCell configured with SSB-based BFD and LR in non-DRX mode
A.4.5.5.7.1	Test Purpose and Environment
The test scenario is EN-DC and NR configured in the test contains two TRPs (i.e., TRP0 and TRP1). Each TRP is configured with different SSB for beam failure detection and candidate beam detection. SSB is configured as BFD-RS and CBD-RS. 
The purpose of this test is to verify that the UE properly detects the TRP specific SSB-based beam failure in the set (q0,0) for TRP0, (q0,1) configured for a serving PSCell and that the UE performs correct SSB-based link recovery based on beam candidate set (q1,0) and (q1,1). The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP of the PSCell with schedulingRequestID-BFR-r17 configured, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the SSB based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.4.5.5.7.1-1, A.4.5.5.7.1-2, A.4.5.5.7.1-3 and A.4.5.5.7.1-4 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the active PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.5.7.1-1 shows the variation of the downlink SNR of the PSCell and the SNR of the SSB in set q0 in the active PSCell to emulate SSB based beam failure. Figure A.4.5.5.7.1-1 2 additionally shows the variation of the downlink L1-RSRP of the SSB in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms) in test 1.
Table A.4.5.5.7.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



Table A.4.5.5.7.1-2: General test parameters for FR1 PSCell for SSB-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active E-UTRA PCell 
	
	Cell 1
	

	E-UTRA RF Channel Number
	
	1
	

	Active PSCell 
	
	Cell 2
	

	RF Channel Number for PSCell
	
	2
	

	Duplex mode
	Config 1, 4
	
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	

	BW channel
	Config 1, 4
	
	10: NRB,c = 52
	

	
	Config 2, 5
	MHz
	10: NRB,c = 52
	

	
	Config 3, 6
	
	40: NRB,c = 106
	

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1, 4
	
	Not Applicable
	

	
	Config 2, 5
	
	TDDConf.1.1
	

	
	Config 3, 6
	
	TDDConf.2.1
	

	CORESET 
Reference Channel
	Config 1, 4
	
	CR.1.1 FDD
	A.3.1.2

	
	Config 2, 5
	
	CR.1.1 TDD
	

	
	Config 3, 6
	
	CR.2.1 TDD
	

	SSB Configuration for TRP0
	Config 1, 4
	
	SSB.3 FR1
	A.3.10

	
	Config 2, 5
	
	SSB.3 FR1
	

	
	Config 3, 6
	
	SSB.4 FR1
	

	SSB Configuration for TRP1
	Config 1, 4
	
	SSB.7 FR1
	A.3.10

	
	Config 2, 5
	
	SSB.7 FR1
	

	
	Config 3, 6
	
	SSB.8 FR1
	

	SMTC Configuration
	Config 1, 2, 3, 4, 5, 6
	
	SMTC.1
	A.3.11

	PDSCH/PDCCH 
	Config 1, 2, 4, 5
	kHz
	15 
	

	subcarrier spacing
	Config 3, 6
	
	30 
	

	PRACH Configuration
	Config 1, 2, 4, 5
	
	Table A.3.8.2.2-1
	

	
	Config 3, 6
	
	Table A.3.8.2.2-1
	

	SSB Index assigned as BFD RS (q0,0)
	
	0
	

	SSB Index assigned as CBD RS (q1,0)
	
	1
	

	SSB Index assigned as BFD RS (q0,1)
	
	2
	

	SSB Index assigned as CBD RS (q1,1)
	
	3
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure 
detection transmission parameters
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	OFF
	

	Gap pattern ID 
	
	gp0
	

	gapOffset
	
	0
	

	schedulingRequestID-BFR- r17
	
	Configured
	

	Periodicity of PUCCH for SR configuration for BFR on PSCell
	Config 1, 2, 4, 5
	slot 
	5
	5ms

	
	Config 3, 6
	
	10
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-
	Config 1, 2, 4, 5
	dBm/SCS 
	-98
	Threshold used 

	ThresholdBFRThresholdSSB
	Config 3, 6
	
	-95
	for Qin_LR_SSB

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see TS 38.321 [7], clause 5.17

	beamFailureDetectionTimer
	
	pbfd4
	see TS 38.321 [7], clause 5.17

	SSB Index assigned as RLM RS
	
	0,1,2,3
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.37
	

	T3
	s
	0.24
	

	T4
	s
	0
	

	T5
	s
	0.17
	

	D1
	s
	0.13
	

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test.




Table A.4.5.5.7.1-3: Cell specific test parameters for FR1 PSCell for SSB-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_SSB of set q0,0
	Config 1, 4
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2, 5
	
	5
	-3
	-12
	-12
	-12

	
	Config 3, 6
	
	5
	-3
	-12
	-12
	-12

	SNR_SSB of set q0,1
	Config 71,104
	dB
	5
	5
	5
	5
	5

	
	Config 82, 115
	
	5
	5
	5
	5
	5

	
	Config 93, 126
	
	5
	5
	5
	5
	5

	SNR_SSB of set q1,0
	Config 1, 4
	dB
	0.2
	0.2
	20.2
	20.2
	20.2

	
	Config 2, 5
	
	0.2
	0.2
	20.2
	20.2
	20.2

	
	Config 3, 6
	
	0.2
	0.2
	20.2
	20.2
	20.2

	SNR_SSB of set q1,1
	Config 71, 104
	dB
	0.2
	0.2
	20.2
	20.2
	20.2

	
	Config 82, 115
	
	0.2
	0.2
	20.2
	20.2
	20.2

	
	Config 93, 126
	
	0.2
	0.2
	20.2
	20.2
	20.2

	SSB_RP of set q1,0
	Config 1, 4
	dBm/SCS 
	-108
	-108
	-88
	-88
	-88

	
	Config 2, 5
	kHz
	-108
	-108
	-88
	-88
	-88

	
	Config 3, 6
	
	-105
	-105
	-85
	-85
	-85

	SSB_RP of set q1,1
	Config 71, 104
	dBm/SCS kHz
kHz
	-108
	-108
	-88
	-88
	-88

	
	Config 82, 115
	
	-108
	-108
	-88
	-88
	-88

	
	Config 93, 126
	
	-105
	-105
	-85
	-85
	-85

	

	Config 1, 4
	dBm/15 KHz
	-98

	
	Config 2, 5
	
	-98

	
	Config 3, 6
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.
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Figure A.4.5.5.7.1-1: SNR and L1-RSRP variation SSB for SSB-based beam failure detection and link recovery testing in non-DRX mode
[image: ]
Figure A.4.5.5.7.1-2: L1-RSRP level variation for SSB-based beam failure detection and link recovery testing in non-DRX mode

A.4.5.5.7.2	Test Requirements
[bookmark: _Hlk110798956]Test requirements are applied to TRP specific report respectively on (q0,0), (q0q1,10) for TRP 1 0 and (q1q0,01), (q1,1)  for TRP 2 1 respectively as Figure A.4.5.5.7.1-1.
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 2 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 2.
During T3 the UE shall detect beam failure and initiate link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1,0 and q1,1.
No later than time point F occurring no later than D1 = 120+10 ms after the start of T5, the UE shall transmit PUCCH with LRR, followed by BFR MAC CE containing a beam associated with the candidate beam set q1,0. The UE shall not transmit PUCCH with an LRR with the candidate beam set q1,0 earlier than time point B.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.

A.4.5.5.8	EN-DC TRP specific Beam Failure Detection and Link Recovery Test for FR1 SCell configured with CSI-RS-based BFD and SSB-based LR in non-DRX mode
A.4.5.5.8.1	Test Purpose and Environment
The test scenario is EN-DC and a NR SCell configured in the test contains two TRPs (i.e., TRP0 and TRP1). Each TRP is configured with different CSI-RS and SSB for beam failure detection and candidate beam detection. CSI-RS is configured as BFD-RS and SSB is configured as CBD-RS. 
The purpose of this test is to verify that the UE properly detects the CSI-RS-based beam failure on the TRP using the respective configured BFD set  for TRP0 and for TRP1. After the BFD is detected for the TRP, the test further verifies whether the UE performs the correct SSB-based link recovery based on the configured beam candidate set  for TRP0 and  for TRP1. In the test one two TRPs (TRP0 and TRP1) is are provided with schedulingRequestID-BFR-r17 and other TRP (TRP1) is not provided with scheduling request ID. This test will partly verify the beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.18.
Supported test configuration are provided in Table A.4.5.5.8.1-1, general test parameters for FR1 SCell is provided in Table A.4.5.5.8.1-2, and Cell specific test parameter are provided in Table A.4.5.5.8.1-3. There are three cells in the test, cell 1 is the E-UTRAN PCell, cell 2 is the NR PSCell and cell 3 is the NR SCell. CSI report for SCell (cell 3) are transmitted on PSCell (cell 2).
[bookmark: _Hlk111052563]The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.4.5.5.8.1-1 shows the SNR of the CSI-RS in set q0,0 in the TRP0 to emulate beam failure. Figure A.4.5.5.8.1-12  additionally shows the variation of the downlink L1-RSRP of the SSB in set q10 and q11 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1, cell 2 and cell3. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is not enabled.
Table A.4.5.5.8.1-1: Supported test configurations for FR1 PCell and SCell
	Configuration
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR1



[bookmark: _Hlk111051325]Table A.4.5.5.8.1-2: General test parameters for FR1 SCell for beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Same configuration for both TRP whereever applicbale

	Active PCell 
	
	Cell 1
	

	E-UTRA RF Channel Number
	
	1
	

	Active PSCell 
	
	Cell 2
	

	RF Channel Number for PSCell
	
	2
	

	Active SCell 
	
	Cell 3
	

	RF Channel Number for SCell
	
	3
	

	Duplex mode
	Config 1, 4
	
	FDD
	

	
	Config 2, 3, 5, 6
	
	TDD
	

	BW channel	Comment by Anritsu: Should be combined from config 1 to 6.
	Config 1, 4
	
	10: NRB,c = 52
	

	
	Config 2, 5
	MHz
	10: NRB,c = 52
	

	
	Config 3, 6
	
	40: NRB,c = 106
	

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1, 4
	
	Not Applicable
	

	
	Config 2, 5
	
	TDDConf.1.1
	

	
	Config 3, 6
	
	TDDConf.2.1
	

	CORESET 
	Config 1, 4
	
	CR.1.1 FDD
	A.3.1.2

	Reference Channel
	Config 2, 5
	
	CR.1.1 TDD
	

	
	Config 3, 6
	
	CR.2.1 TDD
	

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1
	A.3.10

	
	Config 2, 5
	
	SSB.1 FR1
	Same configuration for both TRP

	
	Config 3, 6
	
	SSB.2 FR1
	

	SMTC Configuration
	Config 1, 2, 3, 4, 5, 6
	
	SMTC.1
	A.3.11, Same configuration for both TRP

	PDSCH/PDCCH 
	Config 1, 2, 4, 5
	kHz
	15 
	

	subcarrier spacing
	Config 3, 6
	
	30 
	

	PRACH Configuration
	Config 1, 2, 4, 5
	
	Table A.3.8.2.2-1
	

	
	Config 3, 6
	
	Table A.3.8.2.2-1
	

	csi-RS-Index assigned as beam failure detection RS in set q00 in activated SCell
	
	0
	

	csi-RS-Index assigned as beam failure detection RS in set q01 in activated SCell
	
	2
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure 
	DCI format
	
	1-0
	

	detection transmission parameters
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	OFF
	

	Gap pattern ID 
	
	N.A.
	

	schedulingRequestID-BFR-r17
	
	Configured, 1-2
	

	Periodicity of PUCCH for SR configuration for BFR on SCell
	Config 1, 2, 4, 5
	slot 
	5
	5ms

	
	Config 3, 6
	
	10
	

	schedulingRequestID-BFR2-r17
	
	absent
	When the field is absent, the random access procedure will be triggered for TRP BFR

	Periodicity of PUCCH for SR configuration for BFR on TRP0
	Slot
	5
	

	SSB Index assigned as CBD RS (q10) in activated SCell
	
	1
	

	SSB Index assigned as CBD RS (q11) in activated SCell
	
	3
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-
	Config 1, 2, 4, 5
	dBm/SCS 
	-98
	Threshold used 

	ThresholdBFRThresholdSSB
	Config 3, 6
	
	-95
	for Qin_LR_SSB

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see TS 38.321 [7], clause 5.17

	beamFailureDetectionTimer
	
	pbfd4
	see TS 38.321 [7], clause 5.17

	BFD-RS (CSI-RS) 
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	configuration for q00 in activated SCell
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	BFD-RS (CSI-RS) 
configuration for q01 in activated SCell

	Config 1, 4
	

	CSI-RS.1.7 FDD
	A.3.14


	
	Config 2, 5
	
	CSI-RS.1.6 TDD
	

	
	Config 3, 6
	
	CSI-RS.2.7 TDD
	

	CSI-RS 
	Config 1, 4
	
	CSI-RS.1.1 FDD
	A.3.14

	configuration for
	Config 2, 5
	
	CSI-RS.1.1 TDD
	

	CSI reporting
	Config 3, 6
	
	CSI-RS.2.1 TDD
	

	TRS configuration
	Config 1, 4
	
	TRS.1.1 FDD
	

	
	Config 2, 5
	
	TRS.1.1 TDD
	

	
	Config 3, 6
	
	TRS.1.2 TDD
	

	csi-RS-Index 
	Config 1, 4
	
	CSI-RS.1.2 FDD
	A.3.14

	assigned as RLM
	Config 2, 5
	
	CSI-RS.1.2 TDD
	

	RS in PSCell
	Config 3, 6
	
	CSI-RS.2.2 TDD
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.18
	

	T3
	s
	0.14
	

	T4
	s
	0
	

	T5
	s
	0.17
	

	D1
	s
	0.06
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.4.5.5.8.1-3: Cell specific test parameters for FR1 PSCell and SCell for beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Cell2
	TRP 0/1 Cell3

	
	
	T1 to T5
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	
	

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	
	

	SNR_CSI-RS of set q00 
	Config 1, 4
	dB
	5
	5
	-3
	-12
	-12
	-12

	
	Config 2, 5
	
	5
	5
	-3
	-12
	-12
	-12

	
	Config 3, 6
	
	5
	5
	-3
	-12
	-12
	-12

	SNR_CSI-RS of set q01
	Config 1, 4
	dB
	5
	5
	5
	5
	5
	5

	
	Config 2, 5
	
	5
	5
	5
	5
	5
	5

	
	Config 3, 6
	
	5
	5
	5
	5
	5
	5

	SNR_SSB of set q10 
	Config 1, 4
	dB
	-10
	-10
	-10
	10
	10
	10

	
	Config 2, 5
	
	-10
	-10
	-10
	10
	10
	10

	
	Config 3, 6
	
	-10
	-10
	-10
	10
	10
	10

	SNR SSB of set q11
	Config 1, 4
	dB
	-10
	-10
	-10
	10
	10
	10

	
	Config 2, 5
	
	-10
	-10
	-10
	10
	10
	10

	
	Config 3, 6
	
	-10
	-10
	-10
	10
	10
	10

	SSB_RP of set q10
	Config 1, 4
	dBm/SCS kHz
	-108
	-108
	-108
	-88
	-88
	-88

	
	Config 2, 5
	
	-108
	-108
	-108
	-88
	-88
	-88

	
	Config 3, 6
	
	-105
	-105
	-105
	-85
	-85
	-85

	SSB_RP of set q11
	Config 1, 4
	dBm/SCS kHz
	-108
	-108
	-108
	-88
	-88
	-88

	
	Config 2, 5
	
	-108
	-108
	-108
	-88
	-88
	-88

	
	Config 3, 6
	
	-105
	-105
	-105
	-85
	-85
	-85

	

	Config 1, 4
	dBm/15 kHz
	-98
	-98

	
	Config 2, 5
	
	-98
	-98

	
	Config 3, 6
	
	-98
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the REs carrying CSI-RS.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause [A.3.6].
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Figure A.4.5.5.8.1-1: SNR and L1-RSRP variation for beam failure detection and link recovery testing for TRP0 in non-DRX mode
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Figure A.4.5.5.8.1-2: L1-RSRP level variation for beam failure detection and link recovery testing for TRP 0 in non-DRX mode 

A.4.5.5.8.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 2.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 2 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 2.
During T3 the UE shall detect beam failure on both TRP0 and TRP 1 and initiate link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1,0 and q1,1.
For TRP0, no later than time point F occurring no later than D1 = 60 ms after the start of T5, the UE shall transmit PUCCH with LRR, followed by BFR MAC CE containing a beam associated with the candidate beam set q1,0. The UE shall not transmit PUCCH with an LRR with the candidate beam set q1,0 earlier than time point B.
Test is concluded once the test equipment has received the BFR MAC CE from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
<<Unchanged sections skipped>>
A.6.5.5	Beam Failure Detection and Link recovery procedures
[bookmark: _Toc535476556]A.6.5.5.1	Beam Failure Detection and Link Recovery Test for FR1 PCell configured with SSB-based BFD and LR in non-DRX mode
[bookmark: _Toc535476557]A.6.5.5.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects SSB-based beam failure in the set q0 configured for a serving cell and that the UE performs correct SSB-based link recovery based on beam candidate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the SSB based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.6.5.5.1.1-1, A.6.5.5.1.1-2, A.6.5.5.1.1-3 and A.6.5.5.1.1-4 below. There is one cell, cell 1 which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.6.5.5.1.1-1 shows the variation of the downlink SNR of the SSB in set q0 in the active cell to emulate SSB based beam failure. Figure A.6.5.5.1.1-1 2 additionally shows the variation of the downlink L1-RSRP of the SSB in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5  ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms) in test 1.
Table A.6.5.5.1.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	1
	FDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	2
	TDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	3
	TDD duplex mode, 30 kHz SSB SCS, 40 MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.6.5.5.1.1-2: General test parameters for FR1 PCell for SSB-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PSCell
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Duplex mode
	Config 1
	
	FDD
	

	
	Config 2, 3
	
	TDD
	

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52
	

	
	Config 2
	
	10: NRB,c = 52
	

	
	Config 3
	
	40: NRB,c = 106
	

	DL initial BWP configuration
	Config 1, 2, 3
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2, 3
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2, 3
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2, 3
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1
	
	Not Applicable
	

	
	Config 2
	
	TDDConf.1.1
	

	
	Config 3
	
	TDDConf.2.1
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 FDD
	

	
	Config 2
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR.2.1 TDD
	

	SSB Configuration
	Config 1
	
	SSB.3 FR1
	

	
	Config 2
	
	SSB.3 FR1
	

	
	Config 3
	
	SSB.4 FR1
	

	SMTC Configuration
	Config 1, 2
	
	SMTC.1
	

	
	Config 3
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	15 KHz
	

	
	Config 3
	
	30 KHz
	

	PRACH Configuration
	Config 1, 2
	
	Table  A.3.8.2.2-1
	

	
	Config 3
	
	Table  A.3.8.2.2-1
	

	SSB Index assigned as BFD RS (q0)
	
	0
	

	SSB Index assigned as CBD RS (q1)
	
	1
	

	OCNG parameters
	
	OP.1
	

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure detection transmission parameters 
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	OFF
	

	Gap pattern ID 
	
	gp0
	

	gapOffset
	
	0
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	Config 1, 2
	dBm/SCS kHz
	-98
	Threshold used for Qin_LR_SSB

	
	Config 3
	
	-95
	

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see clause 5.17 of TS 38.321 [7]

	beamFailureDetectionTimer
	
	pbfd4
	see clause 5.17 of TS 38.321 [7]

	CSI-RS configuration  for CSI reporting
	Config 1
	
	CSI-RS.1.1 FDD
	

	
	Config 2
	
	CSI-RS.1.1 TDD
	

	
	Config 3
	
	CSI-RS.2.1 TDD
	

	CSI-RS for tracking 
	Config 1
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	

	SSB Index assigned as RLM RS
	
	
	0, 1
	

	T310 Timer
	
	ms
	1000
	

	N310
	
	
	2
	

	T1
	s
	0.2
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.37
	

	T3
	s
	0.24
	

	T4
	s
	0
	

	T5
	s
	0.17
	

	D1
	s
	0.13
	

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.6.5.5.1.1-3: Cell specific test parameters for FR1 PCell for SSB-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	0

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_SSB of set q0
	Config 1
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2
	
	5
	-3
	-12
	-12
	-12

	
	Config 3
	
	5
	-3
	-12
	-12
	-12

	SNR_SSB of set q1
	Config 1
	dB
	-10
	-10
	10
	10
	10

	
	Config 2
	
	-10
	-10
	10
	10
	10

	
	Config 3
	
	-10
	-10
	10
	10
	10

	SSB_RP of set q1
	Config 1
	dBm/SCS kHz
	-108
	-108
	-88
	-88
	-88

	
	Config 2
	
	-108
	-108
	-88
	-88
	-88

	
	Config 3
	
	-105
	-105
	-85
	-85
	-85

	

	Config 1
	dBm/15 KHz
	-98

	
	Config 2
	
	-98

	
	Config 3
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.



Table A.6.5.5.1.1-4: Void

[bookmark: _Toc535476558] [image: C:\Users\w00527694\Pictures\图片28.png]
[image: グラフ

自動的に生成された説明]  
Figure A.6.5.5.1.1-1: SNR and L1-RSRP variation SSB for SSB-based beam failure detection and link recovery testing in non-DRX mode
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Figure A.6.5.5.1.1-2: L1-RSRP level variation for SSB-based beam failure detection and link recovery testing in non-DRX mode
A.6.5.5.1.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the UE shall detect beam failure and initiate link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 120+10 ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1. The UE shall not transmit preamble on a beam associated with the candidate beam set q1 earlier than time point B.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476559]A.6.5.5.2	Beam Failure Detection and Link Recovery Test for FR1 PCell configured with SSB-based BFD and LR in DRX mode
[bookmark: _Toc535476560]A.6.5.5.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects SSB-based beam failure in the set q0 configured for a serving cell and that the UE performs correct SSB-based link recovery based on beam candidate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP, during the evaluation period, and link recovery, when DRX is used. This test will partly verify the SSB based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.6.5.5.2.1-1, A.6.5.5.2.1-2, A.6.5.5.2.1-3, A.6.5.5.2.1-4 and A.6.5.5.2.1-5 below. There is one cell, cell 1 which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.6.5.5.2.1-1 shows the variation of the downlink SNR of the SSB in set q0 in the active cell to emulate SSB based beam failure. Figure A.6.5.5.2.1-1 additionally shows the variation of the downlink L1-RSRP of the SSB in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5  ms. In the test, DRX configuration is enabled in PCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test. 
Table A.6.5.5.2.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	1
	FDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	2
	TDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	3
	TDD duplex mode, 30 kHz SSB SCS, 40 MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.6.5.5.2.1-2: General test parameters for FR1 PCell for SSB-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PSCell
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Duplex mode
	Config 1
	
	FDD
	

	
	Config 2, 3
	
	TDD
	

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52
	

	
	Config 2
	
	10: NRB,c = 52
	

	
	Config 3
	
	40: NRB,c = 106
	

	DL initial BWP configuration
	Config 1, 2, 3
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2, 3
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2, 3
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2, 3
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1
	
	Not Applicable
	

	
	Config 2
	
	TDDConf.1.1
	

	
	Config 3
	
	TDDConf.2.1
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 FDD
	

	
	Config 2
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR.2.1 TDD
	

	SSB Configuration
	Config 1
	
	SSB.3 FR1
	

	
	Config 2
	
	SSB.3 FR1
	

	
	Config 3
	
	SSB.4 FR1
	

	SMTC Configuration
	Config 1, 2
	
	SMTC.1
	

	
	Config 3
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	15 KHz
	

	
	Config 3
	
	30 KHz
	

	PRACH Configuration
	Config 1, 2
	
	Table  A.3.8.2.2-1
	

	
	Config 3
	
	Table A.3.8.2.2-1
	

	SSB Index assigned as BFD RS (q0)
	
	0
	

	SSB Index assigned as CBD RS (q1)
	
	1
	

	OCNG parameters
	
	OP.1
	

	CP length
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure detection transmission parameters
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	DRX.7
	A.3.3.7

	Gap pattern ID 
	
	N.A.
	

	rlmInSyncOutOfSyncThreshold
	
	Absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSB
	Config 1, 2
	dBm/SCS kHz
	-98
	Threshold used for Qin_LR_SSB

	
	Config 3
	
	-95
	

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see clause 5.17 of TS 38.321 [7]

	beamFailureDetectionTimer
	
	pbfd4
	see clause 5.17 of TS 38.321 [7]

	CSI-RS configuration for CSI reporting 
	Config 1
	
	CSI-RS.1.1 FDD
	

	
	Config 2
	
	CSI-RS.1.1 TDD
	

	
	Config 3
	
	CSI-RS.2.1 TDD
	

	CSI-RS for tracking 
	Config 1
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	

	SSB Index assigned as RLM RS
	
	
	0, 1
	

	T310 Timer
	
	ms
	1000
	

	N310
	
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	5.17
	

	T3
	s
	3.24
	

	T4
	s
	0
	

	T5
	s
	1.97
	

	D1
	s
	1.93
	

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.




Table A.6.5.5.2.1-3: Cell specific test parameters for FR1 PCell for SSB-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	0

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_SSB of set q0
	Config 1
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2
	
	5
	-3
	-12
	-12
	-12

	
	Config 3
	
	5
	-3
	-12
	-12
	-12

	SNR_SSB of set q1
	Config 1
	dB
	-10
	-10
	10
	10
	10

	
	Config 2
	
	-10
	-10
	10
	10
	10

	
	Config 3
	
	-10
	-10
	10
	10
	10

	SSB_RP of set q1
	Config 1
	dBm/SCS kHz
	-108
	-108
	-88
	-88
	-88

	
	Config 2
	
	-108
	-108
	-88
	-88
	-88

	
	Config 3
	
	-105
	-105
	-85
	-85
	-85

	

	Config 1
	dBm/15 KHz
	-98

	
	Config 2
	
	-98

	
	Config 3
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.



Table A.6.5.5.2.1-4: Void
Table A.6.5.5.2.1-5: Void
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Figure A.6.5.5.2.1-1: SNR and L1-RSRP variation for SSB-based beam failure detection and link recovery testing in non-DRX mode
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Figure A.6.5.5.2.1-2: L1-RSRP level variation for SSB-based beam failure detection and link recovery testing in DRX mode
A.6.5.5.2.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the UE shall detect beam failure and initiate link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 1920+10 ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1. The UE shall not transmit preamble on a beam associated with the candidate beam set q1 earlier than time point B.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476562]A.6.5.5.3	Beam Failure Detection and Link Recovery Test for FR1 PCell configured with CSI-RS-based BFD and LR in non-DRX mode
[bookmark: _Toc535476563]A.6.5.5.3.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects CSI-RS-based beam failure in the set q0 configured for a serving cell and that the UE performs correct CSI-RS-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the CSI-RS based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.6.5.5.3.1-1, A.6.5.5.3.1-2, and below. There is one cell, cell 1 which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.6.5.5.3.1-1 shows the variation of the downlink SNR of the CSI-RS in set q0 in the active cell to emulate CSI-RS based beam failure. Figure A.6.5.5.3.1-1 2 additionally shows the variation of the downlink L1-RSRP of the CSI-RS in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is not enabled.
Table A.6.5.5.3.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	1
	FDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	2
	TDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	3
	TDD duplex mode, 30 kHz SSB SCS, 40 MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.6.5.5.3.1-2: General test parameters for FR1 PCell for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Duplex mode
	Config 1
	
	FDD
	

	
	Config 2, 3
	
	TDD
	

	TDD Configuration
	Config 1
	
	Not Applicable
	

	
	Config 2
	
	TDDConf.1.1
	

	
	Config 3
	
	TDDConf.2.1
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	A.3.1.2

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 FDD
	A.3.1.3

	
	Config 2
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR.2.1 TDD
	

	SSB Configuration
	Config 1
	
	SSB.3 FR1
	A.3.10

	
	Config 2
	
	SSB.3 FR1
	

	
	Config 3
	
	SSB.4 FR1
	

	SSB Configuration
	Config 1
	
	SSB. 3  FR1
	A.3.10

	
	Config 2
	
	SSB. 3 FR1
	

	
	Config 3
	
	SSB. 4  FR1
	

	SMTC Configuration
	Config 1, 2
	
	SMTC.1
	A.3.11

	
	Config 3
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	15 KHz
	

	
	Config 3
	
	30 KHz
	

	PRACH 
Configuration
	Config 1, 2
	
	FR1 PRACH configuration 4
	A.3.8.2

	
	Config 3
	
	FR1 PRACH configuration 4
	A.3.8.2

	csi-RS-Index assigned as beam failure detection RS in set q0
	
	0
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure detection transmission parameters
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	OFF
	

	Gap pattern ID 
	
	N.A.
	

	csi-RS-Index assigned as candidate beam detection RS in set q1
	
	1
	N

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSBThresholdCSI-RS
	Config 1, 2
	dBm/SCS kHz
	-98
	Threshold used for Qin_LR_SSBCSI-RS

	
	Config 3
	
	-95
	

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see clause 5.17 of TS 38.321 [7]

	beamFailureDetectionTimer
	
	pbfd4
	see clause 5.17 of TS 38.321 [7]

	CSI-RS configuration for q0 and q1
	Config 1
	
	CSI-RS.1.2 FDD
	A.3.14

	
	Config 2
	
	CSI-RS.1.2 TDD
	

	
	Config 3
	
	CSI-RS.2.2 TDD
	

	CSI-RS configuration for CSI reporting
	Config 1
	
	CSI-RS.1.1 FDD
	A.3.14

	
	Config 2
	
	CSI-RS.1.1 TDD
	

	
	Config 3
	
	CSI-RS.2.1 TDD
	

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	

	CSI-RS-Index assigned as RLM RS
	Config 1
	
	CSI-RS.1.2 FDD
	A.3.14

	
	Config 2
	
	CSI-RS.1.2 TDD
	

	
	Config 3
	
	CSI-RS.2.2 TDD
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	0.2
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.18
	

	T3
	s
	0.14
	

	T4
	s
	0
	

	T5
	s
	0.08
	

	D1
	s
	0.04
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.




Table A.6.5.5.3.1-3: Cell specific test parameters for FR1 PCell for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	0

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_CSI-RS of set q0
	Config 1
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2
	
	5
	-3
	-12
	-12
	-12

	
	Config 3
	
	5
	-3
	-12
	-12
	-12

	SNR_CSI-RS of set q1
	Config 1
	dB
	-10
	-10
	10
	10
	10

	
	Config 2
	
	-10
	-10
	10
	10
	10

	
	Config 3
	
	-10
	-10
	10
	10
	10

	CSI-RS_RP of set q1
	Config 1
	dBm/SCS kHz
	-108
	-108
	-88
	-88
	-88

	
	Config 2
	
	-108
	-108
	-88
	-88
	-88

	
	Config 3
	
	-105
	-105
	-85
	-85
	-85

	

	Config 1
	dBm/15 KHz
	-98

	
	Config 2
	
	-98

	
	Config 3
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the REs carrying CSI-RS.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.



Table A.6.5.5.3.1-4: Void
Table A.6.5.5.3.1-5: Void
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Figure A.6.5.5.3.1-1: SNR and L1-RSRP variation for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
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Figure A.6.5.5.3.1-2: L1-RSRP level variation for CSI-RS based beam failure detection and link recovery testing in non-DRX mode

A.6.5.5.3.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 30+10 ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1. The UE shall not transmit preamble on a beam associated with the candidate beam set q1 earlier than time point B.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
[bookmark: _Toc535476565]A.6.5.5.4	Beam Failure Detection and Link Recovery Test for FR1 PCell configured with CSI-RS-based BFD and LR in DRX mode
[bookmark: _Toc535476566]A.6.5.5.4.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects CSI-RS-based beam failure in the set q0 configured for a serving cell and that the UE performs correct CSI-RS-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP, during the evaluation period, and link recovery, when DRX is used. This test will partly verify the CSI-RS based beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.6.5.5.4.1-1, A.6.5.5.4.1-2, A.6.5.5.4.1-3, and A.6.5.5.4.1-4 below. There is one cell, cell 1 which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.6.5.5.4.1-1 shows the variation of the downlink SNR of the CSI-RS in set q0 in the active cell to emulate CSI-RS based beam failure. Figure A.6.5.5.4.1-1 2 additionally shows the variation of the downlink L1-RSRP of the CSI-RS in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5  ms. In the test, DRX configuration is enabled in PCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test. 
Table A.6.5.5.4.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	1
	FDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	2
	TDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	3
	TDD duplex mode, 30 kHz SSB SCS, 40 MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.6.5.5.4.1-2: General test parameters for FR1 PCell for CSI-RS-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Duplex mode
	Config 1
	
	FDD
	

	
	Config 2, 3
	
	TDD
	

	TDD Configuration
	Config 1
	
	Not Applicable
	

	
	Config 2
	
	TDDConf.1.1
	

	
	Config 3
	
	TDDConf..21
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	A.3.1.2

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 FDD
	A.3.1.3

	
	Config 2
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR.2.1 TDD
	

	SSB Configuration
	Config 1
	
	SSB. 3  FR1
	A.3.10

	
	Config 2
	
	SSB. 3  FR1
	

	
	Config 3
	
	SSB. 4  FR1
	

	SMTC Configuration
	Config 1, 2
	
	SMTC.1
	A.3.11

	
	Config 3
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	15 KHz
	

	
	Config 3
	
	30 KHz
	

	PRACH 
Configuration
	Config 1, 2
	
	FR1 PRACH configuration 4
	A.3.8.2

	
	Config 3
	
	FR1 PRACH configuration 4
	A.3.8.2

	csi-RS-Index assigned as beam failure detection RS in set q0
	
	0
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure detection transmission parameters 
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	DRX.7
	A.3.3.7

	Gap pattern ID 
	
	N.A.
	

	csi-RS-Index assigned as candidate beam detection RS in set q1
	
	1
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSBThresholdCSI-RS
	Config 1, 2
	dBm/SCS kHz
	-98
	Threshold used for Qin_LR_SSBCSI-RS

	
	Config 3
	
	-95
	

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see clause 5.17 of TS 38.321 [7]

	beamFailureDetectionTimer
	
	pbfd4
	see clause 5.17 of TS 38.321 [7]

	CSI-RS configuration for q0 and q1
	Config 1
	
	CSI-RS.1.2 FDD
	A.3.14
.1

	
	Config 2
	
	CSI-RS.1.2 TDD
	

	
	Config 3
	
	CSI-RS.2.2 TDD
	

	CSI-RS configuration for CSI reporting
	Config 1
	
	CSI-RS.1.1 FDD
	A.3.14.1

	
	Config 2
	
	CSI-RS.1.1 TDD
	

	
	Config 3
	
	CSI-RS.2.1 TDD
	

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	

	CSI-RS-Index assigned as RLM RS
	Config 1
	
	CSI-RS.1.2 FDD
	

	
	Config 2
	
	CSI-RS.1.2 TDD
	

	
	Config 3
	
	CSI-RS.2.2 TDD
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	8.37
	

	T3
	s
	6.44
	

	T4
	s
	0
	

	T5
	s
	1.97
	

	D1
	s
	1.93
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.6.5.5.4.1-3: Cell specific test parameters for FR1 PCell for CSI-RS-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	0

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_CSI-RS of set q0
	Config 1
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2
	
	5
	-3
	-12
	-12
	-12

	
	Config 3
	
	5
	-3
	-12
	-12
	-12

	SNR_CSI-RS of set q1
	Config 1
	dB
	-10
	-10
	10
	10
	10

	
	Config 2
	
	-10
	-10
	10
	10
	10

	
	Config 3
	
	-10
	-10
	10
	10
	10

	CSI-RS_RP of set q1
	Config 1
	dB/SCS kHz
	-110
	-110
	-88
	-88
	-88

	
	Config 2
	
	-110
	-110
	-88
	-88
	-88

	
	Config 3
	
	-107
	-107
	-85
	-85
	-85

	

	Config 1
	dBm/15 KHz
	-98

	
	Config 2
	
	-98

	
	Config 3
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the REs carrying CSI-RS.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.



Table A.6.5.5.4.1-4: Void
Table A.6.5.5.4.1-5: Void
Table A.6.5.5.4.1-6: Void
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Figure A.6.5.5.4.1-1: SNR and L1-RSRP variation for CSI-RS-based beam failure detection and link recovery testing in DRX mode
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Figure A.6.5.5.4.1-2: L1-RSRP level variation for CSI-RS based beam failure detection and link recovery testing in DRX mode

A.6.5.5.4.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 1920+10 ms after the start of T5, the UE shall transmit preamble on a beam associated with the candidate beam set q1. The UE shall not transmit preamble on a beam associated with the candidate beam set q1 earlier than time point B.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
A.6.5.5.5	Beam Failure Detection and Link Recovery Test for FR1 SCell configured with CSI-RS-based BFD and SSB-based LR in non-DRX mode
A.6.5.5.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects CSI-RS-based beam failure in the set q0 configured for a serving cell and that the UE performs correct SSB-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP without schedulingRequestID-BFR-SCell-r16 configuration, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.6.5.5.5.1-1, A.6.5.5.5.1-2, and below. There are two cells, cell 1 is the PCell and cell 2 is the SCell, in the test. UE is not provided by schedulingRequestID-BFR-SCell-r16, i.e., no configuration for PUCCH transmission resources, and UE shall perform the random access procedure to recover the beam failure. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.6.5.5.5.1-1 shows the SNR of the CSI-RS in set q0 in the active SCell to emulate beam failure. Figure A.6.5.5.5.1-1 2 additionally shows the variation of the downlink L1-RSRP of the SSB in set q1 of the candidate beam used for link recovery.  Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is not enabled.
Table A.6.5.5.5.1-1: Supported test configurations for FR1 PCell and SCell
	Configuration
	Description

	1
	FDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	2
	TDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	3
	TDD duplex mode, 30 kHz SSB SCS, 40 MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.6.5.5.5.1-2: General test parameters for FR1 SCell for beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number for PCell
	
	1
	

	Active SCell 
	
	Cell 2
	

	RF Channel Number for SCell
	
	2
	

	Duplex mode
	Config 1
	
	FDD
	

	
	Config 2, 3
	
	TDD
	

	BW channel
	Config 1
	
	10: NRB,c = 52
	

	
	Config 2
	MHz
	10: NRB,c = 52
	

	
	Config 3
	
	40: NRB,c = 106
	

	TDD Configuration
	Config 1
	
	Not Applicable
	

	
	Config 2
	
	TDDConf.1.1
	

	
	Config 3
	
	TDDConf.2.1
	

	CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	A.3.1.2

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	

	SSB Configuration
	Config 1
	
	SSB.1 FR1
	A.3.10

	
	Config 2
	
	SSB.1 FR1
	

	
	Config 3
	
	SSB.2 FR1
	

	SMTC Configuration
	Config 1, 2
	
	SMTC.1
	A.3.11

	
	Config 3
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	kHz
	15
	

	
	Config 3
	
	30
	

	PRACH Configuration
	Config 1, 2, 4, 5
	
	Table A.3.8.2.2-1
	

	
	Config 3, 6
	
	Table A.3.8.2.2-1
	

	csi-RS-Index assigned as beam failure detection RS in set q0 in activated SCell
	
	0
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure detection transmission parameters 
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	OFF
	

	Gap pattern ID 
	
	N.A.
	

	schedulingRequestID-BFR-SCell-r16
	
	absent
	When the field is absent, the random access procedure will be triggered for SCell BFR

	SSB Index assigned as CBD RS (q1) in activated SCell
	
	0
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdBFR
	Config 1, 2
	dBm/SCS kHz
	-98
	Threshold used for Qin_LR_SSB

	
	Config 3
	
	-95
	

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see clause 5.17 of TS 38.321 [7]

	beamFailureDetectionTimer
	
	pbfd4
	see clause 5.17 of TS 38.321 [7]

	CSI-RS configuration for q0 in activated SCell 
	Config 1
	
	CSI-RS.1.2 FDD 
	A.3.14

	
	Config 2
	
	CSI-RS.1.2 TDD
	

	
	Config 3
	
	CSI-RS.2.2 TDD
	

	CSI-RS configuration for CSI reporting
	Config 1
	
	CSI-RS.1.1 FDD 
	A.3.14

	
	Config 2
	
	CSI-RS.1.1 TDD
	

	
	Config 3
	
	CSI-RS.2.1 TDD
	

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	

	CSI-RS-Index assigned as RLM RS in PCell
	Config 1
	
	CSI-RS.1.2 FDD 
	A.3.14

	
	Config 2
	
	CSI-RS.1.2 TDD
	

	
	Config 3
	
	CSI-RS.2.2 TDD
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	0.2
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	0.18
	

	T3
	s
	0.14
	

	T4
	s
	0
	

	T5
	s
	0.17
	

	D1
	s
	0.13
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.




Table A.6.5.5.5.1-3: Cell specific test parameters for FR1 SCell for CSI-RS-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Cell1
	Test 1 Cell2

	
	
	T1 to T5
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	
	0

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	
	

	SNR_CSI-RS of set q0
	Config 1
	dB
	5
	5
	-3
	-12
	-12
	-12

	
	Config 2
	
	5
	5
	-3
	-12
	-12
	-12

	
	Config 3
	
	5
	5
	-3
	-12
	-12
	-12

	SNR_SSB of set q1
	Config 1
	dB
	-10
	-10
	-10
	10
	10
	10

	
	Config 2
	
	-10
	-10
	-10
	10
	10
	10

	
	Config 3
	
	-10
	-10
	-10
	10
	10
	10

	SSB_RP of set q1
	Config 1
	dBm/
	-108
	-108
	-108
	-88
	-88
	-88

	
	Config 2
	SCS
kHz
	-108
	-108
	-108
	-88
	-88
	-88

	
	Config 3
	
	-105
	-105
	-105
	-85
	-85
	-85

	

	Config 1
	dBm/
	-98
	-98

	
	Config 2
	15kHz
	-98
	-98

	
	Config 3
	
	-98
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the REs carrying CSI-RS.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.
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Figure A.6.5.5.5.1-1: SNR and L1-RSRP variation for beam failure detection and link recovery testing in for SCell non-DRX mode
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Figure A.6.5.5.5.1-2: L1-RSRP level variation for beam failure detection and link recovery testing for SCell in non-DRX mode

A.6.5.5.5.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 120+10 ms after the start of T5, the UE shall transmit preamble for UL-SCH resource application, followed by MAC-CE on the assigned uplink resources containing  a beam associated with the candidate beam set q1. The UE shall not transmit preamble earlier than time point B.
During T5, the System Simulator shall transmit a Random Access Response to UE after the System Simulator receives the preamble from UE. The UE shall transmit the msg.3 containing candidate beam set q1 for SCell BFR if UE receives the Random Access Response.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
A.6.5.5.6	Beam Failure Detection and Link Recovery Test for FR1 SCell configured with CSI-RS-based BFD and SSB-based LR in DRX mode
A.6.5.5.6.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects CSI-RS-based  beam failure in the set q0 configured for a serving cell and that the UE performs correct SSB-based link recovery based on beam candicate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP without schedulingRequestID-BFR-SCell-r16 configuration, during the evaluation period, and link recovery, when DRX is used. This test will partly verify the beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.6.5.5.6.1-1, A.6.5.5.6.1-2, A.6.5.5.6.1-3, and A.6.5.5.6.1-4 below. There are two cells, cell 1 is the PCell and cell 2 is the SCell, in the test. UE is not provided by schedulingRequestID-BFR-SCell-r16, i.e., no configuration for PUCCH transmission resources, and UE shall perform the random access procedure to recover the beam failure. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.6.5.5.6.1-1 shows the SNR of the CSI-RS in set q0 in the active SCell to emulate beam failure. Figure A.6.5.5.6.1-1 2 additionally shows the variation of the downlink L1-RSRP of the SSB in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is enabled in SCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test. 
Table A.6.5.5.6.1-1: Supported test configurations for FR1 PCell and SCell
	Configuration
	Description

	1
	FDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	2
	TDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	3
	TDD duplex mode, 30 kHz SSB SCS, 40 MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.6.5.5.6.1-2: General test parameters for FR1 SCell for beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number for PCell
	
	1
	

	Active SCell 
	
	Cell 2
	

	RF Channel Number for SCell
	
	2
	

	Duplex mode
	Config 1
	
	FDD
	

	
	Config 2, 3
	
	TDD
	

	BW channel
	Config 1
	
	10: NRB,c = 52
	

	
	Config 2
	MHz
	10: NRB,c = 52
	

	
	Config 3
	
	40: NRB,c = 106
	

	TDD Configuration
	Config 1
	
	Not Applicable
	

	
	Config 2
	
	TDDConf.1.1
	

	
	Config 3
	
	TDDConf..21
	

	CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	A.3.1.2

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	

	SSB Configuration
	Config 1
	
	SSB.1 FR1
	A.3.10

	
	Config 2
	
	SSB.1 FR1
	

	
	Config 3
	
	SSB.2 FR1
	

	SMTC Configuration
	Config 1, 2
	
	SMTC.1
	A.3.11

	
	Config 3
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	15 KHz
	

	
	Config 3
	
	30 KHz
	

	PRACH Configuration
	Config 1, 2, 4, 5
	
	Table A.3.8.2.1-1
	

	
	Config 3, 6
	
	Table A.3.8.2.1-1
	

	csi-RS-Index assigned as beam failure detection RS in set q0 in activated SCell
	
	0
	

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure detection transmission parameters 
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	DRX.7
	A.3.3.7

	Gap pattern ID 
	
	N.A.
	

	schedulingRequestID-BFR-SCell-r16
	
	absent
	When the field is absent, the random access procedure will be triggered for SCell BFR

	SSB Index assigned as CBD RS (q1) in activated SCell
	
	0
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdBFR
	Config 1, 2
	dBm/SCS kHz
	-98
	Threshold used for Qin_LR_SSB

	
	Config 3
	
	-95
	

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see clause 5.17 of TS 38.321 [7]

	beamFailureDetectionTimer
	
	pbfd4
	see clause 5.17 of TS 38.321 [7]

	CSI-RS configuration for q0in activated SCell 
	Config 1
	
	CSI-RS.1.2 FDD 
	A.3.14.1

	
	Config 2
	
	CSI-RS.1.2 TDD
	

	
	Config 3
	
	CSI-RS.2.2 TDD
	

	CSI-RS configuration for CSI reporting
	Config 1
	
	CSI-RS.1.1 FDD
	A.3.14.1

	
	Config 2
	
	CSI-RS.1.1 TDD
	

	
	Config 3
	
	CSI-RS.2.1 TDD
	

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	

	CSI-RS-Index assigned as RLM RS in PCell
	Config 1
	
	CSI-RS.1.2 FDD 
	

	
	Config 2
	
	CSI-RS.1.2 TDD
	

	
	Config 3
	
	CSI-RS.2.2 TDD
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	8.37
	

	T3
	s
	6.44
	

	T4
	s
	0
	

	T5
	s
	1.97
	

	D1
	s
	1.93
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.6.5.5.6.1-3: Cell specific test parameters for FR1 SCell for beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Cell 1
	Test 1 Cell2

	
	
	T1 to T5
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	
	0

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	
	

	EPRE ratio of PSS to SSS
	dB
	0
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	
	

	SNR_CSI-RS of set q0
	Config 1
	dB
	5
	5
	-3
	-12
	-12
	-12

	
	Config 2
	dB
	5
	5
	-3
	-12
	-12
	-12

	
	Config 3
	dB
	5
	5
	-3
	-12
	-12
	-12

	SNR_SSB of set q1
	Config 1
	dB
	-10
	-10
	-10
	10
	10
	10

	
	Config 2
	dB
	-10
	-10
	-10
	10
	10
	10

	
	Config 3
	dB
	-10
	-10
	-10
	10
	10
	10

	SSB_RP of set q1
	Config 1
	dBm/
	-108
	-108
	-108
	-88
	-88
	-88

	
	Config 2
	SCS kHz
	-108
	-108
	-108
	-88
	-88
	-88

	
	Config 3
	
	-105
	-105
	-105
	-85
	-85
	-85

	

	Config 1
	dBm/15
	-98
	-98

	
	Config 2
	kHz
	-98
	-98

	
	Config 3
	
	-98
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the REs carrying CSI-RS.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.
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Figure A.6.5.5.6.1-1: SNR and L1-RSRP variation for beam failure detection and link recovery testing for SCell in DRX mode
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Figure A.6.5.5.6.1-2: L1-RSRP level variation for beam failure detection and link recovery testing for SCell in DRX mode

A.6.5.5.6.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the shall detect beam failure and initiat link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1.
No later than time point F occurring no later than D1 = 120+10 ms after the start of T5, the UE shall transmit preamble for UL-SCH resource application, followed by MAC-CE on the assigned uplink resources containing  a beam associated with the candidate beam set q1. The UE shall not transmit preamble earlier than time point B. 
During T5, the System Simulator shall transmit a Random Access Response to UE after the System Simulator receives the preamble from UE. The UE shall transmit the msg.3 containing candidate beam set q1 for SCell BFR if UE receives the Random Access Response.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.

A.6.5.5.7	TRP Specific Beam Failure Detection and Link Recovery Test for FR1 PCell configured with CSI-RS-based BFD and LR in DRX mode
A.6.5.5.7.1	Test Purpose and Environment
The test scenario is NR configured in the test contains two TRPs (i.e., TRP0 and TRP1). Each TRP is configured with different CSI-RS for beam failure detection and candidate beam detection. CSI-RS is configured as BFD-RS and CBD-RS. 
The purpose of this test is to verify that the UE properly detects TRP specific CSI-RS-based beam failure in the sets q0,0  for TRP0and q0,1  configured for a serving cell and that the UE performs correct CSI-RS-based link recovery based on beam candidate set q1,0 and q1,1. The purpose is to test the downlink monitoring for beam failure detection on TRP1 TRP0 within the UEs active DL BWP, during the evaluation period, and link recovery, when DRX is used. This test will partly verify the CSI-RS based TRP specific beam failure detection and link recovery for an FR1 serving cell requirements in clause 8.18 with schedulingRequestID-BFR-r17 configured.
The test parameters are given in Tables A.6.5.5.7.1-1, A.6.5.5.7.1-2, A.6.5.5.7.1-3, and A.6.5.5.7.1-4 below. There is one cell, cell 1 which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.6.5.5.7.1-1 shows the variation of the downlink SNR of the CSI-RS in set q0,0  and q0,1  for TRP1 TRP0 and TRP21 respectively to emulate CSI-RS based beam failure on TRP1TRP0. Figure A.6.5.5.7.1-1 2 additionally shows the variation of the downlink L1-RSRP of the CSI-RS in set q1,0 and q1,1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5  ms. In the test, DRX configuration is enabled in PCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test. 
Table A.6.5.5.7.1-1: Supported test configurations for FR1 PCell
	Configuration
	Description

	1
	FDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	2
	TDD duplex mode, 15 kHz SSB SCS, 10 MHz bandwidth

	3
	TDD duplex mode, 30 kHz SSB SCS, 40 MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR1



Table A.6.5.5.7.1-2: General test parameters for FR1 PCell for CSI-RS-based TRP specific beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Duplex mode
	Config 1
	
	FDD
	

	
	Config 2, 3
	
	TDD
	

	TDD Configuration
	Config 1
	
	Not Applicable
	

	
	Config 2
	
	TDDConf.1.1
	

	
	Config 3
	
	TDDConf.2.1
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	A.3.1.2

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 FDD
	A.3.1.3

	
	Config 2
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR.2.1 TDD
	

	SSB Configuration
	Config 1
	
	SSB.3  FR1
	A.3.10

	
	Config 2
	
	SSB.3  FR1
	

	
	Config 3
	
	SSB.4  FR1
	

	SMTC Configuration
	Config 1, 2
	
	SMTC.1
	A.3.11

	
	Config 3
	
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	15 KHz
	

	
	Config 3
	
	30 KHz
	

	PRACH 
Configuration
	Config 1, 2,3
	
	FR1 PRACH configuration 4
	A.3.8.2

	OCNG parameters
	
	OP.1
	A.3.2.1

	CP length	
	
	Normal
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	

	Beam failure detection transmission parameters 
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	DRX.7
	A.3.3.7

	Gap pattern ID 
	
	N.A.
	

	schedulingRequestID-BFR- r17
	
	Configured
	

	Periodicity of PUCCH for SR configuration for BFR on PCell
	Config 1
	slot
	5
	5ms

	
	Config 2, 3
	
	10
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-ThresholdSSBThresholdCSI-RS
	Config 1, 2
	dBm/SCS kHz
	-98
	Threshold used for Qin_LR_SSBCSI-RS

	
	Config 3
	
	-95
	

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see clause 5.17 of TS 38.321 [7]

	beamFailureDetectionTimer
	
	pbfd4
	see clause 5.17 of TS 38.321 [7]

	CSI-RS configuration for TRP0
	Config 1
	
	CSI-RS.1.2 FDD
	A.3.14.1

	
	Config 2
	
	CSI-RS.1.2 TDD
	

	
	Config 3
	
	CSI-RS.2.2 TDD
	

	CSI-RS configuration for TRP1
	Config 1
	
	CSI-RS.1.7 FDD
	

	
	Config 2
	
	CSI-RS.1.6 TDD
	

	
	Config 3
	
	CSI-RS.2.7 TDD
	

	CSI-RS Index assigned as BFD RS (q0,0)
	
	0
	

	CSI-RS Index assigned as CBD RS (q1,0)
	
	1
	

	CSI-RS Index assigned as BFD RS (q0,1)
	
	2
	

	CSI-RS Index assigned as CBD RS (q1,1)
	
	3
	

	CSI-RS index assigned as RLM RS
	
	0,1,2,3
	

	CSI-RS configuration for CSI reporting
	Config 1
	
	CSI-RS.1.1 FDD
	A.3.14.1

	
	Config 2
	
	CSI-RS.1.1 TDD
	

	
	Config 3
	
	CSI-RS.2.1 TDD
	

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	8.37
	

	T3
	s
	6.44
	

	T4
	s
	0
	

	T5
	s
	1.97
	

	D1
	s
	1.93
	

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.6.5.5.7.1-3: Cell specific test parameters for FR1 PCell for CSI-RS-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	EPRE ratio of PDCCH DMRS to SSS
	dB
	0

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_CSI-RS of set q0,0
	Config 1
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2
	
	5
	-3
	-12
	-12
	-12

	
	Config 3
	
	5
	-3
	-12
	-12
	-12

	SNR_CSI-RS of set q0,1
	Config 1
	dB
	5
	5
	5
	5
	5

	
	Config 2
	
	5
	5
	5
	5
	5

	
	Config 3
	
	5
	5
	5
	5
	5

	SNR_CSI-RS of set q1,0
	Config 1
	dB
	0.2
	0.2
	20.2
	20.2
	20.2

	
	Config 2
	
	0.2
	0.2
	20.2
	20.2
	20.2

	
	Config 3
	
	0.2
	0.2
	20.2
	20.2
	20.2

	SNR_CSI-RS of set q1,1
	Config 1
	dB
	0.2
	0.2
	20.2
	20.2
	20.2

	
	Config 2
	
	0.2
	0.2
	20.2
	20.2
	20.2

	
	Config 3
	
	0.2
	0.2
	20.2
	20.2
	20.2

	CSI-RS_RP of set q1,0
	Config 1
	dB/SCS kHz
	-110
	-110
	-88
	-88
	-88

	
	Config 2
	
	-110
	-110
	-88
	-88
	-88

	
	Config 3
	
	-107
	-107
	-85
	-85
	-85

	CSI-RS_RP of set q1,1
	Config 1
	dB/SCS kHz
	-110
	-110
	-88
	-88
	-88

	
	Config 2
	
	-110
	-110
	-88
	-88
	-88

	
	Config 3
	
	-107
	-107
	-85
	-85
	-85

	

	Config 1
	dBm/15 KHz
	-98

	
	Config 2
	
	-98

	
	Config 3
	
	-98

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the REs carrying CSI-RS.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.4.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6.
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Figure A.6.5.5.7.1-1: SNR and L1-RSRP variation for CSI-RS-based beam failure detection and link recovery testing in DRX mode
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Figure A.6.5.5.7.1-2: L1-RSRP level variation for CSI-RS-based beam failure detection and link recovery testing in DRX mode

A.6.5.5.7.2	Test Requirements
The UE behaviour during time durations T1, T2, T3, T4 and T5 shall be as follows:
During the time duration T1 and T2, the UE shall transmit uplink signal at least in all subframes configured for CSI transmission on Cell 1.
During the period from time point A to time point B the UE shall transmit uplink signal in Cell 1 in all uplink slots configured for CSI transmission according to the configured periodic CSI reporting for Cell 1.
During T3 the UE shall detect beam failure and initiate link recovery. During T4 and T5 the UE measures and evaluate beam candidate from beam candidate set q1,0.
No later than time point F occurring no later than D1 = 1920+10 ms after the start of T5, the UE shall transmit PUCCH with LRR, followed by BFR MAC CE containing a beam associated with the candidate beam set q1,0. The UE shall not transmit PUCCH with an LRR with the candidate beam set q1,0 earlier than time point B.
Test is concluded once the test equipment has received the initial preamble transmission from the UE. The rate of correct events observed during repeated tests shall be at least 90%.
<<End of change>>
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