

	
3GPP TSG-RAN4 Meeting #107	R4-2307475
Incheon, Korea (Republic Of), 22nd May 2023 - 26th May 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.101-4
	CR
	0362
	rev
	-
	Current version:
	17.8.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	CR for 38.101-4: PDCCH requirements for FR2-2

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	R4

	
	

	Work item code:
	NR_ext_to_71GHz-Perf
	
	Date:
	2023-05-14

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Removal of square brackets for FR2-2 PDCCH requirements.

	
	

	Summary of change:
	Removed all square brackets for PDCCH requirements for FR2-2. Requirements were added in RAN4#106.

	
	

	Consequences if not approved:
	Values for PDCCH requiremements for FR2-2 will not be finalized.

	
	

	Clauses affected:
	7.3.2.2.1, 7.3.2.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	X
	
	 Test specifications
	TS38.521-4

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc21338282][bookmark: _Toc29808390][bookmark: _Toc37068309][bookmark: _Toc37083854][bookmark: _Toc37084196][bookmark: _Toc40209558][bookmark: _Toc40209900][bookmark: _Toc45892859][bookmark: _Toc53176724][bookmark: _Toc61121046]<< Start of change 1>>
[bookmark: _Toc21338280][bookmark: _Toc29808388][bookmark: _Toc37068307][bookmark: _Toc37083852][bookmark: _Toc37084194][bookmark: _Toc40209556][bookmark: _Toc40209898][bookmark: _Toc45892857][bookmark: _Toc53176722][bookmark: _Toc61121044][bookmark: _Toc67918230][bookmark: _Toc76298274][bookmark: _Toc76572286][bookmark: _Toc76652153][bookmark: _Toc76652991][bookmark: _Toc83742264][bookmark: _Toc91440754][bookmark: _Toc98849544][bookmark: _Toc106543398][bookmark: _Toc106737496][bookmark: _Toc107233263][bookmark: _Toc107234878][bookmark: _Toc107419848][bookmark: _Toc107477144][bookmark: _Toc114566001][bookmark: _Toc123936313][bookmark: _Toc124377328]7.3.2.2.1	1 Tx Antenna performances
For the parameters specified in Table 7.3.2.2-1 and 7.3.2.2-2, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 7.3.2.2.1-1 and 7.3.2.2.1-2. The downlink physical setup is in accordance with Annex C.5.1.
Table 7.3.2.2.1-1: Minimum performance requirements with 120 kHz SCS for FR2-1
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNRBB (dB)

	1-1
	100 
	60
	1
	2 
	R.PDCCH. 5-1.1 TDD
	TDLA30-75
	1x2 Low
	1
	6.4

	1-2
	100 
	60
	1
	4 
	R.PDCCH. 5-1.2 TDD
	TDLA30-300
	1x2 Low
	1
	3.0



Table 7.3.2.2.1-2: Minimum performance requirements for FR2-2
	Test number
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNRBB (dB)

	1a-1
	100/120
	60
	1
	2
	R.PDCCH.5-1.1 TDD
	TDLA30-200
	1x2 Low
	1
	[6.6]

	1a-2
	100/120
	60
	1
	4
	R.PDCCH.5-1.2 TDD
	TDLA30-650
	1x2 Low
	1
	[3.9]

	1a-3
	400/480
	60
	1
	8
	R.PDCCH.6-1.1 TDD
	TDLA10-200
	1x2 Low
	1
	[1.2]
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For the parameters specified in Table 7.3.2.2-1 and 7.3.2.2-2, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 7.3.2.2.2-1 and 7.3.2.2.2-2. The downlink physical setup is in accordance with Annex C.5.1.
Table 7.3.2.2.2-1: Minimum performance requirements with 120 kHz SCS for FR2-1
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNRBB (dB)

	2-1
	100 
	60
	1
	8 
	R.PDCCH. 5-1.3 TDD 
	TDLA30-75
	2x2 Low
	1
	0.1

	2-2
	100 
	60
	2
	16 
	R.PDCCH. 5-2.1 TDD
	TDLA30-75
	2x2 Low
	1
	-3.0



Table 7.3.2.2.2-2: Minimum performance requirements for FR2-2
	Test number
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNRBB (dB)

	3-1
	100/120
	60
	1
	8
	R.PDCCH.5-1.3 TDD
	TDLA30-200
	2x2 Low
	1
	[0.1]

	3-2
	100/120
	60
	2
	16
	R.PDCCH.5-2.1 TDD
	TDLA30-650
	2x2 Low
	1
	[-3.1]

	3-3
	400/480
	60
	2
	16 
	R.PDCCH.6-2.1 TDD
	TDLA10-200
	2x2 Low
	1
	[-2.9]
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