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1 	Introduction
RAN4#106bis-e had some discussion on the RRM requirements for NR SL CA [1]. According to progress in other WGs, we think in this meeting we can further discuss the interruption requirements on WAN due to SL carrier addition/release. As for the other issues, more progress in RAN1/2 is needed.
2 Discussion
In last meeting, RAN4 had some discussion on whether to define interruption requirements when NR SL UE performs SL carrier addition/release.
	[bookmark: _Hlk134873479]Issue 1-1-3: Interruption requirements when NR SL UE performs SL carrier addition/release
Agreements: 
· Investigate interruption requirements when NR SL UE performs SL carrier addition/release using LTE SL CA as starting point
· FFS scenarios and details of the interruption requirements e.g. interruption ratio, interruption length, interruption location.



[bookmark: _Hlk134874052]In our understanding, the interruption here is about the interruption to WAN due to SL carrier addition/release. We think the first issue that should be discussed is whether inter-band concurrent Uu and SL CA is supported in R18 or not. If not, then we don’t need to discuss issue 1-1-3.
Proposal 1: Discuss whether and how to define interruption requirements on WAN due to SL carrier addition/release after RAN1/2 concludes on supporting inter-band concurrent Uu and SL CA.

In last meeting, RAN4 also discussed whether and how to requirements of carrier addition/release and Selection / Reselection of Synchronization Reference Source under NR SL CA operation, and reached the following agreement.
As RAN1 has not started their work on SL CA and RAN2 had no agreement on carrier addition/release & Selection / Reselection of Synchronization Reference Source under NR SL CA operation yet, we think we can keep the status of the following two issues as they are and further discuss after there is more progress in RAN1/2.
	Issue 1-1-4: Delay requirements of carrier addition/release for NR SL CA
Agreements:
· FFS: RAN4 not to specify delay requirements for SL component carrier addition/release for Mode 2 operation in this WI and it is up to UE implementation.

[bookmark: _Hlk134874721]Issue 1-1-5: Requirements of Selection / Reselection of Synchronization Reference Source under NR SL CA operation
Agreements:
· The procedure and configuration of Selection / Reselection of Synchronization Reference Source under SL CA operation need to be firstly decided in RAN1/2.
· RAN4 to further discuss if any other impacted requirements.


Proposal 2: Regarding requirements of carrier addition/release and Selection / Reselection of Synchronization Reference Source under NR SL CA operation, wait more progress in RAN1/2 and then further discuss in RAN4.
3 Summary
In this paper, we have some discussion on R18 SL CA. We have the following proposals:
Proposal 1: Discuss whether and how to define interruption requirements on WAN due to SL carrier addition/release after RAN1/2 concludes on supporting inter-band concurrent Uu and SL CA.
Proposal 2: Regarding requirements of carrier addition/release and Selection / Reselection of Synchronization Reference Source under NR SL CA operation, wait more progress in RAN1/2 and then further discuss in RAN4.
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