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1	Introduction
In this contribution, we revisit the general open issues identified in [1] and provide our updated view on topic.
[bookmark: _Ref178064866]2	Discussion
Specification impact
How to introduce the ATG requirements into TS 38.133 was discussed at last meeting and following options were identified [1]:
	Issue 1-1-5: How to involve ATG RRM core requirements in TS38.133
· Option 1: ATG specific RRM requirements are defined in separate sections in specification. 
· Option 2: Add ATG related requirements in the current corresponding section, similar as HST. 



Our view is to define the ATG specific requirements in separate sections since there are important differences between the legacy NR requirements and ATG specific requirements although some requirements are identical. For instance, the legacy requirements contain CA/DC specific requirements in same sections and inter-RAT requirements which are not applicable to ATG. Another important difference is that the ATG is a specialized equipment that is mounted on the aircraft which is not expected to support other features that are supported by the handheld devices. In addition, defining the ATG specific requirements in separate sections facilities specification readability as well as further enhancements to ATG. Therefore, we support option 1. 

 Proposal 1	ATG specific RRM requirements are defined in separate sections in TS 38.133.
Conclusion
In this contribution we have discussed the specification impact of ATG requirements based on the issues discussed at last meeting. We have made the following observations: 

Proposal 1	ATG specific RRM requirements are defined in separate sections in TS 38.133.
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